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May 24, 2005

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill: 4-1-9-17, 7-33-8-16, lA-3-9-17, 2A-3-9-17,
and 5-3-9-17.

Dear Diana:

Enclosed find APD's on the above referenced wells. The proposed 4-1-9-17 and 2A-3-9-
17 are Exception Locations. Our Land Department will send you the required Exception
Location Letters. If you have any questions, feel free to give either Brad or myself a call.

RECEIVED
Mandie Crozier ÑAY3 i gggRegulatory Specialist

DEOFOli GASS/J!NINGme
enclosures

Newfield Exploration Company 10530 South Country Road #33 Myton, UT84052 (435) 646-3721 Fax (435)



ECEIVED
MAY3 i 2005

ÛÛ1 DivOFOIL,GAS&MINING

Form 3160-3 FORMAPPROVED
(September 2001) OMB No. 1004-0136

UNITED STATES
Expires January 31, 2004

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAUOF LAND MANAGEMENT UTU-34173

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. IfIndian,AllotteeorTribeName

N/A

la. Type of Work: DRILL REENTER
7. If Unit or CA Agreement, Name and No.

Travis
8. Lease Name and Well No.

Ib. Type of Well: Oil Well Ü Gas Wen Ü Other Single Zone Ü Multiple Zone Travis Federal 7-33-8-16
2. Name of Operator 9. API Well No.
Newfield Production Company 3 0 / 3 - 3 K') '

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
Route #3 Box 3630, Myton UT 84052 (435) 646-3721 . Monument Butte

4. Location ofWell (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or BIk.and Survey or Area

Atsurface SWINE 1874'FNL2169'FEL §26/ŸÍP/) Ï(o
Atproposedprod.zone 3ÍpÑ// )/ , |2|Ô$Ÿ SW/NE Sec.33, T8S R16E

14. Distance in miles and direction fromnearest town or post office* 12. County or Parish 13. State

Approximatley 11.9 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 766' f/Ise, 766 flunit 320.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA BondNo. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1123' 6365 UTOO56

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
5665' GL 3rd Quarter 2005 Approximately seven (4) days from spud to rig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certifiedby a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands the 5. Operator certification.

SUPO shall be filed withth appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the

2T leSignatur

autho zed officer.

Date

Regulato ci likt
Ap d by (Si n ur Name (Printed/Typed) Date

BRADLEYG.HILL o OR S
Titl ENVIRONMENTALSCIENTISTIII

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

Raderal AÞPtoval at thisAction is
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Note:
The Proposed Well head bears
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1/4 Corner of Section 33.
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*
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GlŠTE D LA
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SB9°57E (G.L.O.) TRISTATELANDSURVEYING& CONSULTING
180 NORTH VERNAL AVE. - .VERNAL, UTAH 84078

(435) 7B1-2501

= SECTION CORNERS LOCATED SCALE: 1" = 1000' SURVEYED BY: C.M.

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SE)
DATE: 3-30-05 DRAWN BY: F.T.M.

NOTES: FILE



NEWFIELD PRODUCTION COMPANY
TRAVIS FEDERAL #7-33-8-16

SW/NE SECTION 33, TSS, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. I

DRILLING PROGRAkÍ

1. GEOLOGIC SURE4CE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2515'
Green River 2515'
Wasatch 6365'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2515' - 6365' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EOUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORK4L PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY

TRAVIS FEDERAL #7-33-8-16
SW/NE SECTION 33, TSS, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Travis Federal #7-33-8-16 located in
the SW 1/4 NE 1/4 Section 33, T8S, R16E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southwesterly along Hwy 53 - 1.7 miles ± to it's junction
with an existing road to the southwest; proceed southwesterly - 7.0 miles ± to it's junctionwith
an existing road to the northeast; proceed northeasterly - 1.6 miles ± to it's junctionwith the
beginning of the proposed access road; proceed along the proposed access road 150'± to the
proposed well location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTIONMATERL4LS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTE DISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field SOP.
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9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFA CE OWNERSHIP - Bureau Of Land Management

12. OTHER ADDITIONAL INFORMATION

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. MOAC Report #05-136, 5/9/05. Paleontological Resource Surveyprepared by, Wade
E. Miller, 5/11/05. See attached report cover pages, Exhibit "D".

For the Travis Federal #7-33-8-16 Newfield Production Company requests 150' of disturbed area
be granted in Lease UTU-34173 to allow for construction of the proposed access road. Refer to
Topographic Map "B". The proposed access road will be an 18' crown road (9' either side of
the centerline) with drainage ditches along either side of the proposed road whether it is deemed
necessary in order to handle any run-off from normal meteorological conditions that are
prevalent to this area. The maximum grade will be less than 8%. There will be no culverts
required along this access road. There will be barrow ditches and turnouts as needed along this
road. There are no fences encountered along this proposed road. There will be no new gates or
cattle guards required. All construction material for this access road will be borrowed material
accumulated during construction of the access road.

Newfield Production Company requests 150' of disturbed area be granted in Lease UTU-34173 to
allow for construction of the proposed gas lines. It is proposed that the disturbed area will be 50'
wide to allow for construction of a 2" gas gathering line, and a 2" poly fuel gas line. Both lines
will tie in to the existing pipeline infrastructure. Refer to Topographic Map "C." For a ROW
plan of development, please refer to the Monument Butte Field SOP.

Newfield Production Company requests 150' of disturbed area be granted in Lease UTU-34173 to
allow for construction of the proposed water lines. It is proposed that the disturbed area will be
50' wide to allow for construction of a buried 3" steel water injection line and a 3" poly water
return line. Refer to Topographic Map "C." For a ROW plan of development, please refer to
the Monument Butte Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract tracks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondaiy recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7,
T9S R19E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
Golden Eagle: Due to this proposed well access roads proximity (less that 0.5 mile) to an
existing inactive golden eagle nest site, no new construction or surface disturbing activities will
be allowed between February 1 and July 15. If the nest remains inactive on July 15 (based on a
pre-construction survey by a qualified biologist), the operator may construct and drill the location
between July 15 and Februaxy 1 of the following year. If the nest site becomes active prior to
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15, no new construction or surface disturbing activities will be allowed within 0.5 mile of the nest
until the nest becomes inactive for two full breeding seasons. In the event that this well becomes
a producing well, it must be equipped with a multi-cylinder engine or hospital muffler to reduce
noise levels.

Reserve Pit Liner
A 12 mil liner is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (A11poundages are in pure live seed)

Shadscale Atriplex confertifolia 4 lbs/acre
Scarlet Globmallow Sphaeralcea conccinea 4 lbs/acre
Crested Wheatgrass Agropyron cristatum 4 lbs/acre

Details of the On-Site Inspection
The proposed Travis Federal #7-33-8-16 was on-sited on 4/14/04. The following were present;
Brad Mecham (Newfield Production), David Gerbig (Newfield Production), Byron Tolman
(Bureau of Land Management), and a SWCA representative. Weather conditions were clear at
60 degrees.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Brad Mecham

Address: Route #3 Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #7-33-8-16 SW/NE Section 33, Township 8S, Range 16E: Lease UTU-34173
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are
true and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Date Mandie Crozier
Regulatory Specialist
Newfield Production Company
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NEWFIELD PRODUCTION COMPANY

TRAVIS '7-33

Section 33, TBS, Ri6 E, S.L.B.&M.

srr
F/5. 6o
Toe of STA. 2+90E/// S/op e

ROUND CORNER TO
Avolo ExcE55 FILL ir TOPsc/L

sr0CKP/LE
'

E/1. 7
F/1. 4

STA. 2+22

2' Berrn Around Fi//
Rortion of Loc tion

F/1. 7 7oo ,
. C/1. 2

STA. 1+60

C/1. 9

WELL HEAD:
UNGRADED = 5665.2'
E/N. GRADE = 5664.0

ROUNO CORNEi Top of
Avoto ExcEss CUT X Cut Slope

OO

C/0. 7 C/5. 7

REFERENCE POINTS
PROPOSED
AccEss ROAD 180' NORTHEASTERLY = 5659.5
(Max. 6x crade) 235' NORTHEASTERLY = 5657.5'

URVEYEDBK cy scALE 7" = 50' T't, Sta,te (4]S) 781-2501

La,nd Surveying, Inc.
'RA WN BK· E EM. DA TE: J-JO-05

\ 160 NORTH VERNAL AVE. VERNAL,UTAH
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NEWFIELD PRODUCTION COMPANY

CROSS SECTIONS

TRAVIS ?'- 33

= 50' SM. 2+90

so' SU. 2+22

1" = so' S9. 1+60

1" = so' SM. 0+00 ESTIMATED EARTHWORKQUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 1,600 1,600 Topsoil is 0
UNLESS OTHERWISENOTED PIT 640 0 nP

Cdu
640

ALL CUT/FILL SLOPES ARE
AT 1.5:1 TOTALS 2,240 1,600 840 640

SURVEYED BK. cy SCALE: 1" = 50' ri Sta,te (4JS) 781-2501

La,nd Surveying, Inc.
DRA WN By· E TM DA TE: J-JO-05

\ 180 NORTH VERNALAVE. VERNAL, UTAH
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NEWFIELD PRODUCTION COMPANY

TYPICAL RIG LA YOUT
TRAVIS ?'- 33

Emergency fuel
shut down

STORAGE
TANK

I DC ,
Water Line 50

TOILET -

EsERvE
P/T

- 100' - 2 29 - (U' U"RA -

40'

PIPE RACKS

PIPE RACKS

o i

PROPOSED ACCESS
ROAD (Max. 6% Grade)

SURVEYED OK C.M. SCALE: 1" = 50' ri St at e (4]S) 781-2501

La,nd Surveying, Inc.
DRAMN SK E7M OATE: J--JO--05

\ 180 NORTH VERNALAVE. VERNAL,UTAH
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CULTURAL RESOURCE lNVENTORY
OF NEWFlELD EXPLORATION'S

TWO 40 ACRE PARCELS FOR PROPOSED
7-33-8-16 AND 14-29-8-18 WELL LOCATIONS
UINTAHAND DUCHESNE COUNTIES, UTAH

By:

Rigden A. Glaab
and

Keith R. Montgomery

Prepared For:

Bureau of Land Management
Vernal Field Office

Prepared Under Contract With:
Newfield Exploration Company

Route 3 Box 3630
Myton, UT 84052

Prepared By:

Montgomery Archaeological Consultants
P.O. Box 147

Moab, Utah 84532

MOAC Report No. 05-136

May 9, 2005

United States Department of Interior (FLPMA)
Permit No. 05-UT-60122

State of Utah Antiquities Project (Survey)
Permit No.
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NEWFIELD PRODUCTION CONÏPANY

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCHESNE COUNTY,,UTAH

Section 3, T 9 S, R 17 E [NE 1/4 & NW 1/4, NE 1/4 and NE 1/4, NW 1/4
& SW 1/4, NW 1/4, and NE 1/4 & NW 1/4, SE 1/4]; Section 18, T 9 S, R 16 E

[excluding NE 1/4, NW 1/4, & SE 1/4, NE 1/4]; Section 15, T 9 S, R 17 E [SE 1/4/ NE 1/4];
Section 18, T 9 S, R 17 E [western half of section plus SE 1/4 & SW 1/4, SE 1/4];

Section 33, T 8 S, R 16 E [NW 1/4, NW 1/4 and SW 1/4, NE 1/4]

REPORT OF SURVEY

Prepared for:

Newfield Production Company

Prepared by:

Wade E. Miller
Consulting Paleontologist

May 11,
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 05/31/2005 API NO. ASSIGNED: 43-013-32798

WELL NAME: TRAVIS FED 7-33-8-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 )

CONTACT: MANDIE CROZIER PHONE NUMBER: 435-646-3721

PROPOSED LOCATION:

SWNE 33 080S 160E INSPECT LOCATN BY: / /

SURFACE 1874 FNL 2169 FEL .Tech Review Initials Date
BOTTOM: 1874 FNL 2169 FEL

DUCHESNE Engineering

MONUMENT BUTTE ( 105 ) Geology

LEASE TYPE: 1 - Federal Surface
LEASE NUMBER: UTU-34173

SURFACE OWNER: 1 - Federal
LATITUDE: 40.07654

PROPOSED FORMATION: GRRV

COALBED METHANE WELL? NO LONGITUDE: -110.1220

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/' Plat R649-2-3.

Bond:Fed[1] Ind[] Sta[] Fee[]
Unit TRAVIS

(No.UTOO56 )
Potash (Y/N) R649-3-2. General

A Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

V Water Permit R649-3-3. Exception

(No. MUNICIPAL )
\/ Drilling Unit

IL RDCC Review (Y/N)
(Date: )

Board Cause No:
Eff Date: c

AIA Fee Surf Agreement (Y/N) Siting: () -

R649-3-11. Directional Drill

STIPULATIONS: ' ) (
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United States Department of the Interior

BUREAU OF LANDMANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN EŒPLY IŒFER TO:
3160
(UT-922)

June 7, 2005

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2005 Plan of Development Travis Unit,
Duchesne County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey coulthard, Utah State Office, Bureau of Land
Management, the following well is planned for calendar year 2005
within the Travis Unit, Duchesne County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Green River)

43-013-32798 Travis Fed 7-33-8-16 Sec 33 TO8S R16E 1874 FNL 2169 FEL

This office has no objection to permitting the well at this time.

/s/ Michael L. Coulthard

bcc: File - Travis Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah June 7, 2005

Department of
Natural Resources

MICHAEL R. STYLER Newfield Production CompanyExecutive Director
Rt. #3, Box 3630

Division of Myton, UT 84052
Oil, Gas & Mining

,A.
Re: Travis Federal 7-33-8-16 Well, 1874' FNL, 2169' FEL, SW NE, Sec. 33,

T. 8 South, R. 16 East, DuchesneCounty, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-32798.

Sincerely,

Gil Hunt
Acting Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 •



O O
Operator: Newfield Production Company
Well Name & Number Travis Federal 7-33-8-16

API Number: 43-013-32798
Lease: UTU-34173

Location: SW NE Sec. 33 T. 8 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Ileports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to



Form 3160-3 FORM APPROVED
(September 2001) OMB No. 1004-0136

Expires January 31, 2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-34173

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. IfIndian,AllotteeorTribeName

N/A

la. Type of Work: O DRILL REENTER
7. If Unit or CA Agreement, Name and No.

Travis
8. Lease Name and Well No.

Ib. Type of Well: Oil Well Ü Gas Wen Other Single Zone Ü lvlultiple Zone Travis Federal 7-33-8-16

2. NameofOperator 9. IWellNo.
Newfield Production Company

3a. Address 3b. Phone No. (include area code) 40.Field and Pool, or Exploratory
Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.*) I I. Sec., T., R., M., or Blk.and Survey or Area

At surface SWINE 1874' FNL 2169' FEL
SWINE Sec. 33, T8S R16E

At proposed prod. zone

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 11.9 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 766' f/Ise, 766 f/und 320.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA BondNo. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1123' 6365' UTOO56

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5665' GL 3rd Quarter 2005 Approximately seven (4) days from spud to rig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with th appropriate Forest Service Office). 6. ut
or

edrsite te, i o lans as may be required by the

71 · Utah Division of
25. Signatu Name (Printed/Typed) 'Date

Mandie Crozier Oil Gas and Mining i 5/WAS
Title

Regulatory Speciali
Approved by (Signature) Name (Printed/Typed) ' Date

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

cso PmovAL
CONDITIONSOFAPPROVALATW¶W

DECi 2 2005

DMOF0\L,GAS
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Page 1 of 2

Well No.: Travis Federal 7-33-8-16
12/1/2005

CONDITIONS OF APPROVAL
APPLICATIONFOR PERMIT TO DRILL

Operator/Company: INewfield Production Co.

Well Name/Number: Travis Federal 7-33-8-16

API Number: 43-013-32798

Location: SWNE Sec Tship Rng.: . 33, T8S, R16E

Lease Number: UTU-34173

Agreement Name (IfApplicable): N/A

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drilland Surface Use Program.

CONDITIONS OF APPROVAL FOR NOTICETO DRILL

Approval of this application does not warrant or certifythat the applicant holds legal or equitable
titleto those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be aware that fire restrictions may be in effect when location is being constructed and/or when
well is being drilled. Contact the appropriate Surface Management Agency for information.

Please submit an electronic copy of all logs run on this well in LAS format. This
submission will supersede the requirement for submittal of paper logs to the BLM. The
cement bond log must be submitted in raster format (TIF, PDF or other).

In the event after-hours approvals are necessary, you must contact one of the following
individuals:

Michael Lee (435) 828-7875
Petroleum Engineer

Matt Baker (435) 828-4470
Petroleum Engineer

BLM FAX Machine (435)



e O sas.2 of 2
Well No.: Travis Federal 7-33-8-16

12/1/2005

CompanylOperator: Newfield Production Company

API Number 43-013-32798

Well Name & Number: Travis Federal 7-33-8-16

Lease Number: U- 34173

Location: SWNE Sec. L T. 8 S. R. 16 E.

Surface Ownership: BLM

Date NOS Received: None

Date APD Received: May 31, 2005

This well is being approved in accordance withWashington Instruction
Memorandum 2005-247 and Section 390 (Category 3) of the Energy Policy Act which
establishes statutory categorical exclusions (CX) under the National Environmental Policy
Act (NEPA). Category 3 states that an oilor gas well can be drilled within a developed
field for which an approved land use plan or any environmental document prepared
pursuant to NEPA analyzed drilling as a reasonably foreseeable activity,so long as such
plan or document was approved withinfive (5) years prior to the date of spudding the
well. This well is covered under the Final Environmental Impact Statement and Record of
Decision Castle Peak and Eight Mile Flat Oil and Gas Exploration Project Newfield Rocky
Mountains Inc., signed November 21, 2005. If the well has not been spudded by
November 21, 2010, a new environmental document will have to be prepared prior to the
approval of the APD.

4 to 6 inches of topsoilshall be stripped from the location and placed where it can
most easily be accessed for interim reclamation. Once the well has been converted to
water injection, the fillslopes shall be recontoured and the topsoilshall be spread over
the entire well location. The well location shall then be seeded with crested wheatgrass
(Variety Hycrest) at a 12 lblacre rate (pure live seed). After seeded has been completed,
an access road loop to the well head can be established. The reserve pit will be allowed
to stay open until interim reclamation is completed so the entire area can be seeded at
the same time.The interim seeding of the well location and reserve pit shall be done by
either drilling the seed or by broadcasting the seed and dragging it with a spike tooth
harrow.

The pipeline trenchshall be dug in the borrow ditch of the road and the trench
material side cast into the existing vegetation. Both the water line and the gas line shall
be buried in the same trench. When backfilling the trenches, care should be taken to
disturb as little of the vegetation as possible and thus allowingthe existing plants to
reestablish on theirown, however, these disturbed areas should also be seeded with
crested wheatgrass at the 12 lblacre rate to ensure vegetation establishment and to keep
invasive weeds to a minimum.All seeding of the pipelines shall be completed using a
seed drill.

The temporarygas lines used during the temporaryproduction phase shall be laid
on the surface, and then removed once the well is turned to water injection.

No pipeline construction will be allowed when soils are muddy and rutting of soils
becomes apparent from the use of vehicles. If ruttingoccurs, operations must cease until
soils are dry or



FORM 3160-5 UNITED STATES FORM APPROVED

June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-34173

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If indian. Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE TRAVIS
1. Type of Well

Oil Gas 8. Well Name and No.

X
Well Well Other TRAVIS FEDERAL 7-33-8-16

9. API Well No.

2. Name of Operator
43-013-32798

NEW FIELD PRODUCTION COM PANY 10. Field and PooL or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 l'I. County or Parish, State

4. Location of Well (Footage, Sec.. T., R., m.. or Survey Description)

1874 FNL 2169 FEL SW/NE Section 33, TSS R16E DUCHESNE COUNTY, UT.

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

X Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Permit Extension nisposewater
(Note: Report resulls ol multiple completion on Well

Completion or Recompletion Report and I og filrm )

li 1)escribe Proposed or Compleled Operations (Clearly state all perlinent delails, and give perlinent dates, incÍuding estimated date 0ËStarling im) proposed work. lfuell is direclion-

ally drilled, gire subsurface locations and measured and true serlical depths li>r all inarkers and yones perlinent to this work.)*

Newfield Production Company requests to extend the Permit to Drill this well for one year. The original

approval date was 6/07/05 (expiration 6/07/06).

Approved by me
Ut

Date

JUNO2 2006

DMOFC1,



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: :43-013-32198

Well Name: Travis Federal 7-33-8-16

Location: SW/NE Section 33, TSS R16E
Company Permit Issued to: Newfield Production Company

Date Original Permit Issued: 6/7/2005

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesONoO

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO NoO

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-

of-way, which could affect the proposed location? YesO No12\

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoE

Is bonding still in place, which covers this proposed well? Yes2NoO

6/1/2006

Signature Date

Title: Regulatory specialist

Representing: Newfield Production Company

JUN0 2



Form 3160-3 FORM APPROVED
(September 2001) OMB No. 1004-0136

Expires January 31, 2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-34173

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. If Indian, Allottee or Tribe Name

N/A

7. If Unit or CA Agreement, Name and No.
la. Type of Work: | DRILL REENTER

Travis
8. Lease Name and Well No.

lb. Type of Well: Oil Well Ü Gas Well Other O Single Zone Ü Multiple Zone Travis Federal 7-33-8-16

2. Name of Operator 9. API Well No.
Newfield Production Company 2 -Q - g)
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory y
Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte g )

4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Surveyor Area

At surface SE/NW 1997' FNL 197$ FWL SO/NOSec. 33, T8S Ri6E
At proposed prod. zone SWINE 1979' FNL 1977' FEL

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State
Approximatley 11.7 miles southwest of Myton, Utah Duchesne | UT

15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well
location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 661' f/Ise, 661' f/unit 320.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1328' 6460' UTBOOO192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5675' GL 3rd Quarter 2007 Approximately seven (4) days from spud to dg release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. . Name (Printed/Typed) |Date
Mandie Crozier | 3/29/07

Title
pecia t

rove Nan@AÑÏ¾<G. HILL
, Ë (<3 4

Title Of VIHUNMt:NIAL M
I

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitiousor fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

FederalApproval of this
Lj i I Action is Necessarv . RECE IVED

ti ti 34 3 7/ qq y pg MAR3 O2001
di 0 pgel'



NEWFIELD PRODUCTION COMPANY
TRAVIS FEDERAL #7-33-8-16

AT PROPOSED ZONE: SWINE SECTION 33, TSS, R16E
AT SURFACE: SEINW SECTION 33, T8S, R16E

DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILLINGPROGRAM

1. GEOLOGIC SURFACE FORMATTON:

Uinta formation of UpperEocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2440'
Green River 2440'
Wasatch 6460'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2440' - 6460' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCDIATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Plcasc refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTINGDATE ANÐ DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field



NEWFIELD PRODUCTION COMPANY
TRAVIS FEDERAL #7-33-8-16

AT PROPOSED ZONE: SWINE SECTION 33, T8S, R16E
AT SURFACE: SE/NW SECTION 33, TSS, R16E

DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Travis Federal #7-33-8-16 located in
the SE 1/4 NW 1/4 Section 33, T8S, Rl6E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southwesterly along Hwy 53 - 1.7 miles ± to it's junction
with an existing road to the southwest; proceed southwesterly - 7.0 miles ± to it's junctionwith an
existing road to the northeast; proceed northeasterly - 1.4 miles ± to the existing 6-33-8-16 well
location.

2. PLANNED ACCESS ROAD

The proposed well will be drilled directionally off of the existing 6-33-8-16 well pad. See
Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

It is proposed that this well will be drilled directionally off of the existing 6-33-8-16 well pad.
There will be a pumping unit and a short flow line added to the tank battery for the proposed
Travis Federal 7-33-8-16. All permanent surface equipment will be painted Carlsbad Canyon.

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERIALS

The proposed Travis Federal 7-33-8-16 will be drilled off of the existing 6-33-8-16 well pad. No
additional surface disturbance will be required for this location.

7. METHODS FOR HANDLING WASTEDISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field SOP.



9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP- Bureau Of Land Management (Proposed location and access roads
leading to).

12. OTHER ADDITIONAL INFORMATION

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S
Rl9E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
Golden Eagle: Due to this proposed well access roads proximity (less that 0.5 mile) to an existing
inactive golden eagle nest site, no new construction or surface disturbing activities will be allowed
between February 1 and July 15. If the nest remains inactive on July 15* (based on a pre-
construction survey by a qualified biologist), the operator may construct and drill the location
between July 15 and February 1 of the following year. If the nest site becomes active prior to July
15, no new construction or surface disturbing activities will be allowed within 0.5 mile of the nest
until the nest becomes inactive for two full breeding seasons. In the event that this well becomes a
producing well, it must be equipped with a multi-cylinder engine or hospital muffler to reduce
noise levels.

Mountain Plover: If new construction or surface disturbing activities are scheduled to occur
between May 1 and June 15, detailed surveys of the area within 0.5 mile of the proposed location
and within 300 feet of proposed access routes must be conducted to detect the presence of
mountain plovers. All surveys must be conducted in accordance with the survey protocols outlined
in the most recent USFWS Survey Protocol. Surveys must be completed prior to initiating new
construction or surface disturbing activities. No new construction or surface disturbing activities
will be allowed between March 15 and August 15 within a 0.5 mile radius of any documented
mountain plover nest site.

Reserve Pit Liner
A 16 mil liner is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Shadscale Atriplex Confertifolia 4 lbs/acre



Galletta Grass Hilaria Jamesii 5 lbs/acre
Gardner Saltbush Atriplex Corrugata 3 lbs/acre

Details of the On-Site Inspection
The proposed Travis Federal #7-33-8-16 was on-sited on 11/22/06. The following were present;
Dave Allred (Newfield Production), Kim Kettle (Newfield Production), Charles Sharp (Bureau of
Land Management), and Brandon MacDonald (Bureau of Land Management). Weather
conditions were clear and ground cover was 100 percent open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Dave Allred

Address: Route #3 Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #7-33-8-16 SW/NE Section 33, Township 8S, Range 16E: Lease UTU-34173
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are true
and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

3/29/07
Date Mandie drozier

Regulatory Specialist
Newfield Production Company
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NEWFIELD PRODUCTION COMPANY
Travis '7-33-8-16 (Proposed Well)
Travis 6-33-8-16 (Existing Well)
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Exis ting
Pad Edge

/ Existing
Tanks

S A. 3+05

E ikin PI T TOPSÓÌL

Boilers' C/0 J srocxerte

STA 2+37

L HEAD:
/OSU G

GR56DE¯D
p Joe

0'
STA. 1+75 W LL 6-JJ (EX/ST/NG)

WELL 7- JJ EL RE

Existing
Pad Edge / Note:

E/ore pit is to be
/ocated at /eost
80' from we// head

Exisung
Anchor

xc sa

2' Berm Around E///
Portion of Location

STA. 0+00 F/1.5
Top of pos of
Cut S/ope E/// Slope

Npte:
Pod Expansion is
necessory to foc///tote
Dr////ng Equipment

SURVEYED BK c.µ. SCALE 1" = 50' e Sta,te ** 26'--

La,nd Surveying, Inc.
DRAWN BK TC.1 DATE 09-27-06

\ 180 NORTH VERNALAVE. VERNAL,UTAH



NEWFIELD PRODUCTION COMPANY
CROSS SECTIONS

Travis 7-33-8-16 (Proposed Well)
Travis 6-33-8-16 (Existing Well)

Il

"
= 50' SM. J+05

N -Il

Il

= 50' SM. 2+J7

EX/ST/NG

1" = so' SM. 1+75

1" = so' SM. 0+00 ESTIMATED EARTHWORK QUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 690 90 ToPsoil is 600
UNLESS OTHERWISENOTED

riot included
PIT 640 0 in Pad Cut 640

CUT SLOPES ARE AT 1:1
FILL SLOPES ARE AT 1.5:1 TOTALS 1,330 90 490 1,240

SURVEYED BK C.M. SCALE: 1" = 50' t Sta.te t'36>'"'-6°'
La,nd Surveying, Inc.

DRAWN BU TC.d DATE: 09-27-06
N 180 NORTH VERNAL AVE. VERNAL,UTAH
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Myton

s

c

or al

co

Travis 7-33 (Proposed Weil)
Travis 6-33 (Existing Well)

sun esti

Legend

Existing Road
Ágew'freepisy Ÿar, Proposed Access

(435) 781-2501
| 180 North Vemal Ave Yemal. Utah 84078

Travis 7-33-8-16 (Proposed Well) . ,, ,,, . - . - . - . -

Travis 6-33-8-16 (Existing Well) , - - ,, ,,
Pad Location: SENW SEC. 33, TSS, Ri6E, S.L.B.&M. .. , , ,, _



E -

O'

to

Travis 7-33 (Proposed Wen)
Travis 6-33 (Existing Wen)

I.egend

fáfŠ¢ft - Existing Road

Ágdfary Proposed Access

\ (435) 781 2501
180 North Vernal Ave Vernal Utah 84078

Travis 7-33-8-16 (Proposed Well) , . . . . . . -

Travis 6-33-8-16 (Existing Well)
Pad Location: SENW SEC. 33, T8S, Ri6E, S.L.B.&M. n



29

Travis 7 33 (Proposed Well)
Travis 6-33 (Existing Well)

.
Tle in at Existing

Gas Line

Tie in at Existing
Water Line

--e- Legend -w--

'. Roade

Ark Ser«g &
\ (435) 781-2501

7 180 North Vernal Ave Vernal Utah 84078

Travis 7-33-8-16 (Proposed Well) . . . . . .
-

Travis 6-33-8-16 (Existing Well)
Pad Location: SENW SEC. 33, T88, Ri6E,
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Travis 7-33 (Proposed Wen)
i • Travis 6-33 (Existing Well)

e

. O g

i 730N(>

--- Legend -

Pad Location
«dfar Bottom Hole Location

\ (435) 781-2501 One-Mile Radius
180 North Vernal Ave. Verrtal Utah 84078

Travis 7-33-8-16 (Proposed Well)
Travis 6-33-8-16 (Existing Well) Exhibit "B"

Pad Location: SENW SEC. 33, TSS, Ri6E,
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Newfield Production Company
Proposed Site Facility Diagram

Travis Federal 7-33-8-16

From the 6-33-8-16 Location

SEINW Sec. 33 TSS, 16E

Duchesne County, Utah

UTU-34173

Well Head

Site Security Plan is held at the Pleasant Valley $"" Well Head
Office, Duchesne County Utah

Production Phase:
Pumping Unit

1) Valves 1, 3, and 4 sealed closed B
7-33-8-16 Pumping Unit

2) Valves 2, 5 and 6 sealed open A
6-33-8-16

Sales Phase:

1) Valves 1, 2, 4, 5, and 6 sealed closed

2) Valve 3 open

Draining Phase: Heater Treater

I
1) Valves 1 and 6 open

I
Diked Section

Gas Sales Meter
I

Load Rack -----.--------------- |
I

I

II2 3 2 :1 1 *

6 Water TankLegend 200 bbl

Emulsion Line """ """"""""-°.
Production Tank 5 Production Tank

Load Rack _ _ _ _ _ _

400 bbl 400 bbl

Water Line - - - - - - - - -

4 , , 4
Oil Line

Gas Sales - - - - · · - - - - . Equalizer Line

143'



racvs edeCr
16 Newfield Exploration Co.

Well: Travis Federal 7-3 16
ScientificDrillinG Wellbore: OH y

Design: Plan #1 M Azimuths to True Notti
Rocky Mountain Operations Magnetic North 11.88

WELLDETAILS:TravisFederal7-338-16 Fe
Strength: 52717.3ril

GL5675' & RKB12' @5687.0011 5675.00 DipAngle 65.92
+N/-S +El-W Northing Easting Latitude Longtude
0.00 0.00 7199447.68 224648.73 40" 4' 34.360 N 110 7' 36.650 W Model: IGRF2005-R

0 700

1000

1200
175- TF 7 16 BHL

1600

o

240D

2eoo-

175 350 85 700 875 1050 1225 1

West(-)/East(+) (350 ftlin)

e .

10"O

Plan: Plan #1 (Travis Federal 7-3½-16/OH)

4400 -- Created By: Julie Cruse Date: 200748-13

PROJECT DETALS: Duchesne County, UT

Geodetic Sysiem: US Stale Plane 1983
4800- - Datum: North American Datum1983

Ellipsoid: GRS 1980
Zone: Utah Central Zone

5200- - -- System Datum: Mean Sea Leml
Lacal North: No north reference data is available

seco- - SECTION DETAILS

Sec MD Inc Azi TVD +NAS +EAW DLeg TFace VSec Target
1 0.00 0.00 0 00 0.00 0.00 0.OD 0 00 0 00 0 00
2 600.00 0.00 0 00 600.00 0.00 0.00 0 00 0 00 0 006000- -
3 1520.95 13.81 89 22 1512.05 1.50 110.48 1 50 89 22 110 49
4 6616.28 13.81 89 22 6460.00 18.00 1327.00 0 00 0 001327 12 TF 7-33-8-16 BHL

TF 7-33 16 BHL

till sili !!!! illi Isil III

-co o 400 ano 1200 100

Vertical Section at 89.22° (800



Newfield Exploration Co.
Duchesne County, UT
Travis Federal 7-33-8-16
Travis Federal 7-33-8-16
OH

Plan: Plan #1

Standard Planning Report
13 March,



Scientific Drilling
Planning Report

Osimbaser MultiUserEDM t.acalco·oidhu@mfishititce: Well Travis Federal 7-33-8-16

Company: Newrield Ex¢oration Co. 190 ilmiirailce: GL 567& & RKB 12' @5687 00ft
Project: Duchesne County, UT MDMail tilge: GL 5675' &RKB 12' @5667 OOR
gite: Tmvis Federal 7-3341-16 NoggsRuhtelice: True
WeR: Travis Federal 7-33-8-16 Stirvey CalcutiBon Meisog: MinimumCurvature
Weibosa: OH
Design: Plan #1

Project Duchesne County, UT

Map System: US State Plane 1983 System Datum: Mean Sea Level

Geo Datum· North American Datum 1983

Map zone: Utah Certral Zone

88- Travis Federal 7-33-8-16, Sec 33 T8S Ri6E

Site Posmion: Nodhing: 7,199,447.68ft LaUtude: 40° 4' 34.360 N
Front Lat/Long Easting: 2,024,648.73ft LongMude: 110°7 36 650 W

Position Uncertainty: 0.00 ft Slot Radius: in Gdd Convergence: 0.88 °

Wel Travis Federal 7-33-8-16, 1997 FNL, 1976' FWL

Wei Posidon +NI-S O00 ft Northing: 7,199,447.68 ft LatMude: 40° 4' 34 360 N
+El-W 0 00 ft Easting: 2,024,648.73 ft LongMude: 110° 7 36 650 W

Posidon Uncertainty 0 00 ft Weihead Elevation: ft Ground Level: 5,675 00 ft

Weibele OH

MagneUcs Model Nanie Sengde Date DecOn-Mon DIp Angle Field SireagIh

IGRF2005-10 2007-03-13 11.88 65 92 52,717

Desigs Plan #1

Audit Notes:

Version: Phase: PLAN Tie On Depth: 0.00

VerMcal5ecdon: DepHIFbem(TVD) •!BS + W DhecMon

6,460 00 0.00 0 00 89 22

Plan secsons
Messmed verscal Doging suiM Then

Depth incinaion Azin-Us Depth +NAS +BW Rate Rate Rata wg
c) c) m n o fnemt) (noon) fneen) f) Tasset

0 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00

600 00 0 00 0 00 600 00 0 00 0 00 0 00 0 00 0 00 0 00

1,520 95 13 81 89 22 1,512 05 1 50 110 48 1 50 1 50 0 00 89 22

6,616 28 13 81 89 22 6,460 00 18 00 1,327 00 0 00 0 00 0 00 0 00 TF 7-33&i6 BHL

2007-03 13 4 36 37PM Page 2 COMPASS 2003 14 Strid



Scientific Drilling
Planning Report

MultiUserEDM AdhDR$ Allllilitage: We8 Travis Federal 7-338-16

Ooinpany: Newneld Exploration Co. TWDilteillielice: GL 5675' & RKB 12' Q 5687 OOR
Pi jott: Duchesne County, UT 00 AliitNiillet GL 5675' & RKB 12' @5687 OOR
Site: Travis Federal 7-33-8-16 litiSI liaisimiles: True
Wei: Travis Federal 7-334-16 Smvey Weilead: MinimumCurvature
Weibele: OH
Design: Plan #1

planned swwey

Messemed verscal Vesecal Dogies ause Tiern
Depth lucinadon AzinmUs Depth eiga ogg.w Secdon itate Rata Rata

W f) f) W (It) (it) W fttooit) ritomo frieelt)

ooo ooo ooo ooo ooo ooo ooo ooo ooo ooo
100 00 0 00 0 00 100 00 0 00 0 00 0 00 0 00 0 00 0 00
200 00 0 00 0 00 200 00 0 00 0 00 0 00 0 00 0 00 0 00
300 00 0 00 0 00 300 00 0 00 0 00 0 00 0 00 0 00 0 00
400 00 0 00 0 00 400 00 0 00 0 00 0 00 0 00 0 00 0 00

500 00 0 00 0 00 500 00 0 00 0 00 0 00 0 00 0 00 0 00
600 00 0 00 0 00 600 00 0 00 0 00 0 00 0 00 0 00 0 00
700 00 1 50 89 22 699 99 O02 1 31 1 31 1 50 1 50 0 00
800 00 300 89 22 799 91 0 07 5 23 5 23 1 50 1 50 0 00
900 00 4 50 89 22 899 69 0 16 11 77 11 77 1 50 1 50 0 00

1,000 00 6 00 89 22 999 27 0 28 20 92 20 92 1 50 1 50 0 00
1,100 00 7 50 89 22 1,098 57 0 44 32 68 32 68 1 50 1 50 0 00
1,200 00 9 00 89 22 1,197 54 0 64 47 02 47 03 1 50 1 50 0 00
1,300 00 10 50 89 22 1,296 09 0 87 63 96 63 96 1 50 1 50 0 00
1,400 00 12 00 89 22 1,394 16 1 13 83 46 83 47 1 50 1 50 0 00

1,500 00 13 50 89 22 1,491 70 1 43 105 53 105 54 1 50 1 50 0 00
1,520 95 13 81 89 22 1,512 05 1 50 110 48 110 49 1 50 1 50 0 00
1,600 00 13 81 89 22 1,588 82 1 75 129 35 129 36 0 00 0 00 0 00
1,700 00 13 81 89 22 1,685 92 2 08 153 22 153 24 0 00 0 00 0 00
1,800 00 13 81 89 22 1,783 03 2 40 177 10 177 12 O00 0 00 0 00

1,900 00 13 81 89 22 1,880 14 2 73 200 97 200 99 O00 0 00 0 00
2,000 00 13 81 89 22 1,977 25 3 05 224 85 224 87 O 00 0 00 0 00

2,100 00 13 81 89 22 2,074 35 3 37 248 73 248 75 0 OD 0 00 0 00
2,200 00 13 81 89 22 2,171 46 3 70 272 60 272 63 0 00 0 00 0 00
2,300 00 13 81 89 22 2,268 57 4 02 296 48 296 50 0 00 0 00 0 00

2,400 00 13 81 89 22 2,365 68 4 35 320 35 320 38 0 00 0 00 0 00
2,500 00 13 81 89 22 2,462 78 4 67 344 23 344 26 0 00 0 00 0 00
2,600 00 13 81 89 22 2,559 89 4 99 368 10 368 14 O 00 0 00 0 00

2,700 00 13 81 89 22 2,657 00 5 32 391 98 392 01 O00 0 00 0 00
2,800 00 13 81 89 22 2,754 11 5 64 415 85 415 89 O00 0 00 0 00

2,900 00 13 81 89 22 2,851 21 5 96 439 73 439 77 0 00 0 00 0 00
3,000 00 13 81 89 22 2,948 32 6 29 463 60 463 65 0 00 0 00 0 00
3,100 00 13 81 89 22 3,045 43 6 61 487 48 487 52 0 00 0 00 0 00
3,200 00 13 81 89 22 3,142 54 6 94 511 35 511 40 0 00 0 00 0 00
3,300 00 13 81 89 22 3,239 64 7 26 535 23 535 28 0 00 0 00 0 00

3,400 00 13 81 89 22 3,336 75 7 58 559 10 559 16 O00 0 00 0 00
3,500 00 13 81 89 22 3,433 86 7 91 582 98 583 03 0 00 0 00 0 00
3,600 00 13 81 89 22 3,530 97 8 23 606 85 606 91 0 00 0 00 0 00
3,700 00 13 81 89 22 3,628 07 8 56 630 73 630 79 O00 0 00 0 00
3,800 00 13 81 89 22 3,725 18 8 88 654 61 654 67 0 00 0 00 0 00

3,900 00 13 81 89 22 3,822 29 9 20 678 48 678 54 O00 0 00 0 00
4,000 00 13 81 89 22 3,919 40 9 53 702 36 702 42 0 00 0 00 0 00
4,100 00 13 81 89 22 4,016 50 9 85 726 23 726 30 0 00 0 00 0 00
4,200 00 13 81 89 22 4,113 61 10 17 750 11 750 18 0 00 0 00 0 00
4,300 00 13 81 89 22 4,210 72 10 50 773 98 774 05 0 00 0 00 0 00

4,400 00 13 81 89 22 4,307 83 10 82 797 86 797 93 0 00 0 00 0 00
4,500 00 13 81 89 22 4,404 93 11 15 821 73 821 81 0 00 0 00 0 00
4,600 00 13 81 89 22 4,502 04 11 47 845 61 845 69 O00 0 00 0 00
4,700 00 13 81 89 22 4,599 15 11 79 869 48 869 56 O 00 0 00 0 00
4,800 00 13 81 89 22 4,696 26 12 12 893 36 893 44 O00 0 00 0 00

4,900 00 13 81 89 22 4,793 36 12 44 917 23 917 32 0 00 0 00 0 00
5,000 00 13 81 89 22 4,890 47 12 77 941 11 941 20 0 00 0 00 0 00
5,100 00 13 81 89 22 4,987 58 13 09 964 98 965 07 OOD 0 00 0 00
5,200 00 13 81 89 22 5,084 69 13 41 988 86 988 95 0 00 0 00 0 00

2007-03-13 4 36 37PM Page 3 COMPASS 2003 14 Build



Scientific Drilling
Planning Report

Database: MultiUserEDM Local co.eidialieRaisselice: Well Travis Federal 7-338-16

Colitpany: Newfield Exploration Co. 190Aggasaltos: GL 5675' & RKB 12' Q 5687.0011
Project: Duchesne County, UT MDil@iititie: GL 5675' & RKB12' @56B7.00ft

Site: Travis Federal 7-33-8-16 No!MI Itagasalace: True
Wel: Travis Federal 7-33-8-16 Omissy Magioli: Minitrun Curvature
Weibose- OH
Design: Plan #1

Ptannedserway

usasured veraces versesi nogies aune nun
Depib i Azhaum Depth +80.6 ogW SecNee Esta Rata Rata

W f) f) W W W ffiellt filoilt 0110010

5,300 00 13 81 89 22 5,181.79 13 74 1,012 73 1,012 83 0 00 0 00 0 00

5,400 00 13 81 89 22 5,278 90 14 06 1,036 61 1,036 71 0 00 0 00 0 00
5,500 00 13 81 89 22 5,376 01 14 38 1,060 49 1,060 56 0 00 0 00 0 00
5,600 00 13 81 89 22 5,473 12 14 71 1,084 36 1,084 46 0 00 0 00 0 00
5,700 00 13 81 89 22 5,570 22 15 03 1,108 24 1,108 34 0 00 0 00 0 00
5,800 00 13 81 89 22 5,667 33 15 36 1,132 11 1,132 22 O00 0 00 0 00

5,900 00 13 81 89 22 5,764 44 15 68 1,155 99 1,156 09 0 00 0 00 0 00
6,000 00 13 81 89 22 5,861 55 16 00 1,179 86 1,179 97 0 00 0 00 0 00
6,100 00 13 81 89 22 5,958 65 16 33 1,203 74 1,203 85 0 00 0 00 0 00
6,200 00 13 81 89 22 6,055 76 16 65 1,227 61 1,227 73 0 00 0 00 0 00
6,300 00 13 81 89 22 6,152 87 16 98 1,251 A9 1,251 60 0 00 0 00 0 00

6,400 00 13 81 89 22 6,249 98 17 30 1,275 36 1,275 48 0 00 0 00 0 00
6,500 00 13 81 89 22 6,347 06 17 62 1,299 24 1,299 36 0 00 0 00 O00

6,600 00 13 81 89 22 6,444 19 17 95 1,323 11 1,323 23 0 00 0 00 0 00
6,616 28 13 81 89 22 6,460 00 18 00 1,327 00 1,327 12 0 00 0 00 0 00

TF 7.33 840 BHL

Talgets

Tmget Neum
•hlUmtss tuget Dip Angle Dip Ok. TVD +iM·$ +RMS NesUdug Easting
-Shape L-MIude I.angitale

TF 7-33-8-16 BHL 0.00 0 00 6,460.00 18 00 1,327.00 7,199,486.05 2,025,975 30 40*4' 34.537 N 110° T 19.578 W
- plan hits target
- Circle (radius75.00)

2007-03-13 4 36 37PM Page 4 COMPASS 2003 14 Bts/d



NEWFIELD

ROCKY MOUNTAINS

April 17, 2007

Ms. Diana Mason
State of Utah, Div. of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Directional Drilling R649-3-11
Travis Unit UTU-68528A
Travis Federal 7-33-8-16
Duchesne County, Utah

Dear Ms.Mason:

Pursuant to the filing of Newfield Production Company's (hereinafter "NPC") Application for
Permit to Drill dated 3/29/07 (copy enclosed herewith) which concerns the well described below,
NPC is hereby submitting this letter in accordance with Oil & Gas Conservation Rule R649-3-l l
pertaining to Directional Drilling.

Travis Federal 7-33-8-16
BLM Lease #s UTU-34173 (surface) and UTU-34173 (bottomhole)
1997' FNL, 1973' FWL Section 33 (at surface)
1979' FNL, 1977' FEL Section 33 (bottomhole)
T8S-Rl6E

This drillsite location is located within the boundaries of the Travis Unit UTU-68528A. NPC is
permitting this well as a directional well in order to minimize surface disturbance. By locating
the well at the surface location described and directionally drilling from this location, NPC will
be able to utilize the existing roads and pipelines in the area. Furthermore, NPC hereby certifies
that NPC is the Travis Unit Operator and all lands within 460 feet of each of the entire
directional well bores are within the Travis Unit.

Therefore, based on the above stated information NPC requests that the permit be granted
pursuant to R649-3-11. Thank you for your consideration in this matter.

Sincerely,

Newfield Production Company

RECEIVED
Marie Liley ÛŽÛÛ7
Land Associate DNOFOIL,MS&MIMNG

Newfleid Exploration Company 1401 17th Street, Suite 1000 Denver, CO 80202 (303) 893-0102 Fax (303)



Form3ld0-3
FORM APPROVED

(September2001)
OMBNo, 1004-01¾

Exphse January31.2004

UNITED STATES
DEPAR.TMENT OF TIIE INTERIOR 5. l.ease SerialNo.

BUREAUOF LAND MANAGEMEyr
UTU-34173

APPLICATIONFOR PERMIT TO DRILLOR REENTER
6. Ifladian,AllotteoorTribcName

.

.- . ,

N/A

la. Type of Work: | DRILL REENTER
7. If Unit or CA Agreement.Nameand No.

Travis
5. LeascName andWe11No.

lb. Type of Well: Oil Well O GasWell Othee Ñ Sinite 2ene MultipleZone Travla Federa!7.4& 8-10

2. Name ofOpentor 9. APIWell No.

Newfield ProductionCompany
3a. Address 3b. PhoneNo. (includeanes code) 10. Pield andPool, or Explomtury

Route #3 Box 3630, Myton UT84052 (435) 6464721 Monument Butte

4. Incation of Well (Reportlocadon clearly andin accordance williany State requirem¢na'.*) 11. Sec., T.,R.,M.,or B1k. and Surveyor Aron

At surface SEINW 1997 FNL 1972' FWL

At proposed prod.mone SW/NE 1979' FNL1977 FEL
SWINE Sec. 33, TBS R16E

1 iiles anddirection from neatest town or post ofHce* 12. County or Parish 13. State

Approximatley11,7 miles southwest of Myton,Utah Duchesne UT

15. Distance fromproposed 16. No. of Acres in Icane 17. SpacingUnitdedicatedto thiswell

locationto neamatPportyor leaseline. ft.
Also to nearest drig.unit Ene,if any) Apinon,sat' fase, set'fiunit 320.00 40 Acres

18. Distanceinomproposed Ioestion• 19. ProposedDepth 20, BLM/BIA BondNo. on file

to nearestwell, driffing,completed,
applied for, on this lease, It. Approx. 1328' 6460' UTB000192

21. Elevations (Show whether DF KDB, RT, GL etc.) 22. Approximate date work will start"' 23. Estimated duration

5875' GL 3nf Quorter 2007 4,-i....ig ..... (es.,, s...pni ta mm.....

24. Attachments

foHowing,complatedinaccordancewith the requirements of onshoreOil and GasOrderNo,[, shall bc attached to this form:

I. Wenplat certifiedby a tegistered surveyor. 4. Bond to cover the operations unless covered by an existinghand on Bla (see

2. A Drilling Plan.
Item2(labove).

3. A surfaceUse Ptan (if the location is on Nadonal Forest SyaramLands, 10e
5. Opemtarcartification.

SUPO shallbc filedwith the appropriate ForestServiceOffice).
6. Such specific informadon and/or plena sa may be requiredby the

Mn e 3/29/07

Title
Regulatory Specia

Approvedby (Signature) Name (Printedd)ped) Date

Title i Office
i
I

AppHeationapproval docs not warrant er certify the the app licat t holds legal or aquitable titic to those rights in the subject lease which would ondtIn the applicant to conduct

operationsthercon.
Conditionsof approvat, if any, um attached.

Title 18 U.S.C.Section 1001 andTide 43 U.SC. Scotion 1212, make it a crime for anyperson kriowinglyand willfully to make to any departmentor agcucy of the United

Statesany fbine,fictitiousor frauduletttstatementsor reprcaentations as to any matterwatiro itsjurisdiction.

*(InstrNCÛHN A 76 OWNE

RECEIVED
APR2 O2007

DIV.0FOIL,GAS&



T8S, Ri6E, S.L.B.kM. NEWD PRUCTIONCORNY

SB9'58'W - 79.96 (G.L.O.) 26J5.65' (Measured) Šssc - WELL LOCATION, TRAVIS 7-33-8-16,
SB9'58'W G.L.O. (Bosis of Beorings) y LOCATED AS SHOWN IN THE SE 1/4 NW

I isto 1/4 OF SECTION 33, TSS, R16E,
a cop S.L.B.&M. DUCHESNE COUNTY, UTAH.

(G.L-O-)¾

o o - o

- -- I
Hople BAR scAL« N

1976' m. 1977

(comp.) (comp.)
o isto / Bottom

Bross cap matwo .

1. The Proposed Well head bears S18°24'50"W 2103.73'
from the North 1/4 Corner of Section 33.
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WORKSHEET
APPLICATION FOR PERMIT TO DREL

APD RECEIVED: 05/31/2005 API NO. ASSIGNED: 43-013-32798

WELL NAME: TRAVIS FED 7-33-8-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 33 080S 160E Tech Review Initials Date
SURFACE: 1997 FNL 1976 FWL

BOTTOM: 1979 FNL 1977 FEL Engineering

COUNTY: DUCHESNE Geology
LATITUDE: 40.07620 LONGITUDE: -110.1261

UTM SURF EASTINGS:574515 NORTHINGS: 4436371 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-34173 PROPOSED FORMATION: GRRY

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond:Fed[1] Ind[] Sta[] Fee[]
Unit: TRAVIS

'No. UTBOOl92 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No.MUNICIPAL ) /~Drilling Unit
RDCC Review (Y/N)

Board Cause No: gg, A(Date:
Eff Date: -gg. 2)

Fee Surf Agreement (Y/N) Siting (ho3
Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS: \ o

STIPULATIONS:
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OPERATOR: NEWFIELD PROD CO (N2695)

SEC: 33 T.8S R.16E

FIELD: MONUEMENT BUTTE (105)

COUNTY: DUCHESNE

CAUSE: 213-2A / 8-29-1997 Wells Status
GAASSSN IOEN Utah OilGas and Mining

x LOCATION ABANDONED
e NEW LOCATION N

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE o PRODUCING OIL

COMBINED C
LNDARY GOLs

W E
INACTIVE NODING

)s( TEMP. ABANDONED
PROPOSED o TEST WELL

R
NAETED

G THERML & WATER INJECTION $
PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY WATER DISPOSAL DATE: 03-APRIL-2007
TERMINATED
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United States Department of the Interior

BUREAUOF LAND MANAGEMENT
Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

April 4, 2007

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2007 Plan of Development Travis Unit, Duchesne County,
Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and Mining, and Mickey
Coulthard, Utah State Office, Bureau of Land Management, the following well has been
changed from a vertical to a directional well. The well was originally reviewed in our
memo of June 7, 2005. The well is planned for calendar year 2007 within the Travis
Unit, Duchesne County, Utah.

API# WELLNAME LOCATION

Travis Unit

(Proposed PZ Green River)

43-013-32798 Travis Fed 7-33-8-16 Sec 33 TOSS R16E 1997 FNL 1976 FWL
BHL Sec 33 TOSS R16E 1979 FNL 1977 FEL

This office has no objection to permitting the well at this time.

Is/ Michael L. Coulthard

bcc: File - Travis Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid



Form 3160-3 FORMAPPROVED
(September 2001) OMB No. 1004-0136

ExpiresJamary 31,2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease SerialNo.

BUREAU OF LAND MANAGEMByr UTU-34173

APPLICATION FOR PERMIT TO DRILL OR REENTER 6. If Indian, AllottesorTriboName

N/A

la. Type of Worle ÍDRILL REENTER
7. If Unit or CA Agreement, Name and No.

Travis
8. Lease Name and Well No,

Ib. Type of Well: Oil Well Gas Well Other Single Zone Multiple Zone Travis Federal 7-33-8-16

2. Name of Opemtor 9. API 11No.
Newfield Production Company g 3 - 1 29

3a. Address 3b. Phone No. (include amr code) 10. Field Pool, or Exploratory
Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monumônt Butte

4. Location of Well (Reportlocation clearly and in accordance with any State reqrdrements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SEINW 199T FNL 1976' FWL
At proposed prod. zone SWINE 1979' FNL 1977' FEL

SWINE Sec. 33, TSS Ri6E

14. Distance in miles and direction fromnearest townor post office* 12. County or Parish 13. State

Approximatley 11.7 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease linc, ft.
(Also to nearest drig.unit line, if any) Approx. 681' fase. 661'ffunit 320.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling,completed,
applied for, on this lease, ft. Approx. 1328' 6460' UTBOOO192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5675' GL 3rd Quarter 2007 unen (4}days tom sinal b sig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the locationis on National Forest SystemLands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest ServiceOffice). 6. S h r site specific information and/or plans as may be required by the

tleS
Mn 3/29/07

Regulatory Specialist
Approved by (Signature) Name Qrinted/fyped) Date

Title i Office
i
I

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime forany n knowingly and willfully to make to any department or agency of theUnited
Statesany false, fictitiousor fraudulent statements or representations as to any matter with jurisdiction.
*p):structions on



17/2007) Diana Mason - APD Correction Page 1

From: "Mandie Crozier"<mcrozier@newfield.com>

To: "Diana Mason" <dianawhitney@utah.gov>

Date: 5/17/2007 10:54 AM
Subject: APD Correction
Attachments: 7-33-8-16_001.tif

There was a typingerror for the Surface location footages for the
7-33-8-16. Here is the corrected 3160-3 Form.

Mandie Crozier

Newfield Production

Phone: (435)646-4825

Fax: (435)



FORM 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 10000135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993
5. LeaseDesignationand SerialNo.

SUNDRYNOTICES AND REPORTS ON WELLS UTU-34173

Do not use this form for proposald to drillor to deepen or reentry a different reservoir. 6.IfIndian, Al[otteeor Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMITIN TRIPLICATE TRAVIS
1. e of Well

Oil Gas s.WellName and No.
X Well Well Other TRAVIS FEDERAL 7-33-8-16

9. API Well No.

2. Name of Operator 43-013-32798
NEWFIELD PRODUCTION COMPANY 10. Fieldand Pool, or Exploratory Area

3. Addressand TelephoneNo. MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. Countyor Parish, State

4. Locationof Well (Footage,Sec.,T., R., m., or Survey Description)

1979 FNL 1977 FEL 6MfNE Section 33, TSS R16E Â•ÿ•¾A DUCHESNE COUNTY, UT.

12. CHECK APPROPRIATE BOX(s) TO INDICATENATUREOF NOTICE, REPORT, (4R OTHER DATA
TYPE OF SUBMISSION TYPE OF AC TION

Noticeof Entent Abandonment Change of Plans

Recompletion New Construction

SubsequentRepon Plugging Back Non-Routine Fracturing

CasingRepair Water Shut-Off

Final AbandonmentNotice Akering Casing Conversionto Injection

X Other Permit Extension oisposewater
(Note Reportresults of amitiplecompletionon Well

Completionor RccompletionReportand lag iban.)

13. DescribeProposed or Completed Operations(Clearlystate all pertinent details, and give pedinent dates, including estimateddate of startingany proposedwork. If well is direction-

ally drilled, give subsurface locatiom atx1measured and true vertical depths for all roarkers and zones pertinent to this work.)*

Newfield Production Company requests to extend the Permit to Drill this well for one year. The original
approval date was 6/7/05 (expiration 6/7/07).

Aporovedby the
Utah Divisionof

Oll,Gas and Mining

14. I herebycertify that f ng i e and correct

signed Title Regulatory Specialist Date 6/7/2007

Mandie 'Crozier
CC: UTAHDOGM

(This space for Federalor Stateoffice use)

Approved by Title Date

Conditionsof approval,if any:

CC: Utah DOGM

Title 18U S.C. Section 1001, makes it a crime for any person knowinglyand willfullyto make to any departmentor agencyofthe UnitedStatesany false, fictitious

or fradulentstatementsor representationsas to any matter within its



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: |43-013-32798
Well Name: Travis Federal 7-33-8-16
Location ŠË¾SWIII Section 33,T8S RI6E
Company Permit issued to: Newfield Production Company
Date Original Permit issued: 6/7/2005

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill,remains valid and does not require revlsion.

Following is a checklist of some items related to the application, which should be
verified,

if located on private land, has the ownership changed, if so, has the surface
agreement been updated7 Yes O NoO

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO Nol2l

I
Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NolEl

Have there been any changes to the access route including ownership, or right-
of-way,which could affect the proposed location? YesO No l21

Has the approved source of water for drilling changed? YesO NolEl

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NolEl

I

Is bonding still In place, which covers this proposed well? YeslEINoO

6/6/2007

Signature Date

TiÍlo. Regulatory Specialist
I

Representing: Newfield Production



United States Department of the Interior a
BUREAU OF LAND MANAGEMENT

Vemal Field Office
170 South 500 East TAKE PRIDE°
Vemal, UT 84078 INAMERICA

(435) 781-4400 Fax: (435) 781-4410

IN REPLY REFER TO:

3160
UTO8300

August 16, 2007

Mandie Crozier
Newfield Production Company
Route 3, Box 3630
Myton, UT 84052

Re: Well No. Travis Federal 7-33-8-16
SWNE, Sec. 33, T8S, R16E
Duchesne County, Utah
Lease No. UTU-34173
Travis Unit

Dear Ms. Crozier:

The Application for Permit to Drill(APD) the above referenced wellwas approved December 2,
2005, along with a one (1) year extension approved by Sundry Notice on December 19, 2006.
This APD is now rescinded per your request in a letter to Chuck Mcdonald dated March 29, 2007.
This APD has been replaced witha new APD that was received on March 30, 2007 as Well No.
Travis Federal 7-33-8-16.

Ifyou have any questions concerning APD processing, please contact me at (435) 781-4455.

Sincerely,

Cindy Severson
Land Law Examiner

cc: UDOGM -- Diana Mason

RECEIVED
NOV2 0 L/

DIV.0FOIL,GAS&



Form 3160-3 FORM APPROVED(September2001) OMB No. 1004-0136
ExpiresJanuary31, 2004UNITED STATES

DEPARTMENTOF THE INTERIO Y 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-34173

APPLICATIONFOR PERMIT TO DRILL OR REENTER 6. If Indian, Allottee or Tribe Name

la. Type of Worle Í DRILL REENTER 7. If Unit or CA

AgrAeement,
Name and No.

Travis
8. Lease Name and Well No.

Ïb. Ì'ypeof Well: Oil Well Ü Gas Well Ü Other Single Zone Multiple Zone Travis Federal 7-33-8-16
2. Name of Operator 9. APIWell No.
Newfield Production Company

3a. Address 3b. Phone No. (include area code) 10. Field and Pool,or ExpÏoratory
Route #3 Sox 3630, Myton UT 84052 (435) 646-3721 Monumânt Butte

4. Location of Well (Report locarian clearly and in accordance wit/r any State requiremenu.*) 11. Sec., T., R., M., or Blk. and Surveyor Area

At surface SEINW 1997' FNL 1976' FWL
SWINE Sec. 33, TSS Ri6EAt proposed prod. zone SWINE 1979' FNL 197T FEL

14. Distance in miles and direction fromnearest town or þostoffice* 11 Countyor Parish 13. State
Approximatley 11.7 miles southwest of Myton, Utah Duchesne .UT

15. Distance from proposed" 16. No. of Acres in lease 17. Spacing Unit dedicated to this welllocation to nearest
property or lease line, ft.
(Also to nearest drig.unit line, if any) Approx. est rase,ser frunit 320.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLMiBIABond No, on file
to nearest well, drilling, completed,
applied for,on this lease,ft Approx. 1328' 6460·

.
UTBOOO192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
5675' GL 3rd Quarter 2007 Approximately severi (4) days tom spud torig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and GasOrder No.l. shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bondon file (see
i 2. A Drilling Plan. Item 20 above).

3 A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operatorcertification.
SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific mformation and/or plans as may be required by the

2 S

aut eizedofficer.

3/29/07

Regulatory Specialist
Approved by Name (Printed/Typed) Date

"" seismomes Manager °'6

yWNALRELDOFF1CE
Application approvilkbilSo licant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of theUnited

APRi 4 2008

DIV.0ýOlt,GAS&MINING



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAUOF LANDMANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: SENW, Sec 33, T8S, R16E
Well No: Travis Federal 7-33-8-16 Lease No: UTU-34173
API No: 43-013-32798 Agreement: Travis Unit .

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer: Matt Baker (435) 781-4490 (435) 828-4470
Petroleum Engineer: Michael Lee (435) 781-4432 (435) 828-7875
Petroleum Engineer: James Ashley (435) 781-4470

. (435) 828-7874
Petroleum Engineer: Ryan Angus (435) 781-4430 (435) 828-7368
Supervisory Petroleum Technician: Jamie Sparger (435) 781-4502 (435) 828-3913
NRS/Enviro Scientist: Paul Buhler (435) 781-4475 (435) 828-4029
NRS/Enviro Scientist: Karl Wright (435) 781-4484 (435) 828-7381
NRS/Enviro Scientist: Holly Villa (435) 781-4404
NRS/Enviro Scientist: (435) 781-4476
NRS/Enviro Scientist: Chuck Macdonald (435) 781-4441 (435) 828-7481
NRS/Enviro Scientist: Jannice Cutler (435) 781-3400 (435) 828-3544
NRS/Enviro Scientist: Michael Cutler (435) 781-3401 (435) 828-3546
NRS/Enviro Scientist: Anna Figueroa (435) 781-3407 (435) 828-3548
NRS/Enviro Scientist: Verlyn Pindell (435) 781-3402 (435) 828-3547
NRS/Enviro Scientist: Darren Williams (435) 781-4447
NRS/Enviro Scientist: Nathan Packer (435) 781-3405 (435) 828-3545

Fax: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

AII lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

ÍÃ6ationConstruction - Forty-Eight (48) hours prior to construction of location and
(Notify NRS/Enviro Scientist) access roads.
Location Completion - Prior to moving on the drilling rig.

21!ÍYNRS/Enviro Scientist)
Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petrg gym_Engineer)
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(N9tify Supervisory Petroleum Technician) cementing all casing strings
BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests
Notify Supervisory Petroleum Technician)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than



Page 2 of 9
Well: Travis Federal 7-33-8-16

4/7/2008

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

General Surface COAs

• Ifthere is an active Gilsonite mining operation within 2 miles of the well location, operator shall
notify the Gilsonite operator at least 48 hours prior to any blasting during construction.

• If paleontological materials are uncovered during construction, the operator is to immediately stop
work and contact the Authorized Officer (AO). A determination will be made by the AO as to what
mitigation may be necessary for the discovered paleontologic material before construction can
continue.

Specific Surface COAs

• The proposed area contains Mountain plover habitat. With this occurrence there will be a timing
restriction during project activity(construction and drilling) to minimize disturbance to Mountain
plover nesting from May 15 - June 15.

• There are four Golden eagle nests within ½ mileof the proposed location: 0.32 miles SE, 0.39
miles E, 0.5 miles NE, and 0.49 miles NE of the project area, but no nests are in line-of-site. With
this occurrence there will be a timingrestriction to minimize disturbance for Golden eagle nesting
from February 1 - July 15.

• No surface occupancy or use is allowed (does not apply to casual use) within ½ mile of Golden
eagle nests which have been active within the past twoyears. This restriction will not apply to
maintenance and operation of existing programs and facilities. It will not apply if impacts shall be
mitigated throughother management actions or site specific analysis of terrainfeatures.

• Protection of Golden eagle nest sites as described in the Diamond Mountain Resource
Management Plan and EIS. Waivers, Exceptions, or Modifications to this limitation may be
specificallyapproved in writingby the authorized officer of the Bureau of Land Management if
either the resource values change or the lessee/ operator demonstrates that adverse impacts can
be mitigated. Any changes to this stipulation will be made in accordance with the land use plan
and/or the regulatory provisions for such changes. (For guidance on the use of thisstipulations
see BLM manual 1624 and 3101 or FS manual 1950 and 2820.)

Lease Notices from RMP:

• The lesseeloperator is given notice the area has been identified as containing Ferruginous hawk
habitat. Modifications may be required in the Surface Use Plan to protect the Ferruginous hawk
and/or its habitat from surface disturbance activities in accordance with Section 6 of the lease
terms, Endangered Species Act, and 43 CFR 3101.1-2.

• The lesseeloperator is given notice the area has been identified as containing Golden eagle
habitat. Modifications may be required in the Surface Use Plan to protect the Golden eagle and/or
its habitat from surface disturbance activities in accordance with Section 6 of the lease terms,
Endangered Species Act, and 43 CFR



Page 3 of 9
Well: Travis Federal 7-33-8-16

4/7/2008

Comments:

• If it is anticipated that construction or drilling willoccur during the given timingrestrictions for any
wildlife, a BLMor qualified biologist shall be notified so surveys can be conducted. Depending
upon the results of the surveys, permission to proceed may or may not be recommended or
granted (depending on the species being surveyed and the conditionof the habitat).

Follow-up Actions and/or Recommendations:

•
*Because all four Golden eagle nests are located more than ¼ mile from the proposed location and
are not in line-of-site, the NSO for the Golden eagle will not apply to this location; however, the
timingstipulationwillstillbe in effect.

• Based on the previous field exam and existing data and if all timingrestrictions are adhered to
then, it is my opinion that a no effect situation exists for Special Status Wildlife Species with the
construction and drilling of this proposed drill site. Therefore, this site is cleared from a Special
Status Wildlife Species perspective.

• All trafficrelated to this action will be restricted to approved routes. Cross-country vehicle travel
willnot be allowed.

• All pipelines (surface and buried) willbe laid within one 50' wide construction ROW, on one side of
the road, and will reduce down to a 30' wide permanent ROW on lease.

• A temporaryroad ROW will not be granted. The road ROW will be 30 foot for construction and will
reduce to an 18 foot running surface.

• The access road will be crowned and ditched. Flat-bladed roads are not allowed. All roads will
have an 18', crowned (2 to 3% minimum),running surface. All roads will have drainage ditches
along both sides of road.

• No vehicle travel,construction or routine maintenance activities shall be performed during periods
when the soil is toowet to adequately support vehicles and/or construction equipment. Ifsuch
equipment creates ruts in excess of three inches deep, the soil shall be deemed too wet to
adequately support construction equipment.

• Ifadditional erosion occurs during the life of this project, more culverts, Iow water crossings,
berms, wing ditches or etc. will be needed to control the erosion.

• Low-water crossings will be appropriately constructed to avoid sedimentation of drainage ways and
other water resources.

• Pipelines will be buried at all major drainage crossings.

• Prevent filland stock piles from entering drainages.

• To insure impermeability, the reserve pit willbe lined with a 16 ml or greater liner and felt prior to
spudding.

• The liner is to be cut 5 feet below ground surface or at the level of the cuttings, whichever is
deeper, and the excess liner material is to be disposed of at an authorized disposal



Page 4 of 9
Well: Travis Federal 7-33-8-16

4/7/2008

• When the reserve pit contains fluids or toxicsubstances, the operator must ensure animals do not
ingest or become entrapped in pit fluids.

• Any hydrocarbons in the reserve pit will be removed immediately upon well completion; in
accordance with 43 CFR 3162.7-1. Pits must be free of oil and other liquid and solid wastes prior
to filling.

• Monument Butte SOP, Section 9.2 - Pit Fencing Minimum Standards - willbe strictlyadhered to.
To include 9.2.2.3 - Corner posts willbe cemented and/or braced in such a manner as to keep
fence tightat all times.

• If Uinta Basin hookless cactus or other special status plants are found, construction willcease and
the AO willbe notifiedto determine the appropriate mitigation.

• Within 90 calendar days of the approval date for this Application for Permit to Drill (APD),
the operatorliessee shall submit to the Authorized Officer (AO), on Sundry Notice Form
3160-5, an Interim Surface Reclamation Plan for surface disturbance on well pads, access
roads, and pipelines. At a minimum, this will include the reshaping of the pad to the
original contour to the extent possible; the respreading of the top soil up to the rig anchor
points; and, the area reseeded using appropriate reclamation methods. The AO will provide
written approval or concurrence within 30 calendar days of receipt.

Interim Reclamation:

• The topsoil from the reserve pit shall be stripped and piled separately near the reserve pit. When
the reserve pit is closed, it shall be recontoured and the topsoilrespread, and the area shall be
seeded using a rangeland drill. Seeding depth as per AO, or seed distributor. If portions of the
site are too steep (>40%),or rocky, that portion may be broadcast seeded. If broadcasting seed,
the seed shall be walked into the soil with a dozer immediately after the seeding is completed, or
covered by soil using a drag chain. Seeding shall occur in the fall (August 1st until snow or
ground is frozen) with the following seed mix:

Seed mix:

Common name Latinname Ibs/acre Recommended
seed planting depth

Squirreltail grass Elymus elymoides 3.0 ¼ - ½"
Siberian wheatgrass Agropyron fragile 1.0 ½"
Shadscale saltbush Atriplex confertifolia 0.50 ½"
Four-wing saltbush Atriplex canescens 0.50 ½"
Gardner's saltbush Atriplex gardneri 0.50 ½"
Scarlet globemallow Sphaeralcea coccinea 0.10 ½ - ¼"

o All pounds are pure live seed.
o All seed and mulch willbe certifiedweed free.
o Rates are set for drill seeding; double rate if broadcasting.
o Reseeding may be required if initial seeding is not
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Final reclamation:

• Once the location is plugged and abandoned, the well location, access, and any disturbed areas
shall be recontoured to natural topography,topsoilshall be respread, and the entire location shall
be seeded following guidelines in the seed mixbullet statement above. Final seed mix: same as
interim.

• Noxious and/or invasive weeds willbe controlledalong access roads, pipelines, well sites, and all
other applicable facilities. Any noxious and/or invasive weeds outbreak, directly attributed to the
activities of the Operator, will be the responsibility of the Operator to control. On BLM
administered land, a Pesticide Use Proposal (PUP) must be submitted and approved prior to the
application of herbicides, pesticides, or other possibly hazardous chemicals.

• The topsoilfrom the reserve pit shall be stripped and piled separately near the reserve pit. When
the reserve pit is closed, it shall be recontoured and the topsoilrespread, and the area shall be
seeded in the same manner as the location topsoil.

• Once the location is plugged and abandoned, it shall be recontoured to natural topology,topsoil
shall be respread, and the entire location shall be seeded with a seed mix recommended by the
AO (see above). Seed application will follow all guidelines in the interim seed mix bullet statement
above. If reclamation seeding shall takeplace using the broadcast method, the seed at a
minimumwill be walked into the soil with a dozer immediately after the seeding is completed.

• The authorized officermay prohibit surface disturbing activities during severe winter conditions to
minimizewatershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• The authorized officer may prohibit surface disturbing activities during wet or muddy conditions to
minimizewatershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• Allwell facilities not regulated by OSHA will be painted Carlsbad Canyon.

• All boulders with a length or diameter greater than 3 feet, that are found showing at the surface,
will be stockpiled for use during final reclamation.

• Notify the Authorized Officer 48 hours prior to surface disturbing
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DOI/VNHOLECONDITIONS OF APPROVAL

SITE SPECIFIC DOWNHOLE CONDITIONSOF APPROVAL

• None

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS

• The spud date and timeshall be reported orallyto Vernal Field Office within 24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Enqineerinq Technician at least 24 hours in
advance of casinq cementing operations and BOPE & casinq pressure tests.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil &
Gas Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafteras specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water
is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM
Vernal Field Office.

• The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite,
tar sands, oil shale, trona,etc.) to the Vernal Field Office, in writing, within 5 workingdays of
each encounter. Each report shall include the well namelnumber, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (along with a telephonenumber) shall the BLM need to obtain additional
information.

• A complete set of angular deviation and directional surveys of a directional well will be
submitted to the Vernal BLMoffice engineer within 30 days of the completion of the
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• While activelydrilling, chronologic drillingprogress reports shall be filed directlywith the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum
Engineers untilthewell is completed.

• A cement bond log (CBL) willbe run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLMVernal Field
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OPERATING REQUIREMENT REMINDERS:

• AIIwells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, thiswell shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

• Shall the well be successfully completed for production, the BLMVernal Field office must be
notifiedwhen it is placed in a producing status. Such notificationwill be by written
communication and must be received in thisoffice by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide, as a
minimum,the following informational items:

o Operator name, address, and telephonenumber.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royalty will
be paid).

o The nature of the well's production, (i.e., crude oil,or crude oiland casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise
the non-Federal or non-Indian land category, i.e., State or private.

o . Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLMVernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than Major
Events" will be reported in writing within 15 days. "Minor Events" will be reported on the
Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, shall
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filed on BLM Form 3160-4. Submit with the wellcompletion report a geologic report including,
at a minimum,formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drillstem test data, and results of production tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have
prior written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field
Office Petroleum Engineers willbe provided with a date and timefor the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLMVernal Field Office. All measurement facilities will conform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLMVernal Field Office within 30 days of installation or first production, whichever occurs
first. AIIsite security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which willresult in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval
may be obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30
days, prior approval of the BLMVernal Field Office shall be obtained and notification given
before resumption of operations.

• Pursuant to Onshore Oil &Gas Order No. 7, this is authorization for pit disposal of water
produced from thiswell for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this officeand in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but
no later than 45 days after the date of first production. Any method of disposal which has not
been approved prior to the end of the authorized 90-day period will be considered as an incident
of Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: TRAVIS FED 7-33-8-16

Api No: 43-013-32798 Lease Type: FEDERAL

Section 33 Township 08S Range 16E County DUCHESNE

Drilling Contractor ROSS DRILLING RIG # 21

SPUDDED:
Date 08/11/08

Time 8:50 AM

How DRY

Drilling wi/I Commence:

Reported by DON BASTIAN

Telephone # (435) 828-6012

Date 08/11/08 Signed



6. .31eo-5 UNITED STATES FORM APPROVED
ust 2007) DEPARTMENT OF THE INTERIOR o o o

BUREAU OF LAND MANAGEMENT
5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-34173Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

TRAVIS UNIT
1. T pe of Well

Oil Well Gas Well O Other 8 Well Name and No
2. Name of Operator TRAVIS FEDERAL 7-33-8-16

NEWFIELD PRODUCTION COMPANY QAPI Vill M
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301332798

Myton,UT 84052 | 435 646 379] 10 Field and Pool or FYpInratory Area
4. LocationofWell (Footage, Sec., T., R., M, or Survey Description) MONUMENT BUTTE

1997 FNL 1973 FWL 11. County or Parish, State

SWNE Section33 T8S Rl6E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production (Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O FractureTreat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair O New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment Convert to Injector O Plug Back Q Water Disposal

13. Describe Proposed or CompletedOperation: (Cleady state all pertinent details, includingestimated staning date of any proposed work and approximate duration thereof. If the
proposal is to deependirectionallyor recomplete horizontally,give subsurface locationsand measured and true vertical depthsofall pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Requiredsubsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

On 8/11/08 MIRU Ross #24. Spud well @8:50am.Drill 320'of 121/4" hole with air mist.TlH w/7 jt's 85/8" j-55 24# csgn. set @
326.270n 8/14/08 cement with 160 sks of class "G"w/ 3% CaCL2 + 1/4# sk Cello-Flake mixed @15.8ppg>1.17 cf/sk yelld.
Returned 7 bbls cement to pit. Woc.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Sig
Daoar/ii inao reman

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedbv Title Date
Conditions of approval, if any, are attached. Approval ofthis notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe i
States any false, fictitious and fraudulent statements or representations as to anv matter witliin its jurisdiction
(Instructions on page 2)

AU6i 8 2008

DIV.0FOlt,GAS&



NEWFILD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASING SET AT 326.27

LASTCASING 8 5/8" SET AT 326.27' OPERATOR Newfield Production Company
DATUM 12' KB WELL Travis Federal 7-33-8-16
DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte
DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross Rig # 21
TD DRILLER 320' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM- MAKE - DESCRIPTION WTI FT GRD THREAD CONDT LENGTH

Shoe Joint 44.80'

. .. ..

WHI -92 csg head 8rd A 0.95
7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 314.42

GUIDE shoe 8rd A 0.9
CASING INVENTORY BAL. FEET JTS TOTAL LENGTHOF STRING 316.27
TOTAL LENGTH OF STRING 316.27 7 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG 12
PLUS FULLJTS. LEFTOUT 0 CASINGSET DEPTH 326.27

TOTAL 314.42 7

TOTAL CSG. DEL. (WlO THRDS) 320.04 7 COMPARE
TIMING 1ST STAGE

BEGIN RUN CSG. Spud 8/11/2008 8:50 AM GOOD CIRC THRU JOB yes
CSG. IN HOLE 8/11/2008 3:30 PM Bbis CMT CIRC TO SURFACE 7
BEGIN CIRC 8/14/2008 8:25am RECIPROCATED PIPE FOR N/A
BEGIN PUMP CMT 8/14/2008 8:37am

BEGIN DSPL. CMT 8/14/2008 8:49am BUMPEDPLUGTO 104 PSI
PLUG DOWN 8/14/2008 9:00am
CEMENT USED CEMENT COMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G" w/2% CaCL2 + 1/4#Isk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING
Centralizers - Middle first, top second &thirdfor 3

COMPANYREPRESENTATIVE Jay Burton DATE



SM cF WAH OPERATOR: NEWFIELD PRODUCTION COMPANY OPERATOR ACCT. No. N2695
DIWSIONCF0ltGASANDMIN IG ADDRESS RT.3BOX3G30
ENTITYACTIONFORM -FORM 6 MYTON,UT 84052

ACHNI CURRENE NEW M9NUMBER WELLKAME WELLI.OCATION SPCD EFFEC1WE

EN

$ 4301333775 FEDERAI. 3-29-9-17 NE W 2 9 in DU ESNE 08 ÖÑ

ACTxlN CUM IEW AtWNUMBER ¾BA.MAME WELLLucATICN SPUD EFFEcrWE

4301333774 FEDERAL4-29-9-17 W 9 17E DUC §NE 8/1W2008 o 8

ACTION CURRENT NEW APINLNBER VIELLNMÆ TŒLLLCCATION SPUD EFFECTIVE
CDDE ENNErbin E1

28 4301332798 TRAVISFEDERAL7-33-8-16 SWNE 16E DUCHESNE 8111 8 ÛÊ

ACTION CURREN imW APihiuNBER WELLNAME WERLtocAmars GPuo EFFECTIVE

CocE ENrir?NO ENTITYNR & SC TP ItG COUNTY DATE DATE

ACilOM CUMEW MEW APINUMBER MIELLNMiß
00 SC

WELL TION SPuD EFE

WELL5 COMMENIGt

ACilON CUMENT NEN APINMMþER WS.L NAME WELitoCATICN SFUD EFFECW

CODE HITITT NO.
_

ENT3TYMO. go Br. TP RG COUNTY CATE ERTE

MELL 5 COMMENTS:
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gigha III
-.--- RECEIVED
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o un ein• wa.....n....i.reg ..iur

Mcle on Clerka--.«---- AUS\ 8 2008
NOTE usaCOMMENiaecilanteeliplaktakyenchActancceewusaalsstad.
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FORM 3160-5 UNITED STATES FORMAPPROVED
ugust 2007) DEPARTMENT OF THE INTERIOR fpi°j

3
0 07

BUREAU OF LAND MANAGEMENT
5. Lease SerialNo.SUNDRY NOTICES AND REPORTS ON WELLS

USA UTU-34173Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Nameand/or

TRAVISUNIT1. Type of Well
Oil Well O Gas Well O Other 8. Well Name and No.2. Name of Operator TRAVIS FEDERAL7-33-8-16

NEWFIELD PRODUCTION COMPANY
9 API'.l. IlPl.3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301332798

Myton, UT 84052 435 646 3721 10 Field and Pool or Exnlaratorv Area4. Location ofWell (Footage, Sec., T., R., M, orSurveyDescription) MONUMENTBUTTE1997 FNL 1973 FWL 11. Countyor Parish, State
SWNE Section33 T8S RI6E

DUCHESNE,UT
12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize Q Deepen Q Production (Start/Resume) Q Water Shut-OffNotice of Intent O ^iter casing O Fracture Treat Q Reclamation Q Well Integrity
Subsequent Report Casing Repair Q New Construction Q Recomplete Other

Change Plans O Plug & Abandon Q TemporarilyAbandon Weekly Status ReportFinal Abandonment Convert to Injector O PlugBack O Water Disposal
13. Describe Proposed or CompletedOperation:(Clearly state all pertinent details, including estimated starting date of any proposed work and approximate durationthereof Iftheproposal is to deependirectionallyor recomplete horizontally, give subsurface locationsand measured and true vertical depths of all pertinent markers and zones. Attach theBond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Requiredsubsequent reports shall be filed within 30 days followingcompletionof the involvedoperations. Ifthe operationresults in a multiple completionor recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final

inspection.)

On 8/27/08 MIRUPatterson Rig #52. Set all equipment. Pressure test Kelly,TIW, Choke manifold,& Bop's to 2,000 psi. Test
8.625 csgn to 1,500 psi. Vernal BLMfield, & Roosevelt DOGM office was notifed of test. PU BHA and tag cement @329'. Drill
out cement &shoe. Drilla 7.875 hole with fresh water to a depth of 6585'. Lay down drill string & BHA.Open hole log wl
Dig/SP/GR log's TD to surface. PU & TIH with Guide shoe, shoe jt, float collar, 151 jt's of 5.5 J-55, 15.5# csgn. Set @6566.73' /
KB. Cement with350 sks cement mixed@11.0 ppg & 3.43 yld. The 475 sks cement mixed@ 14.4 ppg & 1.24 yld. Returned 35
bbls of cement to reserve pit. Nipple down Bop's. Drop slips @ 100,000 #'s tension. Release rig @5:00 pm 9/4/08.

I hereby certify that the foregoingis true and Title
correct (Printed/ Typed)

DonTListian Drilling Foreman
Da

9/05/2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Anorovedbv.................... Title 911e
Conditions of approval, ifany, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Officewhich would entitle the a plicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any departrnent or agency of th UnitedStates anv false. fictitiousand fraudulentstatementsor representations as to anv matter within its jurisdiction
(Instructions on page 2)

SEP1O2008
DIV.OFOlL,GAS&



5 1/2" CASINGSET AT 6566.73
Flt cllr @ 6522.08'

LAST CASING 8 5/8" SET AT 333.06' OPERATOR Newfield Production Company
DATUM 12' KB WELL Travis Federal 7-33-8-16
DATUMTO CUT OFF CASING 12' FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE CONTRACTOR& RIG# Patterson Rig # 52
TD DRILLER 6585 Logger 6569'

HOLE SIZE 77/8"

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH
Landing Jt 14
5.75'(short jt @4393')

151 5 1/2" ETC LT &C casing 15.5# J-55 8rd A 6510.08
Float collar 0.6

1 5 1/2" ETC LT&Ccsg 15.5# J-55 8rd A 43.4
GUIDE shoe 8rd A 0.65

CASING INVENTORYBAL. FEET JTS TOTAL LENGTHOF STRING 6568.73
TOTAL LENGTHOF STRING 6568,73 152 LESS CUT OFF PIECE 14
LESS NON CSG. ITEMS 15.25 PLUS DATUM TO T/CUT OFF CSG 12
PLUS FULL JTS. LEFT OUT 278.23 7 CASING SET DEPTH 6566.73

TOTAL 6831.71 159
TOTAL CSG. DEL. (WlO THRDS) 6831.71 159 COMPARE
TIMING 1ST STAGE 2nd STAGE
BEGIN RUN CSG. 1:25 AM 9/4/2008 GOOD CIRC THRU JOB Yes
CSG. INHOLE 6:15 AM 9/4/2008 Bbls CMT CIRC TO SURFACE 35
BEGIN CIRC 6:35 AM 9/4/2008 RECIPROCATED PIPE FOR THRUSTROKE NO
BEGIN PUMP CMT 9:50 AM 9/4/2008 DID BACKPRES. VALVE HOLD ? Yes
BEGIN DSPL. CMT 10:56 AM 9/4/2008 BUMPED PLUG TO 1740 PSI
PLUG DOWN 11:19 AM 9/4/2008
CEMENTUSED B. J.
STAGE # SX

1 350 Premlite IIw/ 10% gel + 3% KCL, 3#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake
mixed @11.0 ppg W / 3.49 cf/sk yield

2 475 50/50 poz Wl2% Gel + 3% KCL,.5%EC1,1/4#sk C.F. 2% gel. 3% SM mixed @14.4 ppg WI 1.24 YLD
CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING
Centralizers - Middle first, top second & third.Then every thirdcollar for a totalof 20.

COMPANY REPRESENTATIVE Don Bastian DATE



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONANDSERIALNUMBER:
- DIVISION OF OIL, GAS AND MINING USA UTU-34173

6. IF INDIAN,ALLOTTEEORTRIBENAMESUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drillnew wells, signiñeautly deepen existing wells below current bottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontallaterals. Use APPLICATIONFOR PERMITTO DRILLformfor such proposals. TRAVISUNIT

I. TYPE OF WELL: 8. WELLNAME and NUMBER:
OIL WELL GAS WELLO OTHER TRAVISFEDERAL 7-33-8-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELDPRODUCTIONCOMPANY 4301332798
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD ANDPOOL, OR WILDCAT:

Route 3 Box 3630 c1TY Myton STATE UT zIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 1997 FNL 197ß FWL COUNTY: DUCHESNE

OTR/OTILSECTION.TOWNSIRP. RANGE.MERIDIAN: SWNE,33, TSS, R16E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximatedate work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLYABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING PLUGANDABANDON VENT OR FLAIR

SUBSEOUENT REPORT CHANGEWELL NA PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELL SITE OTHER: - Weekly StatusReport

10/22/2008 CONVERT WELLTYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBEPROPOSEDOR COMPLETEDOPERATIONS. Clearlyshow all pertinentdetails includingdates, depths, volumes, etc.

The above subject well was completed on 09-30-08, attached is a daily completion status report

NAME (PLEASEPRINT) Jentri P Ë / TITLE Production Clerk

SIGNATURE DATE 10/22/2008

(This space for State only)
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DailÛActivity Report

Format For Sundry

TRAVIS 7-33-8-16
7/1/2008 To 11/30/2008

9/17/2008 Day: 1 Completion

Rigless on 9/16/2008 - Install 5m frac head. NU 6" 5K Cameron BOP. RU H/O truck
& pressure test casing, blind rams, frac head, esg & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @ 6470' & cement
top @ 43'. Perforate stage #1, CPS sds @ 6348-62' w/ 3-1/8" Slick Guns (19 gram,
.49"EH. 120°) w/ 4 spf for total of 56 shots. 155 BWTR. SWIFN.

9/19/2008 Day: 2 Completion

Rigless on 9/18/2008 - Stage #1 CP5 sds. RU BJ Services. O psi on well. Frac CP5
sds w/ 29,930#'s of 20/40 sand in 433 bbis of Lightning 17 fluid. Broke @ 2949 psi.
Treated w/ ave pressure of 2290 psi w/ ave rate of 22.3 BPM. ISIP 2251 psi. Leave
pressure on well. 588 BWTR. Stage #2 CP3|CP4 sds. RU The Perforators, IIc WLT,
crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug
& 2- S' perf guns. Set plug @ 6300'. Perforate CP3 sds @ 6198-6206' & CP4 sds @
6260-68' w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for total of 64
shots. RU BJ Services. 1866 psi on well. Frac CP3/CP4 sds w/ 41,069#'s of 20/40
sand in 437 bbis of Lightning 17 fluid. Broke @ 2408 psi. Treated w/ ave pressure of
2043 psi w/ ave rate of 22.3 BPM. ISIP 2281 psi. Leave pressure on well. 1025
BWTR. Stage #3 CP.5/CP1/CP2 sds. RU The Perforators, IIc WLT, crane & Lubricator.
RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 1- 4', 14', 2- 6'
perf guns. Set plug @ 6140'. Perforate CP.5 sds @ 6020-24' & CP1 sds @ 6060-74' &
CP2 sds @ 6098-6104' & 6116-22' w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/
4 spf for total of 120 shots. RU BJ Services. 2168 psi on well. Frac CP.5/CP1/CP2 sds
w/ 80,655#'s of 20/40 sand in 655 bbis of Lightning 17 fluid. Broke @ 2168 psi.
Treated w/ ave pressure of 1716 psi w/ ave rate of 27.2 BPM. ISIP 2041 psi. Leave
pressure on well. 1680 BWTR. Stage #4 LODC sds. RU The Perforators, IIc WLT,
crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug
& 1- 6', 12' perf guns. Set plug @ 5930'. Perforate LODC sds @ 5888-94' & 5864-76'
w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for total of 72 shots. SWIFN.

9/20/2008 Day: 3 Completion

Rigless on 9/19/2008 - Stage #4 LODC sds. RU BJ Services. 1095 psi on well. Frac
LODC sds w/ 60,618#'s of 20/40 sand in 544 bbis of Lightning 17 fluid. Broke @
4100 psi. Treated w/ ave pressure of 2884 psi w/ ave rate of 22.0 BPM. ISIP 3451
psi. Leave pressure on well. 2224 BWTR. Stage #5 A1 sds. RU The Perforators, IIc
WLT, crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through
frac plug & 16' perf gun. Set plug @ 5660'. Perforate A1 sds @ 5544-60' w/ 3-1/8"
Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for total of 64 shots. RU BJ Services.
1955 psi on well. Frac A1 sds w/ 50,355#'s of 20/40 sand in 466 bbis of Lightning
17 fluid. Broke @ 2416 psi. Treated w/ ave pressure of 2193 psi w/ ave rate of 26.0
BPM. ISIP 2376 psi. Leave pressure on well. 2690 BWTR. Stage #6 B2 sds. RU The
Perforators, IIc WLT, crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite
flow through frac plug & S' perf gun. Set plug @ 5450'. Perforate B2 sds @ 5406-14'
w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for total of 32 shots. RU BJ
Services. 1812 psi on well. Frac B2 sds w/ 35,472#'s of 20/40 sand in 386 bbis of
Lightning 17 fluid. Broke @ 2797 psi. Treated w/ ave pressure of 1917 psi w/ ave
rate of 20.2 BPM. ISIP 2058 psi. Leave pressure on well. 3076 BWTR. Stage #7 C

http://www.inewfield.com/denver/SumActRpt.asp?RC=600159745&APIM30133279800...
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sds. RU The Perforators, IIc WLT, Crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K
composite flow through frac plug & 8' perf gun. Set plug @ 5330'. Perforate C sds @
5286-94' w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for total of 32
shots. RU BJ Services. 1583 psi on well. Frac C sds w/ 34,983#'s of 20/40 sand in
380 bbis of Lightning 17 fluid. Broke @ 4089 psi. Treated w/ ave pressure of 1890
psi w/ ave rate of 25.6 BPM. ISIP 2632 psi. Leave pressure on well. 3456 BWTR.
Stage #8 D2 sds. RU The Perforators, IIc WLT, crane & Lubricator. RIH w/
Weatherford 5-1/2" 6K composite flow through frac plug & 10' perf gun. Set plug @
5200'. Perforate D2 sds @ 5164-74' w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°)
w/ 4 spf for total of 40 shots. RU BJ Services. 1421 psi on well. Frac D2 sds w/
40,293#'s of 20/40 sand in 412 bbis of Lightning 17 fluid. Broke @ 2604 psi. Treated
w/ ave pressure of 1722 psi w/ ave rate of 22.2 BPM. ISIP 2226 psi. Leave pressure
on well. 3868 BWTR. Stage #9 PB10 sds. RU The Perforators, IIc WLT, crane &
Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 6'
perf gun. Set plug @ 4900'. Perforate PB10 sds @ 4814-20' w/ 3-1/8" Slick Guns
(.49"EH, 19 gram, 120°) w/ 4 spf for total of 24 shots. RU BJ Services. 1497 psi on
well. Frac PB10 sds w/ 24,266#'s of 20/40 sand in 348 bbis of Lightning 17 fluid.
Broke @ 2662 psi. Treated w/ ave pressure of 2195 psi w/ ave rate of 24.1 BPM.
ISIP 2317 psi. Leave pressure on well. 4216 BWTR. Stage #10 PB10 sds. RU The
Perforators, IIc WLT, crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite
flow through frac plug & 14', 4' perf guns. Set plug @ 4700'. Perforate GB6 sds @
4602-16' & 4632-36' w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for
total of 72 shots. RU BJ Services. 1715 psi on well. Frac GB6 sds w/ 31,811#'s of
20/40 sand in 366 bbis of Lightning 17 fluid. Broke @ 2688 psi. Treated w/ ave
pressure of 1819 psi w/ ave rate of 22.4 BPM. ISIP 2064 psi. Open well to pit for
immediate flowback @ approx. 3 bpm. Well flowed for 6 hrs & died off. Recovered
700 bbis. SWIFN.

9/23/2008 Day: 4 Completion

Leed #712 on 9/22/2008 - MIRU Bleed off well. ND Cameron BOP & 5m frac head.
NU 3m production head & Schafer BOP. RIH w/ 4 3/4" chomp bit, bit sub & new 2
7/8" tbg. from pipe rack (tallying & drifting). SWIFN.

9/24/2008 Day: 5 Completion

Leed #712 on 9/23/2008 - Bleed off well. Cont. RIH w/ tbg. Tag sand @ 4670'. RU
powerswivel & pump. C/O to CBP @ 4700'. DU CBP in 25 min. Cont. RIH w/ tbg. Tag
sand @ 4860'. C/O to CBP @ 4900'. DU CBP in 17 min. Cont. RIH w/ tbg. Tag sand @
5110'. C/O to CBP @ 5200'. Well started flowing oil-filled flat tk. Tie into flowline &
let bleed to tks overnight. Heated & transferred oil from flat tk. Gained est 150 BW
today. Est 3712 BWTR.

9/25/2008 Day: 6 Completion

Leed #712 on 9/24/2008 - Bleed off well-flowing oil. RU & circ well to production
tks. Well stays flowing moderately. Con't C/O sd & drill out composite bridge plugs
as follows (using conventional circulation): plug @ 5330' in 40 minutes; plug @
5450' in 45 minutes; plug @ 5660' in 45 minutes; sd @ 5743'. C/O sd to plug @
5930'. Circ hole clean. Having to stop & transfer oil from flat tk to production tks.
Hang back swivel & pull EOT to 5912'. Gained est 250 BW during cleanout. SIFN W/
est 3462 BWTR.

9/26/2008 Day: 7 Completion

Leed #712 on 9/25/2008 - Bleed off well-flowing oil. RU & circ well to production

http://www.inewfield.com/denver/SumActRpt.asp?RC=600159745&API=430133279800...
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tks. Well stays flowing moderately. Con't C/O sd & drill out composite bridge plugs
as follow,s (using conventional circulation): plug @ 5930' in 42 minutes; sd @ 6036',
plug @ 6140' in 32 minutes; no sd, plug @ 6300' in 39 minutes. Con't swivelling jts
in h6Ie to tag fill @ 6358'. Drill plug remains & sd to PBTD @ 6508'. Circ hole clean.
Gained est 200 BTF during cleanout. RD swivel & pull EOT to 6443'. Let well flow to
pit for sand cleanup. Rec est 130 BTF in 2 hrs W/ Ig tr oil, light gas & no sand. SIFN
W/ est 3132 BWTR.

ra

9/27/2008 Day: 8 Completion

Leed #712 on 9/26/2008 - Bleed well off to production tks while RU HO trk & circ
well W/ 200 bbis hot 10# brine wtr. Gained est 200 add'I BW. Moniter well--still
flowing small amount f/ both sides. TIH W/ tbg f/ 6443' to tag fill ® 6497' (11' new
fill). C/O fill to PBTD @ 6508' & circ well clean. Small flow seems manageable. LD
excess tbg. TOH W/ 100 jts tbg. Well blew in. Circ well, flowing strong. Strip back in
hole W/ tbg. Stopped & re-circulate well 3 times to get EOT to 6400'. RU adjustable
choke to tbg. Open to treater on 20/64" choke @ 6:00 PM. Est 2932 BWTR.

9/30/2008 Day: 9 Completion

Leed #712 on 9/29/2008 - Well flowed est 825 BW & 200 BO over weekend. Tbg
dead this AM. Bleed annulus off. RU & circ well W/ 200 bbis 10# brine wtr. Rec est
150 add'I BW & 40 BO during circulation. Well static. TOH W/ tbg f/ 6400'--LD bit.
TIH W/ BHA & production tbg as foi,Iows: 2 7/8 NC, 1 jt tbg, SN, 2 jt tbg, new CDI 5
1/2" TA (45K) & 205 jts 2 7/8 Brd 6.5# J-55 tbg. Well still static. ND BOP. Set TA @
6306' W/ SN @ 6369' & EOT @ 6402'. Land tbg W/ 16,000# tension. NU wellhead.
SIFN W/ est 1957 BWTR.

Leed #712 on 9/30/2008 - Bleed sm amt gas off tbg. RU & pump 60 bbis 10# brine
dn tbg (circulated back). PU & TIH W/ pump and "A" grade rod string as follows:
new CDI 2 1/2" X 1 3/4" X 20' RHAC pump, 1 5/8" shear cpig (21K), 4-1 1/2"
weight rods, 250-7/8" scrapered rods (Norris 78 W/ 8 scrapers/rod), 1-8', 1-6' & 1-
2' X 7/8" pony rods and 1 1/2" X 26' polished rod. Seat pump & RU pumping unit.
Fill tbg W/ 2 BW. Pressure test tbg & pump to 200 psi. Stroke pump up W/ unit to
800 psi. Good pump action. RDMOSU. Est 1959 BWTR. Place well on production @
4:00 PM 9/30/2008 W/ 122" SL @ 5 SPM. FINAL REPORT!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600159745&API=430133279800...





37
.

SU
M

M
A

R
Y

O
F

PO
R

O
U

S
ZO

N
ES

: (
Sh

ow
al

l
im

po
rta

nt
zo

ne
s

of
po

ro
si

ty
an

d
co

nt
en

ts
th

er
eo

f;
co

re
d

in
te

rv
al

s,
an

d
al

l
dr

ill
-s

te
m

, t
es

ts
, i

nc
lu

di
ng

de
pt

h
in

te
rv

al
te

st
ed

,c
us

hi
on

us
ed

,
tim

e t
oo

lo
pe

n,
flo

w
in

g
an

d
sh

ut
-in

pr
es

su
re

s,
an

d
38

.
G

EO
LO

G
IC

M
A

R
K

ER
S

re
co

ve
rie

s)
; FO

R
M

A
TI

O
N

TO
P

B
O

TT
O

M
D

ES
C

R
IP

TI
O

N
,

C
O

N
TE

N
TS

,
ET

C
.

TO
>

N
A

M
E

TR
U

E
M

EA
S.

D
EP

TH
V

ER
T.

D
EP

TH
W

el
lN

am
e

G
ar

de
n

G
ul

ch
M

kr
40

36
'

TR
A

V
IS

FE
D

ER
A

L
7-

33
-8

-1
6

G
ar

de
n

G
ul

ch
1

42
58

'
G

ar
de

n
G

ul
ch

2
43

80
'

Po
in

t
3

M
kr

46
56

'
X

M
kr

49
70

*
Y

-M
kr

49
54

'
D

ou
gl

as
C

re
ek

M
kr

50
75

'
B

iC
ar

bo
na

te
M

kr
53

23
'

B
Li

m
es

to
ne

M
kr

54
51

'
C

as
tle

Pe
ak

59
98

'
B

as
al

C
ar

bo
na

te
64

36
'

To
ta

l
D

ep
th

(L
O

G
G

ER
S



Pr
oj

ec
t:

U
SG

S
M

yt
on

SW
(U

T)
TM

A
zi

m
ut

hs
to

Tr
ue

N
or

th
Si

te
:

SE
C

TI
O

N
33

M
ag

ne
tic

N
or

th
:

11
.7

1°
W

el
l:

TR
A

V
IS

7-
33

-8
-1

6
TG

T
W

el
lb

or
e:

W
el

lb
or

e
#1

M
ag

ne
tic

Fi
el

d
D

es
ig

n:
W

el
lb

or
e

#1
St

re
ng

th
:

52
59

2.
0s

nT
D

ip
A

ng
le

:
65

.8
9°

FI
N

A
L

SU
R

V
EY

R
EP

O
R

T
D

at
e:

7/
9/

20
08

M
od

el
: i

G
R

F2
00

61
0

50
0

--
-

0-
-

3

15
00

-

so
oo

e
-

o
o

45
00

-
-

-
--

-2
50

-5
00

-

SO
D

O

li
is

t
rii

lii
lii

ltt
ili

irt
tii

lit
i

lii
iit

i
rit

ill
-1

-n

0
25

0
50

0
75

0
10

00
12

50
W

es
t(-

)/E
as

t(+
)

(2
50

ftl
in

)

Su
rv

ey
:

Su
rv

ey
#1

(T
R

A
V

IS
7-

33
-8

-1
6

TG
Tl

W
el

lb
or

e
#1

)
75

00
--

--
--

-
-

--
C

re
at

ed
B

y:
là

Å
Á

m
D

at
e:

8:
41

,
Se

pt
em

be
r

04
20

08
1

1
a

1
JL

I
i

11
1

LU
I

TH
IS

SU
R

V
EY

IS
C

O
R

R
EC

TT
O

TH
EB

ES
T

O
F

M
Y

-1
o

o
15

00
30

gg
gg

gg
gg

N
O

D
W

LD
ED

G
E

A
N

D
IS

SU
PP

O
R

TE
D

B
Y

A
C

TU
A

L

V
er

tic
al

Se
ct

io
n a

t8
9

23
°

(1
50

0



NEWFIELD

NEWFIELD EXPLORATION
USGS Myton SW (UT)
SECTION 33
TRAVIS 7-33-8-16 TGT

Wellbore #1

Survey: Survey #1

Standard Survey Report
04 September, 2008

HATHAWAYBBURNHAM
gDIRECTIONAL141WDSERVICES



NEWFIELD Hathaway Burnham
WW Survey Report

Company: NEWFIELD EXPLORATION Local Co-ordinate Reference: Well TRAVIS7-33-8-16 TGT
Project: USGS Myton SW (UT) TVD Reference; 7-33-8-16 @5686.5ft (PATTERSON 52 KB)

Site: SECTION 33 MD Reference: 7-33-8-16 @5686.5ft (PATTERSON 52 KB)
Well: TRAVIS 7-33-8-16 TGT Nort Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Wellbore #1 Database: EDM 2003.21 Single User Db

Project USGS Myton SW (UT), DUCHESNE COUNTY, UT, USA

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone Using geodetic scale factor

Site SECTION 33, SEC 33 T8S, R16E

Site Position: Northing: 7,196,856.41 ft Latitude: 40° 4' 8.951 N
From: Lat/Long Easting: 2,024,279.31ft Longitude: 110°7'41.858 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 0.88 °

Well TRAVIS 7-33-8-16 TGT, SHL LAT:40 04' 34.36", LONG: 110 OT 36.65"

Well Position +NI-S 0.0 ft Northing: 7,199,433.27 ft Latitude: 40° 4' 34.360 N
+El-W 0.0 ft Easting: 2,024,644.68 ft Longitude: 110° T 36.650 W

Position Uncertainty 0.0 ft Wellhead Elevation: 5,686.5ft Ground Level: 5,674.5ft

Wellbore Wellbore #1

Magnetics Model Name Sample Date Decilnation DIp Angle Field Strength(*) (*) (nT)
IGRF200510 7/9/2008 11 71 65.89 52,592

Design Wellbore #1

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)
0.0 0.0 0.0 89.23

Survey Program Date 9/4/2008

From To
(ft) (ft) Survey (Wellbore) Tool Name Description

367.0 6,567.0 Survey #1 (Wellbore #1) MWD MWD - Standard

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (*l100ft) (°I100ft) (°I100ft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
367.0 0.60 147.40 367.0 -1.6 1.0 1.0 0.16 0.16 0.00
397.0 0.70 170.20 397.0 -1.9 1.2 1.1 0.92 0.33 76.00
428.0 1.00 130.40 428.0 -2.3 1.4 1.4 2.08 0.97 -128.39

458.0 1.60 115.20 458.0 -2.6 2.0 1.9 2.29 2.00 -50.67

488.0 2.10 95.00 488.0 -2.9 2.9 2.9 2.71 1.67 -67.33

519.0 2.90 90.00 518.9 -2.9 4.2 4.2 2.67 2.58 -16.13

550.0 3.60 85.00 549.9 -2.8 6.0 6.0 2.43 2.26 -16.13

580.0 4.20 85.00 579.8 -2.7 8.0 8.0 2.00 2.00 0.00
611.0 5.00 80.90 610.7 -2.3 10.5 10.5 2.79 2.58 -13.23

642.0 5.50 76.20 641.6 -1.8 13.3 13.2 2.13 1.61 -15.16

673.0 5.50 74.00 672.4 -1.0 16.1 16.1 0.68 0.00 -7.10

703.0 5.50 72.20 702.3 -0.2 18.9 18.9 0.58 0.00 -6.00

9/4/2008 8 39 54AM Page 2 COMPASS 2003.21 Build



NEWFIELD Hathaway Burnham
Survey Report

Company: NEWFIELD EXPLORATION Local Co-ordinate Reference: Well TRAVIS7-33-8-16 TGT
Project: USGS Myton SW (UT) TVD Refárence: 7-33-8-16 @5686.5ft (PATTERSON 52 KB)
Site: SECTION 33 . MD Referõnce: 7-33-8-16 @5686.5ft (PATTERSON 52 KB)
Well: TRAVIS 7-33-8-16 TGT North ReÏerence: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Wellbore #1 Databa EDM 2003.21 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azitnuth Depth +N/-S +El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (*I100ft) (°I100ft) (°I100ft)

734.0 5.60 73.90 733.2 0.7 21.8 21.8 0.62 0.32 5.48
765.0 5.80 72.70 764.0 1.6 24.7 24.7 0.75 0.65 -3.87

795.0 6.50 73.65 793.8 2.5 27.8 27.8 2.36 2.33 3.17
826.0 6.90 73.90 824.6 3.5 31.3 31.3 1.29 1.29 0.81
858.0 7.70 73.20 856.4 4.7 35.2 35.2 2.52 2.50 -2.19

889.0 8.00 79.10 887.1 5.7 39.3 39.3 2.77 0.97 19.03
921.0 8.30 81.20 918.7 6.5 43.7 43.8 1.32 0.94 6.56

953.0 8.50 81.40 950.4 7.2 48.4 48.4 0.63 0.63 0.63
985.0 9.00 82.30 982.0 7.9 53.2 53.3 1.62 1.56 2.81

1,016.0 9.00 84.20 1,012.7 8.4 58.0 58.1 0.96 0.00 6.13
1,048.0 9.10 86.40 1,044.3 8.8 63.0 63.1 1.13 0.31 6.88
1,079.0 9.10 86.30 1,074.9 9.1 67.9 68.0 0.05 0.00 -0.32

1,111.0 9.10 87.60 1,106.5 9.4 73.0 73.1 0.64 0.00 4.06
1,143.0 9.10 91.00 1,138.1 9.5 78.0 78.1 1.68 0.00 10.63
1,175.0 9.30 89.60 1,169.6 9.5 83.1 83.2 0.94 0.63 -4.38

1,207.0 9.20 91.40 1,201.2 9.4 88.3 88.4 0.96 -0.31 5.63
1,238.0 9.10 90.10 1,231.8 9.3 93.2 93.3 0.74 -0.32 -4.19

1,270.0 9.30 92.80 1,263.4 9.2 98.3 98.4 1.49 0.63 8.44
1,302.0 9.30 92.30 1,295.0 9.0 103.5 103.6 0.25 0.00 -1.56

1,334.0 9.30 89.20 1,326.6 8.9 108.6 108.8 1.57 0.00 -9.69

1,365.0 9.20 91.00 1,357.2 8.9 113.6 113.7 0.99 -0.32 5.81
1,397.0 9.30 91.40 1,388.8 8.8 118.8 118.9 0.37 0.31 1.25

1,429.0 9.30 90.10 1,420.3 8.7 123.9 124.0 0.66 0.00 -4.06

1,461.0 9.30 90.70 1,451.9 8.7 129.1 129.2 0.30 0.00 1.88
1,492.0 9.20 89.20 1,482.5 8.7 134.1 134.2 0.84 -0.32 -4.84

1,524.0 9.20 89.00 1,514.1 8.8 139.2 139.3 0.10 0.00 -0.63

1,557.0 9.60 91.30 1,546.7 8.8 144.6 144.7 1.66 1.21 6.97

1,588.0 10.00 88.90 1,577.2 8.8 149.9 150.0 1.84 1.29 -7.74

1,620.0 10.50 90.00 1,608.7 8.8 155.6 155.7 1.68 1.56 3.44
1,652.0 11.20 89.10 1,640.1 8.9 161.6 161.7 2.25 2.19 -2.81

1,684.0 11.80 90,60 1,671.5 8.9 168.0 168.1 2.09 1.88 4.69
1,715.0 12.30 88.70 1,701.8 8.9 174.4 174.5 2.06 1.61 -6.13

1,747.0 12.60 89.40 1,733.1 9.0 181.3 181.4 1.05 0.94 2.19
1,779.0 13.20 87.60 1,764.2 9.2 188.5 188.6 2.26 1.88 -5.63

1,811.0 13.80 87.00 1,795.4 9.6 195.9 196.1 1.93 1.88 -1.88

1,842.0 14.00 87.00 1,825.5 10.0 203.4 203.5 0.65 0.65 0.00
1,874.0 14.30 87.70 1,856.5 10.3 211.2 211.3 1.08 0.94 2.19

1,968.0 14.50 82.40 1,947.5 12.3 234.5 234.6 1.42 0.21 -5.64

2,064.0 14.30 82.70 2,040.5 15.4 258.1 258.3 0.22 -0.21 0.31
2,158.0 13.70 82.50 2,131.7 18.4 280.7 280.9 0.64 -0.64 -0.21

2,254.0 13.90 87.10 2,225.0 20.4 303.5 303.7 1.16 0.21 4.79
2,348.0 12.80 88.90 2,316.4 21.2 325.2 325.4 1.25 -1.17 1.91

2,443.0 13.40 87.60 2,408.9 21.9 346.7 346.9 0.70 0.63 -1.37

2,539.0 14.00 94.00 2,502.2 21.5 369.4 369.6 1.70 0.63 6.67
2,634.0 13.00 93.70 2,594.6 20.0 391.5 391.7 1.06 -1.05 -0.32

2,728.0 13.30 91.60 2,686.1 19.1 412.9 413.1 0.60 0.32 -2.23

2,823.0 14.70 90.00 2,778.3 18.7 435.8 436.1 1.53 1.47 -1.68

2,918.0 14.20 91.00 2,870.3 18.5 459.5 459.8 0.59 -0.53 1.05
3,013.0 13.80 87.10 2,962.5 18.9 482.5 482.7 1.08 -0.42 -4.11

3,108.0 15.20 90.00 3,054.4 19.5 506.3 506.5 1.66 1.47 3.05
3,203.0 14.80 84.50 3,146.2 20.6 530.8 531.0 1.56 -0.42 -5.79

3,298.0 13.10 83.10 3,238.4 23.1 553.6 553.8 1.82 -1.79 -1.47

3,394.0 12.90 81.20 3,332.0 26.1 575.0 575.3 0.49 -0.21 -1.98

3,489.0 14.00 86.60 3,424.3 28.4 596.9 597.3 1.76 1.16 5.68
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NEWFIELD Hathaway Burnham
Survey Report

Company: NEWFlELD EXPLORATION Local Co-ordinate Reference: Well TRAVIS7-33-8-16 TGT

Project: USGS Myton SW (UT) TVD Reference: 7-33-8-16 @5686.5ft (PATTERSON 52 KB)
Site: SECTION 33 MD Reference: 7-33-8-16 @5686.5ft (PATTERSON 52 KB)
Well: TRAVIS 7-33-8-16 TGT North Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Wellbore #1 Databasä: EDM 2003.21 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (°I100ft) (°Ii00ft) (°Ii00ft)

3,584.0 14.40 87.80 3,516.4 29.5 620.2 620.5 0.52 0.42 1.26
3,679.0 13.80 89.00 3,608.6 30.1 643.3 643.7 0.70 -0.63 1.26
3,775.0 13.80 85.50 3,701.8 31.2 666.2 666.6 0.87 0.00 -3.65

3,873.0 14.60 91.40 3,796.8 31.9 690.2 690.6 1.69 0.82 6.02
3,968.0 13.50 87.70 3,889.0 32.0 713.2 713.6 1.49 -1.16 -3.89

4,064.0 12.60 90.60 3,982.5 32.3 734.9 735.3 1.16 -0.94 3.02
4,159.0 13.00 91.50 4,075.1 32.0 756.0 756.3 0.47 0.42 0.95
4,254.0 13.80 92.10 4,167.6 31.3 778.0 778.3 0.85 0.84 0.63

4,349.0 14.00 91.90 4,259.8 30.5 800.8 801.1 0.22 0.21 -0.21

4,443.0 13.20 94.40 4,351.1 29.3 822.8 823.2 1.06 -0.85 2.66
4,538.0 13.10 97.10 4,443.6 27.1 844.3 844.6 0.66 -0.11 2.84
4,634.0 12.80 95.00 4,537.2 24.8 865.7 866.0 0.58 -0.31 -2.19

4,728.0 13.70 94.90 4,628.7 23.0 887.2 887.4 0.96 0.96 -0.11

4,823.0 14.30 95.90 4,720.9 20.8 910.1 910.3 0.68 0.63 1.05
4,919.0 13.50 94.40 4,814.1 18.7 933.0 933.2 0.91 -0.83 -1.56

5,014.0 14.60 90.60 4,906.2 17.8 956.1 956.2 1.51 1.16 -4.00

5,109.0 14.30 92.20 4,998.2 17.2 979.8 979.9 0.53 -0.32 1.68
5,204.0 13.00 91.40 5,090.5 16.5 1,002.2 1,002.3 1.38 -1.37 -0.84

5,297.0 13.10 89.40 5,181.1 16.3 1,023.2 1,023.3 0.50 0.11 -2.15

5,390.0 13.50 87.90 5,271.6 16.8 1,044.6 1,044.7 0.57 0.43 -1.61

5,485.0 14.00 88.30 5,363.9 17.6 1,067.1 1,067.3 0.54 0.53 0.42
5,581.0 13.30 87.80 5,457.2 18.3 1,089.8 1,089.9 0.74 -0.73 -0.52

5,677.0 13.80 87.20 5,550.5 19.3 1,112.2 1,112.4 0.54 0.52 -0.63

5,771.0 13.40 91.20 5,641.9 19.6 1,134.3 1,134.5 1.09 -0.43 4.26
5,866.0 14.20 91.90 5,734.2 19.0 1,157.0 1,157.1 0.86 0.84 0.74
5,962.0 13.90 94.50 5,827.3 17.7 1,180.2 1,180.4 0.73 -0.31 2.71
6,057.0 12.80 94.90 5,919.7 15.9 1,202.1 1,202.2 1.16 -1.16 0.42
6,152.0 12.20 95.30 6,012.5 14.1 1,222.6 1,222.7 0.64 -0.63 0.42

6,247.0 11.00 97.80 6,105.5 12.0 1,241.6 1,241.6 1.37 -1.26 2.63
6,342.0 10.20 100.50 6,198.9 9.2 1,258.8 1,258.8 0.99 -0.84 2.84
6,438.0 9.70 103.60 6,293.5 5.7 1,275.0 1,275.0 0.76 -0.52 3.23
6,507.0 9.00 106.10 6,361.5 2.9 1,285.9 1,285.8 1.17 -1.01 3.62
6,567.0 9.00 106.10 6,420.8 0.3 1,294.9 1,294.8 0.00 0.00 0.00

7-33-8-16 TGT

Checked By: Approved By: Date:
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H HEADER INFORMATIOl\---------------------

H COMPANY : NEWFIELDEXPLORATION

H FIELD : USGS Myton SW (UT)
H SITE : SECTION 33
H WELL : TRAVIS 7-33-8-16 TGT
H WELLPATH: Wellbore #1
H DEPTHUNT: ft
H SURVDATE: 9/3/2008
H DECLINATION CORR.
H = 10.8 3 TO GRIDH----------------------------- ---

H WELL INFORMATION
H WELL EW MAP : 2024645
H WELL NS MAP : 7199433
H DATUM ELEVN : 5686.5
H VSECT ANGLE : 89.23
H VSECT NORTH : 0
H VSECT EAST : 0
H-------------------------

H SURVEY TYPE INFORMATION
H 367 - 6567 SURVEY #1 : MWD
H-----------------------------

H SURVEY UST
MD INC AZI TVD NS EW VS DLS

0 0 000000
50 0.08 147.4 50 -0.03 0.02 0.02 0.16

100 0.16 147.4 100 -0.12 0.08 0.08 0.16

150 0.25 147.4 150 -0.27 0.17 0.17 0.16
200 0.33 147.4 200 -0.48 0.31 0.3 0.16
250 0.41 147.4 250 -0.75 0.48 0.47 0.16
300 0.49 147.4 300 -1.08 0.69 0.68 0.16
350 0.57 147.4 349.99 -1.47 0.94 0.92 0.16
400 0.71 165.19 399.99 -1.97 1.16 1.13 0.48
450 1.43 118 449.98 -2.55 1.78 1.74 2.17
500 2.41 92.67 499.96 -2.9 3.37 3.33 2.54
550 3.6 85 549.89 -2.83 6 5.96 2.51
600 4.71 82.2 599.76 -2.48 9.57 9.54 2.26

650 5.5 75.63 649.55 -1.59 14.02 13.99 1.96

700 5.5 72.38 699.32 -0.26 18.62 18.61 0.62
750 5.7 73.27 749.08 1.14 23.27 23.29 0.44

800 6.56 73.69 798.8 2.67 28.33 28.37 1.73
850 7.5 73.36 848.43 4.37 34.15 34.2 1.87

900 8.1 79.84 897.96 5.97 40.78 40.86 2.13

950 8.48 81.38 947.44 7.1 47.92 48.01 0.88

1000 9 83.22 996.85 8.15 55.5 55.61 1.18
1050 9.1 86.4 1046.23 8.86 63.32 63.43 1.02

1100 9.1 87.15 1095.6 9.34 71.21 71.33 0.24

1150 9.14 90.69 1144.97 9.46 79.12 79.24



1200 9.22 91 1194.32 9.43 87.15 87.27 0.19
1250 9.17 91.13 1243.68 9.32 95.1 95.22 0.1
1300 9.3 92.33 1293.03 9 103.15 103.27 0.46
1350 9.25 90.12 1342.37 8.93 111.22 111.33 0.72
1400 9.3 91.28 1391.72 8.79 119.26 119.36 0.39
1450 9.3 90.49 1441.07 8.71 127.34 127.44 0.25
1500 9.2 89.15 1490.42 8.72 135.37 135.48 0.48
1550 9.51 90.83 1539.76 8.79 143.44 143.54 0.83
1600 1Q.19 89.33 1589.03 8.79 151.98 152.08 1.44
1650 11.16 89.15 1638.17 8.85 161.2 161.31 1.94
1700 12.06 89.6 1687.14 8.87 171.28 171.38 1.81
1750 12.66 89.22 1735.98 9.04 182 182.1 1.21
1800 13.59 87.2 1784.67 9.44 193.34 193.45 2.09
1850 14.07 87.18 1833.21 10.06 205.32 205.43 0.96
1900 14.34 86.22 1881.67 10.66 217.61 217.74 0.71
1950 14.45 83.4 1930.1 11.79 229.99 230.13 1.42
2000 14.43 82.5 1978.52 13.4 242.38 242.54 0.45
2050 14.33 82.66 2026.95 15 254.7 254.88 0.22
2100 14.07 82.63 2075.42 16.57 266.88 267.08 0.52
2150 13.75 82.52 2123.95 18.12 278.8 279.02 0.64
2200 13.78 84.53 2172.52 19.49 290.59 290.83 0.96
2250 13.89 86.91 2221.07 20.39 302.51 302.76 1.16
2300 13.36 87.94 2269.66 20.91 314.3 314.55 1.17
2350 12.81 88.87 2318.36 21.22 325.6 325.86 1.17
2400 13.13 88.17 2367.09 21.51 336.82 337.08 0.7
2450 13.44 88.08 2415.75 21.93 348.3 348.56 0.62
2500 13.74 91.47 2464.35 21.97 360.04 360.31 1.7
2550 13.88 93.97 2512.89 21.34 372.02 372.27 1.23
2600 13.36 93.81 2561.48 20.54 383.77 384.01 1.06
2650 13.05 93.34 2610.18 19.81 395.1 395.33 0.65
2700 13.21 92.22 2658.87 19.26 406.45 406.67 0.6
2750 13.62 91.2 2707.52 18.93 417.98 418.2 0.95
2800 14.36 90.36 2756.04 18.76 430.07 430.28 1.53
2850 14.56 90.28 2804.43 18.73 442.66 442.87 0.4
2900 14.29 90.81 2852.85 18.61 455.12 455.32 0.59
2950 14.06 89.71 2901.33 18.49 467.36 467.56 0.71
3000 13.85 87.65 2949.85 18.77 479.41 479.62 1.08
3050 14.34 88.3 2998.37 19.27 491.5 491.71 1.03
3100 15.08 89.78 3046.73 19.48 504.19 504.41 1.66
3150 15.01 87.6 3095 19.71 517.22 517.44 1.14
3200 14.81 84.68 3143.32 20.58 530.05 530.28 1.56
3250 13.96 83.85 3191.74 21.83 542.43 542.67 1.75
3300 13.1 83.06 3240.36 23.16 554.03 554.29 1.76
3350 12.99 82.08 3289.07 24.62 565.22 565.5 0.49
3400 12.97 81.57 3337.8 26.25 576.3 576.6 0.23
3450 13.53 84.49 3386.47 27.64 587.67 587.99 1.76
3500 14.05 86.74 3435.02 28.51 599.59 599.92



3550 14.26 87.38 3483.5 29.14 611.79 612.13 0.52
3600 14.3 88 3531.95 29.64 624.16 624.51 0.32
3650 13.98 88.62 3580.43 30 636.37 636.72 0.7
3700 13.8 . 88.23 3628.98 30.26 648.34 648.69 0.42
3750 13.8 86.41 3677.53 30.82 660.25 660.6 0.87
3800 13.99 87.07 3726.08 31.63 672.19 672.55 0.5
3850 14.4 90.07 3774.56 31.93 684.44 684.81 1.69
3900 14.28 90.41 3822.97 31.75 696.93 697.29 0.29
3950 13.7 88.45 3871.49 31.87 709.02 709.38 1.49
4000 13.2 88.62 3920.12 32.25 720.63 721 1.02
4050 12.73 90.15 3968.84 32.37 731.85 732.22 1.16
4100 12.75 90.95 4017.62 32.24 742.82 743.18 0.35
4150 12.96 91.42 4066.37 32.01 753.94 754.3 0.47
4200 13.35 91.77 4115.06 31.69 765.3 765.66 0.78
4250 13.77 92.08 4163.67 31.3 777.01 777.36 0.85
4300 13.9 92 4212.22 30.87 788.97 789.31 0.26
4350 13.99 91.93 4260.74 30.46 801.01 801.35 0.19
4400 13.56 93.22 4309.3 29.93 812.91 813.24 1.06
4450 13.19 94.6 4357.95 29.14 824.43 824.75 0.98
4500 13.14 96.02 4406.64 28.09 835.77 836.07 0.66
4550 13.06 96.84 4455.33 26.78 847.03 847.31 0.4
4600 12.9 95.75 4504.06 25.54 858.2 858.46 0.58
4650 12.95 94.98 4552.8 24.52 869.28 869.53 0.36
4700 13.43 94.93 4601.48 23.54 880.65 880.88 0.96
4750 13.84 95.14 4650.07 22.52 892.41 892.63 0.82
4800 14.15 95.67 4698.58 21.38 904.45 904.65 0.68
4850 14.07 95.5 4747.06 20.15 916.65 916.84 0.18
4900 13.66 94.71 4795.6 19.08 928.59 928.76 0.91
4950 13.85 93.1 4844.19 18.25 940.35 940.51 0.86
5000 14.43 91.12 4892.67 17.81 952.56 952.71 1.51
5050 14.49 91.2 4941.07 17.61 965.1 965.25 0.11
5100 14.33 92.05 4989.5 17.26 977.54 977.68 0.53
5150 13.74 91.87 5038 16.82 989.69 989.82 1.18
5200 13.05 91.44 5086.64 16.49 1001.27 1001.4 1.38
5250 13.05 90.41 5135.35 16.3 1012.53 1012.66 0.47
5300 13.11 89.35 5184.06 16.33 1023.84 1023.97 0.5
5350 13.33 88.53 5232.73 16.54 1035.28 1035.41 0.57
5400 13.55 87.94 5281.36 16.91 1046.89 1047.02 0.53
5450 13.82 88.16 5329.94 17.32 1058.71 1058.85 0.54
5500 13.89 88.23 5378.48 17.69 1070.73 1070.87 0.15
5550 13.53 87.97 5427.05 18.08 1082.57 1082.72 0.74
5600 13.4 87.68 5475.69 18.52 1094.14 1094.29 0.29
5650 13.66 87.36 5524.3 19.02 1105.83 1105.99 0.54
5700 13.7 88.16 5572.87 19.55 1117.69 1117.85 0.38
5750 13.48 90.29 5621.47 19.71 1129.44 1129.6 1.09
5800 13.64 91.42 5670.1 19.49 1141.1 1141.26 0.62
5850 14.07 91.79 5718.64 19.16 1153.07 1153.22



5900 14.09 92.81 5767.13 18.69 1165.27 1165.42 0.5
5950 13.94 94.17 5815.64 17.95 1177.36 1177.49 0.73
6000 13.46 94.65 5864.21 17.02 1189.19 1189.31 0.98
6050 12.88 94.87 5912.89 16.07 1200.55 1200.65 1.16
6100 12.53 95.08 5961.67 15.12 1211.49 1211.58 0.71
6150 12.21 95.29 6010.51 14.15 1222.15 1222.23 0.64
6200 11.59 96.5 6059.43 13.1 1232.42 1232.48 1.34
6250 10.97 97.88 6108.47 11.88 1242.12 1242.17 1.35
6300 10.55 99.26 6157.59 10.49 1251.35 1251.38 0.99
6350 10.16 100.75 6206.78 8.93 1260.19 1260.2 0.95
6400 9.89 102.34 6256.01 7.19 1268.72 1268.7 0.76
6450 9.58 104.01 6305.29 5.26 1276.97 1276.93 0.85
6500 9.07 105.83 6354.63 3.18 1284.8 1284.73 1.17
6550 9 106.1 6404.01 1.02 1292.32 1292.22 0.16
6567 9 106.1 6420.8 0.28 1294.87 1294.76



RECEIVED: Aug. 22, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-34173 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 TRAVIS FED 7-33-8-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013327980000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1997 FNL 1976 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 33 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /20 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 08/19/2013. On 08/20/2013 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 08/20/2013 the casing was pressured up to 1480
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 200 psig during the
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 8 /22 /2013

September 18, 2013

Sundry Number: 41654 API Well Number: 43013327980000Sundry Number: 41654 API Well Number: 43013327980000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-34173

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well TRAVIS FED 7-33-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013327980000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1997 FNL 1976 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 33 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/20/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/19/2013. On 08/20/2013 Chris Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the oil, Gas and Mining

above listed well. On 08/20/2013 the casing was pressured up to 1480 Date: September 18, 2013
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 200 psig during the sy: e
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 8/22/2013

RECEIVED: Aug. 22,



RECEIVED: Aug. 22, 2013

Sundry Number: 41654 API Well Number: 43013327980000Sundry Number: 41654 API Well Number: 43013327980000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date i i 2 Time Ÿ o & pm
Test Conducted by: 8, ' '

Others Present:

Well: My Field: Opt/C(

Well Location: Sp y y API No: ; O/9 527¶

Tii_me Casing Pressure

0 min / psig
5 | psig

10 / psig
15 / O psig
20 / O psig
25 | ) psig
30 min psig
35 psig
40 psig
45 psig

50 psig
55 psig

60 min psig

Tubing pressure: psig

Result Pass Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Aug. 22, 2013

Sundry Number: 41654 API Well Number: 43013327980000Sundry Number: 41654 API Well Number: 43013327980000
7



RECEIVED: Aug. 22, 2013

Sundry Number: 41654 API Well Number: 43013327980000Sundry Number: 41654 API Well Number: 43013327980000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

TRAVIS 7-33-8-16
6/1/2013To 10/30/2013

8/19/2013 Day: 1 Conversion

WWS #5 on 8/19/2013 - MIRU, pump 60 bbls H20 down CSG remove head and unseat pump
- MIRU, pump 60 bbls H20 down CSG remove head and unseat pump 14000over string Wt
flush rods W/40 BBLS H20 fill and test TBG to 3000psi ok, LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

MIRU, pump 60 bbls H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

TOOH Breaking every connection W/147 jts 2 7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC
stopped once and flushed W/ 30 BBLS H20 PU & TIH W/ reentry guide Xn nipple 4' sub X-over
arrow set pkr on/off tool psn & 147 jts 2 7//8 TBG pump 10 bbls pad circ sv to psn test tbg to
3000psi leave over weekend SWDFN @ 5:30 - TOOH Breaking every connection W/147 jts 2
7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC stopped once and flushed W/ 30 BBLS H20 PU
& TIH W/ reentry guide Xn nipple 4' sub X-over arrow set pkr on/off tool psn & 147 jts 2 7//8
TBG pump 10 bbls pad circ sv to psn test tbg to 3000psi leave over weekend SWDFN @ 5:30 -

MIRU, pump 60 bbls H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

MIRU, pump 60 bbls H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

TOOH Breaking every connection W/147 jts 2 7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC
stopped once and flushed W/ 30 BBLS H20 PU & TIH W/ reentry guide Xn nipple 4' sub X-over
arrow set pkr on/off tool psn & 147 jts 2 7//8 TBG pump 10 bbls pad circ sv to psn test tbg to
3000psi leave over weekend SWDFN @ 5:30 - TOOH Breaking every connection W/147 jts 2
7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC stopped once and flushed W/ 30 BBLS H20 PU
& TIH W/ reentry guide Xn nipple 4' sub X-over arrow set pkr on/off tool psn & 147 jts 2 7//8
TBG pump 10 bbls pad circ sv to psn test tbg to 3000psi leave over weekend SWDFN @ 5:30 -

TOOH Breaking every connection W/147 jts 2 7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC
stopped once and flushed W/ 30 BBLS H20 PU & TIH W/ reentry guide Xn nipple 4' sub X-over
arrow set pkr on/off tool psn & 147 jts 2 7//8 TBG pump 10 bbls pad circ sv to psn test tbg to
3000psi leave over weekend SWDFN @ 5:30 - TOOH Breaking every connection W/147 jts 2
7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC stopped once and flushed W/ 30 BBLS H20 PU
& TIH W/ reentry guide Xn nipple 4' sub X-over arrow set pkr on/off tool psn & 147 jts 2 7//8
TBG pump 10 bbis pad circ sv to psn test tbg to 3000psi leave over weekend SWDFN © 5:30 -

MIRU, pump 60 bbis H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

MIRU, pump 60 bbls H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

TOOH Breaking every connection W/147 jts 2 7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC
stopped once and flushed W/ 30 BBLS H20 PU & TIH W/ reentry guide Xn nipple 4' sub X-over

http://www.inewfld.com/denver/SumActRpt.asp?RC=159745&API=4301332798&MinDa...



RECEIVED: Aug. 22, 2013

Sundry Number: 41654 API Well Number: 43013327980000Sundry Number: 41654 API Well Number: 43013327980000
Summary Rig Activity Page 2 of 3

arrow set pkr on/off tool psn & 147 jts 2 7//8 TBG pump 10 bbls pad circ sv to psn test tbg to
3000psi leave over weekend SWDFN @ 5:30 - TOOH Breaking every connection W/147 jts 2
7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC stopped once and flushed W/ 30 BBLS H20 PU
& TIH W/ reentry guide Xn nipple 4' sub X-over arrow set pkr on/off tool psn & 147 jts 2 7//8
TBG pump 10 bbls pad circ sv to psn test tbg to 3000psi leave over weekend SWDFN @ 5:30 -

MIRU, pump 60 bbls H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

MIRU, pump 60 bbis H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00.
Finalized
Daily Cost: $0
Cumulative Cost: $17,062

8/20/2013 Day: 3 Conversion

WWS #5 on 8/20/2013 - CK pressure on tbg 1100psi bump back up to 3000psi for 30 minutes
ok, - CK pressure on tbg 1100psi bump back up to 3000psi for 30 minutes ok, RU & RIH W/
sandline RET Sv POOH & Rack out sandline. RD floor & TBG works. Strip off #5000 bops land
TBG W/B-1 adapter flange, pump 60 bbis fresh H20 & packer fluid set 5 1/2 arrow set packer
W/ 15000 tension @ 4537 psn @ 4531 EOT @ 4548 land tbg W/ B-1 adaptor NU wellhead,
test W/ B-1 Adpator NU wellhead, test CSG & pkr to 1400psi for 30 minutes, good test, RDMO
- CK pressure on tbg 1100psi bump back up to 3000psi for 30 minutes ok, RU & RIH W/
sandline RET Sv POOH & Rack out sandline. RD floor & TBG works. Strip off #5000 bops land
TBG W/B-1 adapter flange, pump 60 bbis fresh H20 & packer fluid set 5 1/2 arrow set packer
W/ 15000 tension @ 4537 psn @ 4531 EOT @ 4548 land tbg W/ B-1 adaptor NU wellhead,
test W/ B-1 Adpator NU wellhead, test CSG & pkr to 1400psi for 30 minutes, good test, RDMO
- CK pressure on tbg 1100psi bump back up to 3000psi for 30 minutes ok, RU & RIH W/
sandline RET Sv POOH & Rack out sandline. RD floor & TBG works. Strip off #5000 bops land
TBG W/B-1 adapter flange, pump 60 bbis fresh H20 & packer fluid set 5 1/2 arrow set packer
W/ 15000 tension @ 4537 psn @ 4531 EOT @ 4548 land tbg W/ B-1 adaptor NU wellhead,
test W/ B-1 Adpator NU wellhead, test CSG & pkr to 1400psi for 30 minutes, good test, RDMO
- CK pressure on tbg 1100psi bump back up to 3000psi for 30 minutes ok, RU & RIH W/
sandline RET Sv POOH & Rack out sandline. RD floor & TBG works. Strip off #5000 bops land
TBG W/B-1 adapter flange, pump 60 bbls fresh H20 & packer fluid set 5 1/2 arrow set packer
W/ 15000 tension @ 4537 psn @ 4531 EOT @ 4548 land tbg W/ B-1 adaptor NU wellhead,
test W/ B-1 Adpator NU wellhead, test CSG & pkr to 1400psi for 30 minutes, good test, RDMO
Finalized
Daily Cost: $0
Cumulative Cost: $27,781

8/21/2013 Day: 4 Conversion

Rigless on 8/21/2013 - Conduct initial MIT - On 08/20/2013 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 08/20/2013
the casing was pressured up to 1480 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 200 psig during the test.
There was not a State representative available to witness the test. - On 08/20/2013 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 08/20/2013 the casing was pressured up to 1480 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure

http://www.inewfld.com/denver/SumActRpt.asp?RC=159745&API=4301332798&MinDa...
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was 200 psig during the test. There was not a State representative available to witness the
test. - On 08/20/2013 Chris Jensen with the State of Utah DOGM was contacted concerning
the initial MIT on the above listed well. On 08/20/2013 the casing was pressured up to 1480
psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 200 psig during the test. There was not a State representative
available to witness the test. - On 08/20/2013 Chris Jensen with the State of Utah DOGIM was
contacted concerning the initial MIT on the above listed well. On 08/20/2013 the casing vvas
pressured up to 1480 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 200 psig during the test. There was not a
State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $59,993

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=159745&API=4301332798&MinDa...



RECEIVED: Aug. 22, 2013

Sundry Number: 41654 API Well Number: 43013327980000Sundry Number: 41654 API Well Number: 43013327980000

Spud Date: 8/L1/08 TTSVÏS Federal 7-33-8-16
Put on Production: 9/30/08

GL: 5675' lŒ: 5687'
ínjection

SURFACE CASING Me lbore Dia rim
FRAC 10R

CSG SIZE: 8-5/8" 9/18/08 6348-6362' Frac CPS sands as follows: Frac with
GRADE J-55

Cement Top@ 43'
- - 29930 #'s of 20/40 sand in 433 bbis

Lightumg 17 Iluid Treatat an ave pressure
WEIGHT: 24# of 2290 psi @22 3 BPM [SIP 2251 psi
LENGTH: 7 jts (314 42') Casing Shoe @333' 9/l8/08 6198-6268' Frac CP3/CP4 santis as follows Frac with

41069 #'s of 20/40 sand in 437 bbisHOLE SIZE 12-1/4
LighLning 17 Iluid Trealat an ave pressure

CEMENT DATA 160 sxs Class "G" cmt 2043 psi @22 3 BPlkl ISIP 228 Lpsi
9/L8/08 6020-6122' Frac CP.5/CP1/CP2 sands as follows

Frac with 80655 # s of 20/40 sand in 655
bbis Lightning 17 Iluid Treat at an ave
pressure of 1716 psi @227 2 BPM ISIP
2041 psi

9/19/08 5864-5894' Frac LODC sands as follows: Frac with
606 LS#'s of 20/40 sand in 544 bbis
Lightning 17 fluid Treat at an ave pressurePRODUCTION CASING of2884psi@220BPM ISIP3451psi

CSG SIZE 5-1/2" 9/19/08 5544-5560' Frac Al sands as follows: Frac with 50355
GRADE J-55 #'s 20/40 sand in 466 bbls Lightning 17

fluid Treat at an ave pressure of 2 193 psi
WEIGHT l5 5# @26 0 BPM ISIP 2376 psi
LENGTH: 152 jts (6553 48') 9/19/08 5406-5414' Frac B2 sands as follows: Frac with
HOLE SIZE: 7-7/8" SN @453 L' 35472 #'s 20/40 sand in 386 bbls Lightning

L7 fluid Treat at an ave pressure of 1917
TOTAL DEPTH 6585' On Off Tool @4532' psi @ 20 2 BPM ISIP 2058 psi
CEMENT DATA: 350 sk Prem Lite II mixed & 475 sxs 50/50 POZ Packer@ 4537, 9/19/08 5286-5294' Frac C sands as follows: Frac with 34983

#'s 20/40 sand in 380 bbis Lightning 17CEMENT TOP AT 43'
X/N Nipple @4546• fluid Treatat an ave pressure of l890 psi
EOT@ 4548, @25 6 BPM [SlP 2632 psi

4602-46161 9/19/08 5164-5174' Frac D2 sands as follows: Frac with 40293
4632-4636, #'s 20/40 sand in 412 bbis Lightning 17

fluid Treatat an ave pressure of 1722 psi
TUBING @222BPM ISIP2226psi

SIZE/GRADE/WT 2-7/8" / J-55 / 6 5# 48 14-4820, 9/19/08 4814-4820' Frac PB10 sands as follows: Flac with
24266 #'s 20/40 sarid in 348 bbis LightningNO OF JOINTS 147 jts (4519') 17 fluid Treatat an ave pressure of 2195

SEATING NIPPLE 2-7/8"(\ LO') psi @ 24 1 BPM 1SIP 2317 psi

SN LANDED AT 453 l' KB 9/19/08 4602-4636' Frac GB6 sands as follows: Frac with
- - 5 I64-5 I74' 3 I8 1 I #'s 20/40 sand in 366 bbls LightningON/OFF TOOL AT 4532 1 5286-5294, 17 fluid Treat at an ave pressure of 1819

ARROW #I PACKER CE AT 4537 4' Psi @22 4 BPM ISIP 2064 psi

XO 2-3/8 x 2-7/8 J-55 AT: 4541 5, 05/03/] I Pump Change Rod & tubing updated

TBGPUP 2-3/8 J-55 AT 4542 l' --

5406-5414'
01/30/12 Pump Change Rod & tubing updated

2/8/12 Pump Change. Rod & tubing updatedX/N NIPPLE AT 4546 2'
5544-5560'

08/l9/13 Convert to Injection WellTOTAL STRlNG LENGTEl EOT @4547 72
08/20/13 Conversion MIT Finalized-updatetbg

detail

5864-5876'

5888-5894'

-- 6020-6024'

6060-6074'

6098-6104' PERFORATION RECORD
-. 4602-4616' 4]SPF 56holes

-- 6]I6-6I22' 4632-4636' 4]SPF 16holes
6198-6206. 48 14-1820' 4 JSPF 24 holes

5]64-5174' 4JSPF 40holes
6260-6268' 5286-5294' 4 JSPF 32 holesNEWFIELD 5406-5414' 4JSPF 32holes-¯ 6348-6362' 5544-5560' 4 JSPF 64 holes

5864-5876' 4 JSPF 48 holes
5888-5894 4 JSPF 24 holes

Travis Federal 7-33-8-16 6020-6024 4 JSPF 16 holes
1997'FNL&l976'FWL 66

4
FF

SENW Section 33-T8S-Rl6E PBTD @6508' 6116-6122 4 JSPF 24 holes
Duchesne Co, Utah SHOE @6553' 2 4

API #43-0 13-32798; UTU-34173 |
---- TD @6585, 6348-6362 4 JSPF 56 holes



RECEIVED: Oct. 04, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-34173 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 TRAVIS FED 7-33-8-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013327980000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1997 FNL 1976 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 33 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /27 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 11:00 AM on
09/27/2013.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 10 /4 /2013

October 07, 2013

Sundry Number: 43297 API Well Number: 43013327980000Sundry Number: 43297 API Well Number: 43013327980000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-34173

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well TRAVIS FED 7-33-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013327980000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1997 FNL 1976 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 33 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/27/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 11:00 AM on Accepted by the
09/27/2013. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 07, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 10/4/2013

RECEIVED: Oct. 04,



NEWFIELD

ROCKY MOUNTAINS

November 18, 2010

Mr. Dan Jarvis
State of Utah
Division of Oil,Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Travis Federal #7-33-8-16
Monument Butte Field, Lease #UTU-34173
Section 33-Township 8S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Newfield Production Company herein requests approval to convert the Travis Federal #7-33-8-16
from a producing oilwell to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Eric Sundberg
Regulatory Lead

RECEIVED

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax [303)



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

TRAVIS FEDERAL #7-33-8-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-34173

NOVEMBER 18,
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STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Travis Federal 7-33-8-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-34173

Well Location: QQ SENW section 33 township 8S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . .

.=

. . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is thisapplication for a new well to be drilled? . . . .. . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-32798

Proposed injection interval: from 4381 to 6508
Proposed maximum injection: rate 500 bpd pressure 2002 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Lead Date /( / ff(
Phone No, (303) 893-0102

(State use only)
Application approved by Title
Approval Date



Travis Federal 7-33-8-16
Spud Date: 8/11/08
Put on Production: 9/30/08
GL: 5675' KB: 5687' Pioposed Inje :tion

SURFACE CASING
M ellbore Diagr im FRAC JOB

CSG SIZE: 8-5/8" 9/18/08 6348-6362' Frac CP5 sands as follows:

GRADE: J-55
Cement Top @43'

- - Frac with 29930 #'s of 20/40 sand in 433
bbls Lightning 17 fluid. Treat at an ave

WEIGHT: 24# pressure of 2290 psi @22.3 BPM. ISIP

LENGTH: 7 jts. (314.42') Casing Shoe @333' I
2251 psi.

HOLE SIZE: 12-1/4,, 9/18/08 6198-6268' Frac CP3/CP4 sands as follows:
Frac with 41069 #'s of 20/40 sand in 437

CEMENT DATA: 160 sxs Class "G" emt bbls Lightning 17 fluid. Treat at anave
pressure 2043 psi @22.3 BPM. ISIP
2281 psi.

9/18/08 6020-6122' Frac CP.5/CP1/CP2 sands as follows:
Frac with 80655 #'s of 20/40 sand in 655
bbls Lightning 17 fluid. Treat at an ave
pressure of 1716 psi @227.2 BPM. ISIP

2041 psi.

9/19/08 5864-5894' Frac LODC sands as follows:
PRODUCTION CASING Frac with 60618 #'s of 20/40 sand in 544

CSG SIZE: 5-1/2" bbls Lightning 17 fluid. Treat at an ave

GRADE: J-55
pressure of 2884 psi @22.0 BPM. ISIP

3451 psi.

WEIGHT: 15.5# 9/19/08 5544-5560' Frae A1 sands as follows:

LENGTH: 152jts. (6553.48') Frac with 50355 #'s 20/40 sand in 466

HOLE SIZE: 7-7/8,, bbis Lightning 17 fluid. Treat at an ave
pressure of 2193 psi @26.0 BPM. ISIP

TOTAL DEPTH: 6585' 2376 psi.

CEMENT DATA: 350 sk Prem. Lite II mixed & 475 sxs 50/50 POZ 9/19/08 5406-5414' Frac B2 sands as follows:
Frac with 35472 #'s 20/40 sand in 386

CEMENT TOP AT: 43' bbis Lightning 17 fluid. Treat at an ave
pressure of 1917 psi @20.2 BPM. ISIP

Packer @4552' 2058 psi.
4602-4616'

- 9/19/08 5286-5294' Frae C sands as follows:
4632-4636' Frac with 34983 #'s 20/40 sand in 380

TUBING bbls Lightning 17 fluid. Treat at an ave

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4814-4820, pressure of 1890 psi @25.6 BPM. ISIP
2632 psi.

NO. OF JOINTS: 205 jts (6293.90')

TUBING ANCHOR: 6305.90'
9/19/08 5164-5174' Frac D2 sands as follows:

NO. OF JOINTS: 2 jts (60.54') 5164-5174' Frac with 40293 #'s 20/40 sand in 412

SEATING NIPPLE: 2-7/8" (1.10')
bbls Lightning 17 fluid. Treat at an ave

SN LANDED AT: 6369.21' KB
2pre2S6sur of 1722 psi @22.2 BPM. ISIP

NO. OF JOINTS: 1jts (30.94')
5286-5294'

9/19/08 4814-4820' Frac PB10 sands as follows:

TOTAL STRING LENGTH: EOT @6401 70' w/12' KB Frac with 24266 #'s 20/40 sand in 348
bbls Lightning 17 fluid. Treat at an ave

5406-5414' pressure of 2195 psi @24.1 BPM. ISIP

5544-5560'

2317 psi.

9/19/08 4602-4636' Frac GB6 sands as follows:
Frac with 31811 #'s 20/40 sand in 366

5864-5876' bbls Lightning 17 fluid. Treat at an ave
5888-5894' pressure of 1819 psi @22.4 BPM. ISIP

2064 psi.

6020-6024'

6060-6074'

6098-6104'

6116-6122' PERFORATION RECORD
6198-6206' 4602-4616' 4 JSPF 56 holes

4632-4636' 4 JSPF 16holes
6260-6268' 4814-4820' 4 JSPF 24 holes

5164-5174' 4 JSPF 40 holes
6348-6362' 5286-5294' 4 JSPF 32 holes

5406-5414' 4 JSPF 32 holes
5544-5560' 4 JSPF 64 holes
5864-5876' 4 JSPF 48 holes
5888-5894' 4 JSPF 24 holes
6020-6024' 4 JSPF 16 holes

PBTD @6508 6060-6074' 4 JSPF 56 holes

NEWFIELD 6098-6104' 4 JSPF 24 holes

SHOE @6553' F 0
oelSes

6260-6268' 4 JSPF 322 holes

Travis Federal 7-33-8-16 TD @6585, 6348-6362' 4 JSPF 56 holes

1997' FNL & 1976' FWL
SENW Section 33-T8S-Rl6E

Duchesne Co, Utah
API #43-013-32798, UTU-34173 JL



WORK PROCEDURE FOR INJECTION CONVERSION

l. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Travis Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17th Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Travis Federal #7-33-8-16 from a producing oil well
to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Travis Federal #7-33-8-16
well, the proposed injection zone is from Garden Gulch to Castle Peak (4381' - 6508').
The confining strata directly above and below the injection zones are the Garden Gulch
and the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 4035' and the TD is at 6585'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Travis Federal #7-33-8-16 is on file with the Utah Division of
Oil, Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-34173) in the Monument
Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1

and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 333' KB, and 5-1/2", 15.5#
casing run from surface to 6585' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 2002 psig.

2.8 Evidence and data to support a finding that the proposed ínjection well will not

initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Travis Federal #7-33-8-16, for existing
perforations (4602' - 6362') calculates at 0.77 psig/ft. The maximum injection pressures

will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 2002 psig. We may add additional perforations between 4035' and 6585'.
See Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Travis Federal #7-33-8-16, the proposed injection zone (4381' - 6508') is in the
Garden Gulch to the Basal Carbonate of the Green River Formation. The reservoir is a

very fine-grained sandstone with minor imbedded shale streaks. The estimated porosity

is 13%. The members are composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31' and is confined to the Monument Butte Federal

Field. Outside the Monument Butte Federal Field, the sandstone is composed of tight,
very fine, silty, calcareous sandstone, less than 3' thick. The stratum confining the
injection zone is composed of tight, moderately calcareous, sandy lacustrine shale. All of

the confining strata are impermeable, and will effectively seal off the oil, gas, and water

of the injection zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of

the proposed injection well to assure that no conduit exists that could enable fluids

to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-17.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves

will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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ATTACHMENT3 - Boa a Lo63-

# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 T8S,R16E SLM USA Newfield Production Company USA
Section 33: N2 UTU-34173 Newfield RMI LLC

HBP

2 T8S,R16E SLM USA Newfield Production Company USA
Section 33: S2 UTU-49092 Newfield RMI LLC

HBP

3 T8S,R16E SLM USA Newfield Production Company USA
Section 28: SW, N2SE SL-071572-A Newfield RMI LLC

HBP Loex Properties 1983
Travis Oil Company
War-Gal LLC

4 T8S,R16E SLM USA Newfield Production Company USA
Section 28: S2SE UTU-26026-A Newfield RMI LLC

HBP Loex Properties 1983
Travis Oil Company
War-Gal LLC

5 T8S,R16E SLM USA Newfield Production Company USA
Section 34: SW UTU-47171 Newfield RMI LLC

HBP Chorney OilCo.
Loex Properties 1984

6 T8S,R16E SLM USA Raymond H. Brennan USA
Section 27: S2S2 UTU-62848 Beverly Sommer
Section 34: NW HBP James Fischgrund

Jack H. Edwards Inc.
Thomas Ingle Jackson
King Oil & Gas of Texas, Ltd.

Travis 7-33 Page 1 of



EXHIBIT B - wtA ca t/m

# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 T8S,R16E SLM USA Newfield Production Company USA
Section 33: N2 UTU-34173 Newfield RMI LLC

HBP

2 T8S,R16E SLM USA Newfield Production Company USA
Section 28: SW, N2SE SL-071572A Newfield RMI LLC

HBP Loex Properties 1983
Travis OilCo.
WAR-GAL LLC

3 T8S,R16E SLM State of Utah Newfield Production Company State of Utah
Section 32: ALL ML-21836 Newfield RMI LLC

HBP Ocean Energy, Inc.
HC Buie
James Fischer
Four M Company
Margaret Merritt
Michael D. Lewis
Z Greenburg, Trustee
Donna L. Neifeh
Merritt Oil & Gas
Thomas K. Lowe
Gavilan Petroleum Inc.
Producers Pipeline Corporation

4 T8S,R16E SLM USA Newfield Production Company USA
Section 33: S2 UTU-49092 Newfield RMI LLC

HBP

5 T8S,R16E SLM USA Newfield Production Company USA
Section 28: S2SE UTU-26026A Newfield RMI LLC

HBP Loex Properties 1983
Travis Oil Co.
WAR-GAL LLC

Travis 7-33
Page 1 of



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Travis Federal #7-33-8-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfield Production y
Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this day of / //6fk7 , 2010.

Notary Public in and for the State of Colorado: / ( ( /) /(

MyCommissionExpires (/
My Commission Expires:



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Travis #7-33-8-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfiel roduction Company
Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this day of , 2011.

Notary Public in and for the State of Colorado: (g(/Á
MyCommismiges

M Commission Ex ires: NNY P

RECEIVED
FEB10 20?!

DIV.0FOlL,GASå



ATTACHMENTE
Travis Federal 7-33-8-16

Spud Date: 8/11/08
Put on Production: 9/30/08
GL: 5675' KB: 568T Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 9/18/08 6348-6362' Frac CP5 sands as follows:

GRADE: J-55
Cement Top @43'

-
Frac with 29930 #'s of 20/40 sand in 433

bbis Lightning 17 fluid. Treat at an ave

WEIGHT: 24#
pressure of 2290 psi @22.3 BPM. ISIP

LENGTH: 7 jts. (314.42') Casing Shoe @333, 2251 psi.

HOLE SIZE: 12-1/4"
9/18/08 6198-6268' Frac CP3/CP4 sands as follows:

Frac with 41069 #'s of 20/40 sand in 437

CEMENT DATA: 160 sxs Class "G" cmt
bb1sLightning 17 fluid. Treat at an ave

pressure 2043 psi @22.3 BPM. ISIP
2281 psi.

9/18/08 6020-6122' Frac CP.5/CP1/CP2 sands as follows:
Frac with 80655 #'s of 20/40 sand in 655

bbls Lightning 17 fluid. Treat at an ave
pressure of 1716 psi @227.2 BPM. ISIP
2041 psi.

9/19/08 5864-5894' Frac LODC sands as follows:

PRODUCTION CASING Frac with 60618 #'s of 20/40 sand in 544

CSG SIZE: 5-1/2"
bbls Lightning 17 fluid. Treat at an ave

GRADE: J-55
pressure of 2884 psi @22.0 BPM. ISIP
3451 psi.

WEIGHT: 15.5# 9/19/08 5544-5560' Frac Al sands as follows:

LENGTH: 152 jts. (6553.48')
Frac with 50355 #'s 20/40 sand in 466

HOLE SIZE: 7-7/8,,
bb1sLightning 17 fluid. Treat at an ave
pressure of 2193 psi @26,0 BPM, ISIP

TOTAL DEPTH: 6585'
2376 psi.

CEMENT DATA: 350 sk Prem. Lite II mixed & 475 sxs 50/50 POZ. 9/19/08 5406-5414' Frac B2 sands as follows:

CEMENT TOP AT: 43,
Frac with 35472 #'s 20/40 sand in 386

bbis Lightning 17 fluid. Treat at an ave
pressure of 1917 psi @20.2 BPM. ISIP

2058 psi.
4602-4616'

,
9/19/08 5286-5294' Frac C sands as follows:

4632-4636 Frac with 34983 #'s 20/40 sand in 380

TUBING bbls Lightning 17 fluid. Treat at an ave

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4814-4820'
pressure of 1890 psi @25.6 BPM. ISIP

2632 psi.

NO. OF JOINTS: 205 jts (6293.90')

TUBING ANCHOR: 6305.90' 9/19/08 5164-5174' Frac D2 sands as follows:

NO. OF JOINTS: 2 jts (60.54') 5164-5174' Frac with 40293 #'s 20/40 sand in 412

SEATING NIPPLE: 2-7/8" (1.10')
bbls Lightning 17 fluid. Treat at an ave
pressure of 1722 psi @22.2 BPM. ISIP

SN LANDED AT: 6369.21' KB 2226 psi.

NO. OF JOINTS: 1 jts (30.94')
5286-5294'

9/19/08 4814-4820' Frac PB10 sands as follows:

TOTAL STRING LENGTH: EOT @6401.70' w/12' KB
Frac with 24266 #'s 20/40 sand in 348

bbls Lightning 17 fluid. Treat at an ave
5406-5414' pressure of 2195 psi @24.1 BPM. ISIP

2317 psi.

5544-5560'

SUCKER RODS 9/19/08 4602-4636' Frac GB6 sands as follows:

POLISHED ROD: 1-1/2" x 26' Frac with 31811 #'s 20/40 sand in 366

SUCKER RODS: 1-8',6',2' x 7/8" pony rods, 250-7/8" guided rods, 4-1 ½"
5864-5876' bbls Lightning 17 fluid. Treat at an ave

weight rods, 1 5/8" shear oplg (21k)
- 5888-5894' pressure of 1819 psi @22.4 BPM. ISIP

2064 psi.

PUMP SIZE: 2-1/2" x 1-3/4" x 20' RHAC pump w/ sm plunger

STROKE LENGTH: 122" 6020-6024'

PUMP SPEED, SPM: 5
6060-6074'

6098-6104'
6116-6122' PERFORATION RECORD
6198-6206' 4602-4616' 4 JSPF 56 holes

4632-4636' 4 JSPF 16 holes
6260-6268' 4814-4820' 4JSPF 24holes

Anchor @6306'
5164-5174' 4 JSPF 40 holes

SN @6369' 6348-6362' 5286-5294' 4 JSPF 32 holes
5406-5414' 4 JSPF 32 holes

EOT @6402'
5544-5560' 4 JSPF 64 holes
5864-5876' 4 JSPF 48 holes
5888-5894' 4 JSPF 24 holes

PBTD @6508,
6020-6024' 4 JSPF 16 holes
6060-6074' 4 JSPF 56 holes

NEWFIELD
6098-6104' 4 JSPF 24 holes

SHOE @6553' 61
86

0 4 J
PFF Oh ses

6260-6268' 4 JSPF 322 holes

Travis Federal 7-33-8-16 TD @6585, 6348-6362' 4 JSPF 56 holes

1997' FNL & 1976' FWL
SENW Section 33-T8S-Rl6E

Duchesne Co, Utah
API #43-013-32798, UTU-34173 TL



ATTACHMENTE
Travis Fed 14A-28-8-16

Spud Date:10/5/92 Initial Production: 147 BOPD,

Put on Injection: 10/13/93 Injection W:ll 170MCFPD, 5 BWPD

GL: 5617' KB: 5629' Wellbore Dia:Jam
SURFACE CASING FRAC JOB

CSG SIZE: 8 5/8" 10-5-92 Spud Well

GRADE: J-55 12-1-92 Perf: 5,666'-5,670'

WEIGHT:24# 12-2-92 Sqeeze LODC zone and as follows:

LENGTH: 7 jts. (303.61')
Squeezed with 100 sks"G" cement

DEPTH LANDED: 301.71, .. -
12-4-92 Perf: 5,590'-5,598'

HOLE SIZE: 12 1/4»
12-10-92 Frac LODC zone as follows: Total 8,400 gal,

22,300# 16/30 sd Max TP 2,800 @20 BPM
CEMENT DATA: 516 sxs Class G cmt, est 15bbis to surf Avg TP 2,100 @20 BPM ISIP 2,050, after

5 min. 2,000

12-16-92 Perf: 5,046'-5,054'

12-17-92 Frac D-2 zone as follows: Totals 13,200
gal, 33,000# 16/30sd Max TP 5,000 @20
BPM Avg TP 2,200 @19 BPM ISIP 2,500,
after 5 min. 2,350

PRODUCTION CASING 10-13-93 Converted to Water Injector

CSG SIZE: 5 1/2" 5/28/03 Packer leak. Update tubing detail.

GRADE: J-55 6/04/03 Update entire WBD.

WEIGHT: 15.5# 4/16/08 5 Year MIT completed and submitted.

LENGTH: 150jts.(6171.57')

DEPTH LANDED: 6168.27' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 148 sks Hilift mixed & 353 sks 50/50 Poz/G mixed

236 sks Hilift mixed & 133 sks 50/50 Poz/G mixed

CEMENT TOP AT: Surface

TUBING SN@4951'
Packer @4955'

SIZEIGRADE/WT: 2 7/8" / J-55 / 6.5# ..

EOT @4959'
NO. OF JOINTS: 160jts (4939.02')

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 4951.02' KB

PACKER: 4955.32,
5046'-5054'

TOTAL STRINGLENGTH: EOT@4959.32' PERFORATION RECORD

12/01/92 5666'-5670' 4 JSPF 16 holes
12/04/92 5590'-5598' 4 JSPF 32 holes
12/16/92 5046'-5054' 4 JSPF 32 holes

RBP @5300'

5590'-5598'

5666'-5670' (Squeezed)

NEWFIELD
PBTD @6055'

Travis Federal #14A-28-8-16
2273' FWL & 107' FSL

SE/SW Section 28-T8S-Rl6E SHOE @6168'

Duchesne Co, Utah TD @6190'

API # 43-013-31372; Lease # SL-071572A



ATTACHMENTEG

Travis Federal #15-28
Injection Well

Wellbore Diragram

Well History:
8-19-83 Spud Well GL: 5,608'

9-15-83 Perf: 5,583', 5,590', 5,593'-5,601'
5,604'-5,609', 5,676'-5,682, Surface Hole Size: 12 1/4"

5,695'-5,731'

9-20-83 Frac LODC zone as follows: Hole Size: 7 7/8"
Totals, 84,640 gals, 303,120# 20/40sd
Max TP 3,500 @60 BPM
Avg TP 2,800 @60 BPM Rods: NA
ISIP 1900, after 5 min 1,810 8-5/8" Surface esg @306'

12-20-91 Convert To a Water Injector Cement Top @2,410'
02/21/08 5 year MIT

5-1/2" 17# J-55 @6,065'

2-7/8" 6.5# J-55 tbg @5,505'

- Packer @5,502'

Perf's: 5,583', 5,586'-5,610'(LODC)

Perf's: 5,676'-82', 5,695'-5,732'(LODC)

PBTD @6,022'
NEWFIELD TD @6,070'

Travis Federal #15-28
2058 FEL 595 FSL
SWSE Section 28-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30779; Lease #U-26026A

JP



ATTACHMENTE-3

Travis Federal 16-28-8-16
Spud Date: 7/31/96 Initial Production: 83 BOPD,
Put on Production: 10/3/96 Wellbore Diagram 212 MCFPD, 4 BWPD
GL: 5592' KB: 5605'

SURFACE CASING FRAC JOB
i

CSG SIZE: 8-5/8" 9/25/96 5668'-5786' Frac LODC sand as follows:

GRADE: J-55
110,300# of20/40 sand in 586 bbis of
Boragel. Breakdown @2600 psi. Treated @

WEIGHT:24# avg rate of41.5 bpm w/avg press of2900

LENGTH: 295.23'(7 jts.)
psi. ISIP-3312 psi, 5-min 3227 psi.
Flowback on 12/64" ek for 5 hours and

DEPTH LANDED: 293.63' GL died.

HOLE SIZE:12-l/4" 9/27/96 5504'-5507' Frac A-3 sand as follows:

CEMENT DATA: 120 sxs Premium cmt, est 7 bb1sto surf
61,300#of 20/40 sand in 403 bbls of
Boragel. Breakdown @2957 psi. Treated @
avg rate of 18.5 bpm w/avg press of2800
psi. ISIP-2862 psi, 5-min 2611 psi.
Flowback on 12/64" ck for 3 hours and
died.

9/30/96 5326'-5332' Frac B-2 sand as follows:
62,300# of20/40 sand in 407 bb1sof

PRODUCTION CASING BorageL Breakdown @3220 psi. Treated @

CSG SIZE: 5-1/2,,
avg rate of 18.8 bpm wlavg press of2450
psi. ISIP-2866 psi. 5-min 2785 psi.

GRADE: 1-55 Flowback on 12/64" ck for 2-1/2 hours and

WEIGHT: 15.5#
died.

LENGTH: 146 jts. (6204.94')
12/18/01 Pump change. Update rod and tubing details.

DEPTH LANDED: 6200.94,
7/21/10 5200-5205' Frac C sand as follows:

9714# of 20/40 sand in 82 bbls of

HOLE SIZE: 7-7/8" Lightning 17 fluid.

CEMENT DATA: 370 sk Hybond mixed & 380 sxs thixotropic 7/21/10 4493-4565' Frac GB4 & GB6 sand as follows:

CEMENT TOP AT: Surface per CBL
295h75 of20/40 sand in 243 bbis of

7/24/10 Re-Completion - tbg, rod, perf and frac detail
updated.

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 183 jts (5694.9')

TUBING ANCHOR: 5707.9'

NO. OF JOINTS: 4 jt (124,5')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5835.2' : | i 2 5326'-5332'

NO. OF JOINTS: 2 jts (62.3') : | 5504'-5507'

TOTAL STRING LENGTH: EOT @5899'

5668'-5670'

SUCKER RODS
5673'-5675'

POLISHED ROD: 1-1/2" x 26'

5682'-5684'

SUCKER RODS: 100 - 3/4" guided rods, 107 - 3/4" sucker rods, 20 - 3/4" 5688'-5700'

guided rods,6 - I ½' weight bars
PERFORATION RECORD

PUMP SIZE: 2-1/2" x 1-1/2" x 21' x 24' RHAC
Anchor @5707' 9/24/96 5668'-5670' 4 JSPF 8 holes

STROKE LENGTH: 46"
9/24/96 5673'-5675' 4 JSPF 8 holes

PUMP SPEED, SPM: 7 SPM
5729'-5731' 9/24/96 5682'-5684' 4 JSPF 8 holes

9/24/96 5688'-5700' 2 JSPF 10holes
5742',5744' 9/24/96 5729'-5731' 4 JSPF 8 holes

5768'-5776, 9/24/96 5742'-5744' 4 JSPF 8 holes

9/24/96 5768'-5776' 2 JSPF 16 holes

5784'-5786, 9/24/96 5784'-5786' 4 JSPF 8 holes

9/26/96 5504'-5507' 4 JSPF 12 holes

9/28/96 5326'-5332' 4 JSPF 24 holes

7/21/10 5200-5205' 3 JSPF 15 holes

7/21/10 4563-4565' 3 JSPF 6 holes

7/21/10 4493-4496' 3 JSPF 9 holes

NEWFIELD
ENOT 535'

\ "D
@D6M60110'

Travis Federal Unit 16-28-8-16

363 FSL & 436 FEL
SESE Section 28-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31590; Lease #U-26026A

LCN



in ,TS/22/% TTSVIS Federal 1-33-8-16
Put on Injection:7/08/97 InitialProduction:25 BOPD,

GL: 5635' KB: 5648' Inj¢CtÍ0nDiagrant 47 MCFPD,3 BWPD

SURFACE CASING FRAC JOB

CSG SIZE:8•5/8" 8/14/96 5348'-5363' Frat B-2 sand as follows:

GRADE:J-55
56,600#of20/40 sand in 364 bb1sof
Boragel.Breakdown@2920 psi, Treated@

WEIGHT:24# avg rateof 18bpm wlavgpressof2200 psi

LENGTH:292.29'(7 jts)
ISIP- 2456, S-min2426 psi Flowbackon
12/64"ekfor 3 hrs and died,

DEPTHLANDED:290 69' GL 8/16/96 5210'-5120' Frae C sandas follows:
HOLE SI7.E:12-l/4" 63.800# of 20/40sandin 369bbisof

CEMENTDATA: 120 sxs Premiumcmt, est 4 bbis to sug
Boragel Breakdown@2025 psi.Treated@
avg rate of21 bpm wlavgpress of 3000 psi.
Wellscreenedoff w)984gal left in flush.
Est sand displ:57,400#in formation,4400#
in ess ISIP 4185 psi, S•min4033 psi
Flowbackon 12/64" sk for 15 minand died.

8/19196 5018'-SO36' FracD-1sandasfollows:
63,900#of 20/40sand in 383 bbtsof

PRODUCTION CASING soragel,Breakdown@2411pgi.Treated@

CSG SIZE: 5-1/2"
avg rate of 25.5bpm wlavgpressof 2600
psi. ISIP-3182psi..5-min3088psi.

GRADE:J-SS Flowbackon 12/64"ckfor 2-l/2 hrs and

WEIGHT: 15.5#
died.

LENGTIL 144jts.(615776')
7/02/97 Convert to injector.

DEPTH LANDED:6149.77, 5/29/02 5 year MIT.

HOLE SI2E: 7-718"
*1-7.05 5926'-5984' CP3 & CP.5 sands as follows:

24, 050#'s of20/40 sandin 297bbis of

CEMENT DATA.335 sk Hyfill mixed& 380 sxathixotropic Lightningfluid.Broke @2439 psi Treated

CEMENTTOP AT: Surfaceper CBL
o M

@1BPM. Flowedfor 2 bra anddied

7-7.05 575T-5791' LODC sand as follows:
19,072#'s of20/40 sand in 191 bbis of
lightning 11 iluid.Bmke @3545psi.

INJECTION TUBING Treatedw/averagepressureof3420 psi @

Sl2EIGRADE/WT.:2 7/8"/ M-50/ 6.51;
ave rate of 14.2 BPM. ISIP 2200
psi Flowed for 1 hr & 15 minutes

NO.OF IOINTS:tSSjts, 7-7-05 $466'•S474' Al sands as follows:
SEATINGNIPPIÆ:2 7/8-1.0' Packer @4972' 15,546#'s of20/40sand in 168bbis of

5N LANDEDAT: 4968' KB
= EOT @ 4976' Lightning 17fluid.Broke @ 4209 psi.

Treatedwf ave pressureof 3490

PACKER;4972' Kli psi @ave rateof 14.3BPM ISIP 3700psi

TOTALSTRINGLENGTH 4976' 5018'.5025' 7-15.05 Re·Completion Finalised -hilT
completed

5037-5036'
6-21-10 Syr MIT

5210'-5220'

$348'-5353'

PERFORATION RECORD
$466'.5474' 8/13/96 5348'-5357 4 JSPF 24 holes

8/13/96 535T.5363' 4 JSPF 28 holes

5787-5791• 8/15/96 5210'-5220' 4 ]SPF 40 holes

$75T-5762"
8/11/96 50IS'-5025' 4]SPF 28holes
8/17/96 5037-5036' 4 JSPF 12 holes
74-05 5962'-$96T 4 JSPF 20 holes

5926'-5931, 74-05 5979 .5954' 4 JSPF 20 holes
74-05 5926'-5931' 4 JSPF 20 holes

5962'-5967 74-05 57ST-5762' 4 JSPF 20 holes
7-6-05 5787,5791' 4 JSPF 32 holes

5979'-5984' 7-6-05 5466'-5474' 4 JSPF 32 boles

owemo
SN @4968"

Travis Federal 1-33-8-16 SandPBTD@6100"
660' FEL & 660' FNL PBTD@6100'

NENE Section33-T8S-Rl6E To @6350'

DuchesneCo, Utah
API #43-013-31603;LeaseU-34173



ATTACHMENTE-5

Spud Date: 5/31/83 TTRVIS #2-33-8 -16

Put on Production: 7/17/83 Initial Production: I I BOPD, NM MCFD, 2 BWPD

GL: 5627 KB: 5641' Wellbore Diagram 1994 Recompletion IP: 37 BOPD, 17 MCFD, l BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 6/24/83 5923'-5966' Frac zone as follows:

GRADE: J-55 97,520# sand in 659 bbls S% KCl.

WEIGHT: 24#
Treated @avg press of2200 psi w/avg

DEPTH LANDED: 291,
rateof31 BPM. ISIP 1890psi. Calc.
flush: 5923 gal. Actual flush: 6100 gal.

HOLE SIZE: 12-1/4" 7/01/83 5707'-5773' Fraczoneasfollows:

CEMENT DATA: 210 sxs Class "G" cmt, est 4 bbls cmt to surf 172,000# sand in 1214bbls 3% KCl.
Treated @avg press of3200 psi w/avg
rate of45 BPM. Calc. flush: 5707 gal.
Actual flush: 18300 gal. Screened out w/

..

2500' sand in casing.

3/13/94 4468'-4525' Frac zone as follows:

45,500# sand in 447 bb1s5% KCl.
Treated @avg press of4200 psi w/avg

PRODUCTION CASING
rateof21 BPM. ISIP 2120 psi. Calc.

CSG SIZE: 5-1/2,,
flush: 4468 gal. Actual flush: 1134 gal.

GRADE: 1-55
4/09/02 Tubing leak. Update rod and tubing details.

WEIGHT: 15.5#
8/5/03 Tubing leak. Update rod and tubing details.

LENGTH: 152 jts. (6141')

1/26/04 Tubing Leak. Update rod details.

DEPTH LANDED: 6148' KB

6-16-05 Tubing Leak: Update rod and tubing detait

HOLE SIZE: 7-7/8"
4468'-4474, 6/23/09 Tubing Leak. Updated rod & tubing detail.

CEMENT DATA: 225 sxs Hifill & 300 sxs Thixotropic

CEMENT TOP AT: 1530' per CBL
4517'-4525'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 178 jts (5779.68')
5597'-S601'

TUBING ANCHOR: 5795' KB

NO. OF JOINTS: 1 jt. (') 5636'-5647'

SEATING NIPPLE: 2-7/8" (1.10')
565 l'-5655'

SN LANDED AT: 5830' KB

NO. OF JOINTS: I jt (')
TOTAL STRING LENGTH: EOT @5863.97' KB

5707'-5711'

5729'-5733'

SUCKER RODS
574T-5751, PERFORATION RECORD

6/23/83 5963'-5966' I SPF 04 holes

POLISHED ROD: 1-1 1/2"
5753'-5773' 6/23/83 5923'-5936' 1 SPF 09 holes

SUCKER RODS: 2', 8', 8', x ¾" pony rods, 225- ¾" guided rods, 6- 1 ½"
6/29/83 5753'-5773' 1 SPF 10 holes

weighted rods. Anchor @5795, 6/29/83 5747'-5751' I SPF 02 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14' RHAC
6/29/83 5729'-5733' I SPF 02 holes

STROKE LENGTH: 58"

SN @5830' 6/29/83 5707'-571l' l SPF 02 holes

3/03/84 5597'-5601' l SPF 02 holes

PUMP SPEED, SPM: 3 SPM 3/03/84 5636'-5647' i SPF 07 holes

EOT @5864' 3/03/84 565 l'-5655' l SPF 02 holes

3/06/94 4468'-4474' I SPF 06 holes

3/06/94 4517'-4525' l SPF 08 holes
5923'-5936' 3/10/94 4468'-4474' l SPF 06 holes Reperf

5963'-5966, 3/10/94 4517'-4525' I SPF 08 holes Reperf

NEWFIELD Top of Fill @6028'

PBTD @6090'

Travis #2-33-8-16 /
751' FNL & 2169' FEL

SHOE @6141'

NWNE Section 33-T8S-Rl6E TD @6150'

Duchesne Co, Utah
API #43-013-30749; Lease #U-34173

DF



ATTACHMENTE
Travis Federal #3-33

Injection Well

Wellbore Diragram

Well History:
11-9-82 Spud Well GL: 5,634'

12-1-82 Perf: 5,917', 5,922'-5,930',
5,955'-5,959', 5,962'-5,967, Surface Hole Size: 12 1/4"

12-2-82 Frac CP-2 zone as follows:
Totals 29,200 gal, 68,700# 20/40sd Hole Size: 7 7/8"
Max TP 3,000 @30 BPM
Avg TP 2,400 @30 BPM
ISIP 1,900, after 5 min. 1,800 Rods: NA

12-8-82 Perf: 5.650'-5,690' 8-5/8" Surface esg @280'

12-9-82 Frac LODC as follows: Cement Top @2,750'
Totals 39,000 gal,
Max TP 4,200 5-12" 17#J-55 @6,093'
Avg TP 2,850
ISIP 1,600, after 15 min. 1,450

12-10-82 Perf: 5,562'-5,569', 5,574'-5,584'
5,588'-5,592', 5,596

12-10-92 Frac LODC zone as follows:
Total 92,930 gal, 289,440# 20/40 sd
Max TP 3,900 2-7/8" 6.5# J-55 tbg @5,505'
Avg TP 3,300
ISIP 2,510, after 5 min. 2,270

10-8-93 Converted To Water Injector

02/26/08 5 year MIT

-·--· Packer @5,502'
SN @5,501'

-- - Perf's: 5.562'-69', 5,574'-84'
5,588'-92', 5,596'(LODC)

Perf's: 5,650'-90'(LODC)

RBP @5,800'

Perf's: 5,917', 5,922'-30',
5955'-59'(CP-1)

Perf's: 5,962'-67'(CP-2)

PBTD @6,050'

NEWFIELD TD @6,100'

Travis Federal #3-33
1967 FWL 642 FNL
NENW Section 33-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30693; Lease #U-34173 JP



ATTACHMENTE-7

Travis Federal 5-33-8-16

Injection Wellbore

Well History:
Diagram

10-25-94 Spud Well GL: 5,695'
l1-28-94 Perf: 5,922'-5,932

Frac CP-1 zone as follows:
Breakdown w/ 92 bbls Surface Hole Size: 12 1/4"

2% KCl w/ 60 1 3 ball sealers

l1-29-94 Perf: 5,450'-5,462' Hole Size: 7 7/8"

l 1-30-94 Frac A-1 zone as follows: /
Totals 418 BF, 35,000# 20/40 sd i
Max TP 2,450 @37 BPM Rods: 216-3/4"

Avg TP 2,050 @29 BPM 8-5/8" Surface esg @291'
ISIP 2,050, after 5 min 1,860

12-1-94 Perf: 5,049'-5,078'
¯ ··¯ Cement Top @854'

12-2-94 Frac D-2 zone as follows:
5-1/2" 15.5#N-80 @6,207

Totals, 892 bbls, 49,000# 20/40sd
41,000# 16/30sd
Max TP 2,300
Avg TP 1,850
ISIP 1,740, after 5 min. 1,270

1-25-00 Convert to injection well

2-7-00 Put on Injection

12-29-04 5 yr MIT

12-16-09 5 yr MIT

2-7/8" 6.5# J-55 151jts tbg @4952.4'

SN 2-3/8" (1.10') landed @4967'

Packer @4968'
EOT @4975'

Perf's: 5,049'-78'(D-2)

Perf's: 5,450'-5,462'(A-1)

Perf's: 5,922'-32'(CP-1)

NEWFIELD
PBTD @6,157'

TD @6,203'

Travis Federal 5-33-8-16

1980 FNL 660 FWL
SWNW Section 33-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31435; Lease



Federal #6-33
Spud Date: 8/3/83
Put on Production:9/7/83 WellboreDiagrarn INITAIL PRODUCTION:22 bopd, 3 bwpd

OL: 5478' KB: 5688'

SURFACE CASING FRAC JOS

CSG SI2E 8 5/8" 8/25/83 593740' Frac as follows:

GRADE;1.55
116,000#20/40sandin 631 bbls fluid.

WEIGHT:24# CasingShoc@280, Perfs broke down@2600 psi.

5057-66' Frac as follows:

LENOTH 7jts, (281') 62.640#20/40 sandin 460 bbis fluid.

DEPTHLANDED:280' 6/20/01 6010'-46' Break CP-3 sands - no frae

HOLE SIZE:12 1/4" 6/20/01 5652'-66 Frac LODC sands as follows:

CEMENTDATA 210 sxsClass 0" cmt
19.595#20/40sandin 233bols Viking1-25

fluid Treated@avg press of5640 psi wlavg

rate of 14.7BPK Screened out

6/21/01 5450-58' Frac A-1 sands as follows:
40,600#20/40 sand in256 bb1sVikingI- 25
tluid,Treated@avgpress of 3900 psi wlavg
rate of 14.6BPM Screened out

PRODUCTION CASING
6/22/01 5184'-94 Frac Csands as follows:

37,413#20/40 sandin236 bols Viking I- 25

CSG SIZE: 5 1/2" TOC@1965'
fluid.Treated@avg press of3500psi w/avg

GRADE:J-55
-

· rateof 15.2 BPM, ISIP 3040 psi.

WEIGHT 17 0#
6/25/01 4505'-55 Frac GB sands as follows:

112,834#20/40 sand in 236 bbis VikingI-25
fluid.Treated@avgpress of2140psi w/avg

DEPTH LANDED:6168,
rate of30.9 BPM,ISIP 2330psi,

HOLE SI2E 7 7/8-
9/29/01 PitmpchangeUpdate lod andtubingdetails.

CEMENTDATA 453 sk RFC& ISS sxs lodense
10/16/01 Tubingleak.Updaterod and tubingdetails

CEMENTTOP AT: 1965'
10/29/01 Pump change Update ind, tubing and fil!

details

11/21/01 Parted rods Updaterod and filtdetails.

8/24/02 Pump change Updaterod andfill details

12/03/03 Pump change Updaterod detail.

TUBING 3/19/04 Pump changeand bail sand Update rod and

SIZE/ORADENT: 2 7/8"/1-55 / 6.5# tubingdetaiL

NO OF JOINTS: 180jts (5682 f) 08/2412004 Pumpchange.Updated rod detail.

TUBING ANCHOR;S766,4P 6/30/2010 Patted Rods Updatered and tubing details

NO OF JOIbirs: 2 jts (63.7)

SEATINGNIPPLE:3 7/8" (l .10')

SN LANDED AT 5462.9' KB

NO. OF JOINTS:3 jt (91.4')

TOTALSTRINOLENGTH: EOT@5856 4505'-4519'

4544'-4555'

SUCKER RODS 5057-5066'

POLISHEDROD 1 1/2"x27 SM

SUCKERRODS 6- 1 1/2" weightbars, 225- 3/4" guidededrods,. 2-4', 1-8"x
3/4" ponyrods.

PUMPSIZE. 2 1/2"x 1 \/2" x 17 x 16' RTBC Magyver pump
$450'-5458'

STROKELENGTH:74"

PUMPSPEED, SPM: 5 SPM i 5652'-5666'
LOOS:DIGUSP/GRICAL Anchor @5766'

SN@S83P PERFORATIONRECORD
EOT@5856'

8/25/83 5932'-5960 1JSPF 28 holes
593T-5960 505T-5066 4 JSPF 44 holes

6010 4018 6/19/01 6040'-6066 4 JSPF 24 holes
6/19/01 6010'-6018 4 JSPF 32 holes

- 6040'-6046 6/19/01 5652'-5666 4 JSPF 56 holes
6/19/01 5450'-5458 4 JSPF 32 holes

TopofFill 6100 6/19/01 5184'.5194 41SPF 40holes
6/19/01 4$44'-4555 4 JSPF 44 holes

NEWFIELD 'ss s.
stietoi 4sos.4929 4;syv ssocies

TD @6200'

Federal #6-33
1982' FNL& 1978' FWL

SE/NW Section 33-T8S-Rl6E
DuchesneCo, Utah CB 7/21/2010

API#43-013-30747;Lease



ATTACHMENTM
Travis Fed. #8-33-8-16

Spud Date: 1/9/1996 Initial Production: 137 BOPD,
Put on Production: 2/4/1996 Wellbore Diagram 165 MCFD, 7 BWPD
GL: 5594' KB: 5607'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 1/26/96 5884'-5896' Frac CP sand as follows:

GRADE: J-55
69,900#20/40 sand in 558 bb1sfluid. Treated

/ @avg press of 1600 psi w/avg rate of26
WEIGHT: 24# Casing Shoe @302' BPM. ISIP 2009 psi. Cale flush: 5884 gal,

DEPTH LANDED: 302,
" " Actual flush: 5806 gal.

HOLE SIZE:12-l/42, 1/29/96 5569'-5653' Frac LODC sand as follows:

TOC @540'
_ _

144,900#20/40 sand in 970 bbts fluid.
CEMENT DATA: 170 sxs Type V + 100 sxs Neat Treated @avg press of2800 psi wlavg rate of

37 BPM. ISIP 2921 psi. Calc flush: 5569 gal,
Actual flush: 5493 gal.

1/31/96 5383'-5425' Frac A sand as follows:
77,200#20/40 sand in 585 bbis fluid. Treated

@avg press of2290 psi wlavg rate of 32
BPM. ISIP 2412 psi. Cale flush: 5383 gal,
Actual flush: 5284 gal.

2/01/96 5238'-5270' Frac B sand as follows:
PRODUCTION CASING 64,200#20/40 sand in 494 bbls fluid. Treated

CSG SIZE: 5-1/2" @avg press of2130 psi w/avg rate of20.7

GRADE: J-55
BPM. ISIP 2130 psi. Cale flush: 5238 gal,
Actual flush; 5174 gal.

WEIGHT: 15.5# 6/07/02 5836'-5848' Frac CP 0.5 sand as follows:

DEPTH LANDED: 6179' 18,500#20/40 sand in 163bb1sfluid. Treated

HOLE SIZE: 7-7/8,, @avg press of 3625 psi wlavg rate of 15.9
BPM. ISIP 2180 psi. Cale flush: 1473 gal,

CEMENT DATA: 260 sxs Hifill & 320 sxs Thixotropic Actual flush: 1386 gal

CEMENT TOP AT: 540' 6/07/02 5681'-5716' Frac LODC sand as follows:
60,000#20/40 sand in 390 bb1sfluid. Treated
@avg press of3700 psi w/avg rate of I l.2
BPM. ISIP 3670 psi. Cale flush: 1384 gal,
Actual flush: 1302 gal.

TUBING 6/07/02 5532'-5653' Frac LODC sand as follows:
134,420#20/40 sand in 820 bbis fluid.

SIZE/GRADE/WT.: 2-7/8" /1-55 Treated @avg press of5250 psi wlavg rate of

NO. OF JOINTS: 184 jts ($783.7') 19.7 BPM. ISIP 3650 psi. Cale flush: 1394

gal, Actual flush: 1302gal.
TUBING ANCHOR: 5783.7' 6/08/02 5100'-5196' Frac C sands as follows:

NO. OF JOINTS: 2 jts (61.8') 54,200#20/40 sand in 221 bbls fluid.

SEATING NIPPLE: 2-7/8" (1.10')
Treated @avg press of2250 psi wlavg rate of
26.5 BPM. ISIP 2600 psi. Calc flush; 5100

SN LANDED AT: (5848.3') 4982'-49883 gal, Actual flush: 4998 gal.

NO OF JOINTS: 2 jts (63') 5100'-5104' 6/08/02 4982'-4988' Frac D sand as follows:

TOTAL STRING LENGTH: EOT @5913, 5106'-5108' 34,220#20/40 sand in 221 bbis fluid.
511 l'-5114' Treated @avg press of 2050 psi w/avg rate of

5170'-5173, 24.1 BPM. ISIP 2250 psi. Cale flush; 4982

5190'-5196, gal, Actual flush: 4918 gal.

5238'-5244, 10-19-07 Tubing Leak. Updated rod & tubing details.

SUCKER RODS
5259'-5270' l1/14/03 Parted rods update:

5383'-5392' 1/29/2010 Pump Changed. Updated rod and tubing

POLISHED ROD: 1-1/2" x 22' SM
5416'-5425, detail.

SUCKER RODS: 1-2' x ¾" pony rod, 1-4' x ¾" pony rod, 94-¾" guided rods, C 5532'-5538' PERFORATION RECORD
62- ¾" sucker rods, 71- ¾" guided rods, 6- 1 ½" sinker bars | | : 5569'-5574' 1/26/96 5884'-5896' 4 JSPF 48 holes

PUMP SIZE: 2 1/2" x 1 1/2" x 12' x 16' RHAC C 5583'-5586' 1/27/96 5626'-5653' 4 JSPF 108 holes

STROKE LENGTH: 64"
0 1/27/96 5607'-5618 4 JSPF 44 holes

1/27/96 5590'-5595' 4 JSPF 20 holes
PUMP SPEED, SPM: 4 SPM 5626'-5653' 1/27/96 5583'-5586' 4 JSPF 12holes

5681'-5716' 1/27/96 5569'-5574' 4 JSPF 20 holes
1/31/96 5416'-5425' 4 JSPF 36 holes

Anchor @5783' 1/31/96 5383'-5392' 4 JSPF 36 holes

5836'-5839, 2/01/96 5259'-5270' 4 JSPF 44 holes

SN @5848'
5842'-5848, 2/01/96 5238'-5244' 4 JSPF 24 holes

6/06/02 5842'-5848' 4 JSPF 24 holes
5884'-5896' 6/06/02 5836'-5839' 4 JSPF 12 holes

6/06/02 5681'-5716' 2JSPF 70holes

EOT @5913' 6/06/02 5532'-5538' 4 JSPF 24 holes
6/08/02 5190'-5196' 4]SPF 24holes

NEWFIELD 6/08/02 5170'-Sl73' 4JSPF 12holes

PBTD@6144, 6/08/02 5l11'-5114' 4JSPF 12holes

SHOE @6179, 6/08/02 5106'-5108' 4 JSPF 08 holes

Travis Federal #8-33-8-16 / TD 6200'
6/08/02 5100'-5104' 4 JSPF 16 holes
6/08/02 4982'-4988' 4 JSPF 24 holes

2073' FNL & 623' FEL

SENE Section 33-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31503; Lease #U-34173



2"2."Ci"""l'moo Federal #23-33B-8-16
Initial Production: 60 BOPD, 0 MCFD

Put on Injection:4/19/01 100BWPD

GL: 5640' KB:5653' Injection Wellbore
Diagram

SURFACE CASING FRAC JOB

CSO SIZE: 8-5/8" 1-27-90 5856'-5878' 16,000#20/40sand,42,500#16/30sand,

GRADE: J-55
and 78,500# Itl sd. Avg TP 2100 psL
ISIP-2000 psi, 15 min 1817 psi.

WElGIIT: 24# 1-30-90 5518'-5556' 36,000# 20/40 sand, 38,0004 16/30 sand

LENGIII: 7 JTS (283')
and 74,000# It! sd. Avg TP 3000 psi.

DEPTHLANDED: 300,
1812-2985psi, 15 min 2715 psi.

HOLE SIZE: 12-1/4,.
2-1-90 5347-5377 78,000#20/40 sand, 78,000# 16/30 sand,

and 156,000 ttI sd, Avg TP 1900 psi,

CEMENT DATA: 165 skx Class "G"cmt,est ? bbis to surface ISIP-1750 psi, 15 min 1450 psi.

2-3-90 5057-5071' 21,000#10/40 SAND, 24,000# 16/30 sand,
and 45,000# sd til. Screened out 74 bhls
into flush. ATP 2200 psi,

2-6-90 4898'4918 1307 bbis w/ 51,000# 20/40 sand and
51,000# 16/30sand. BDP 2060 fäl 2 UPM.
Inc rate to 20 BPM, Press broke @3500

PRODUCTION CASING
psi, fuerateto40BPM@2t40 psi.

CSG SIZE: 5-1/2"
4/11/00 4352'-4436' 469 hbis w/ 87,680#10/40 sand. ATP

1900 @26 BPM. ISIP 2525 psi. Calc.

GRADE: K-$$ flush: 4352 gal, Actual Ilush: 4158 gal.

WEIGilT: 17# 4/18/06 5 Year MIT Completed and Submitted.

LENGTH: 151jts (6402 ) 7/17/06 Workover - Marcett squeeze treatment

HOLE SIZE 7-7/8" 8/9/06 MIT completed and submitted.

CEMENT DATA: 300 sks llí-Lill & 575sks 10 0 RFC

CEMENTTOP AT:

sF;r xt: Mar

TUBING
SIZE/GRADE/WT: 2.7/8", J-55,6.5#

NO. OF JOINTS: 136 jts, (4278.30')

SEATÏNGNIPPLE: 2.7/8"
Packer@4298

SNI ANDEDAT: 4289.30'

TOTAL STRING lÆNGTH: E(Tf @429180'

4357-4355' GB PgRFORATION RECORD
4358'.4367 GB

4365'-436B' GII
1-24-90 5856'-5878' 4 JSPF 88 holes
1-30-90 5518'-5527 4 ]SPF 36 holes

4397WA00'GB 1-30-90 5529'-5534' 4]SPF 20holes
½30-90 554T-5556' 4]SPF 36holes

4417A432' GB 1-31-90 534T-5377 4 ISPF 120 holes

4434'-4436' GB
2-2-90 505T-5066' 4 JSPF 36 holes
2-2-90 5068'-507\' 4 JSPF 12holes

4898'-4918' DI
2.4-90 4898'-4918' 4 ]SPF 80 koles
miliioo 43s2'asss' 21ser ostates

5057-5066' C 4/11/00 4358'4367 2 JSPF 10 holes
4/11/00 4365' 1368' 2JSPF 06holes

5068'-507V C 4/11/00 43974400' 2 JSPF 14holes

$3dT-537T Al 4/11/00 44274437 2 JSPF [S holes
4/11/00 4434'4436' 2 JSPF 04 holes

5518'-5627 LODO

5$29'-5534' LODC

5547-5556' LODC

L 5850-5878' CP2

--- SN@4289'

EOT@429T

NFWFIET.D enToo63os'

TD @6402'

Federal #23-338-8-16
1653 FSL & 1888 FWL

NESW Section 33-TSS-R16E
DuchesneCo, Utah

API #43-013-31251; Lease #U-49092 CD



ATTACHMENTE-//
Federal #33-33B

Spud Date:4/30/90 Initial Production: 57 BOPD,
Put on Production;8/11/90

Wellbore Diagram 0 MCFPD, 112 BWPD

GL:5667' KB:5682'
FRAC JOB

CSG SIZE: 8-5/8" 7/11/90 5586'-5665' Frac zone as follows:

GRADE: J-55
83,990# 20/40 sand + 110,250# 16/30 sand in
1821 bbls fluid. Treated @avg press of2100

WEIGHT: 24# psi w/avg rate of62.5 BPM. ISIP 2200 psi.

LENGTH: jts. (7')
Calc. flush: 5586 gal. Actual flush; 5418 gal.

DEPTH LANDED: 301' KB
-

- 7/13/90 5379'-5386' Frac zone as follows:
18,600#20/40 sand + 11,000# 16/30 sand in

HOLE SIZE:12-1/4" 443 bbls fluid. Treated @avg press of1600

CEMENT DATA:l- 225, sxs Class "G" + 114 sxs flocele
psi wlavg rate of 63 BPM. ISIP 2100 psi.
Calc. flush: 5379 gal. Actual flush: 2865 gal.

7/17/90 4473'-4509' Frac zone as follows:
56,100# 20/40 sand + 73,750# 16/30 sand in
1253 bbls fluid. Treated @avg press of2300

psi w/avg rate of40 BPM. ISIP 2300 psi.
4473'-4509' Calc. flush: 4473 gal. Actual flush: 4368 gal.

2/6/03 5850'-6228' Frac CP and BS sands as follows:
PRODUCTION CASING 119,440#20/40 sand in 863 bb1sYF 125

CSG SIZE: 5-1/2"
5037'-5040' fluid. Treated @avg. pressure of4168 psi

GRADE: J-55 505 l'-50ST w/avg. rate of 17.4 BPM. ISIP - 1946 psi.
Cale flush: 1522 gal. Actual flush: 1389gal.

WEIGHT: 17# 5091'-5096' 2/7/03 5701'-5709' Frac LoLODC sands as follows:

LENGTH: jts. (163') 24,458# 20/40 sand in 202 bb1sYF 125

DEPTH LANDED: 6400' KB 5206'-5210 w vg.
rra

I
6avg essurecof49%4

HOLE SIZE: 7-7/8" gal. Actual flush; 722 gal.

CEMENT DATA: 155 sxs Prem. Lite II mixed & 520 sxs 50/50 POZ 5244'-5254' 2/7/03 5534'-5580' Frac UpLODC sands as follows:
74,500#20/40 sand in 550 bbls YF 125
fluid. Treated @avg. pressure of3725 psi
w/avg. rate of 17.8 BPM. ISIP - 1798psi.

5346'-5349 Calc flush: 1424 gal. Actual flush: 1277 gal.

TUBING
5357'-5367' 2/8/03 5206'-536T Frac B1, B2 and UpA1 sands as follows:

65,500# 20/40 sand in 474 bbls YF 125

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
5379'-5386 Buid. Treated @avg. pressure of3512 psi

NO. OF JOINTS: 197jts (6151.1')
wlavg. rate of 17.3 BPM. ISIP - 2189 psi.
Cale flush: 1348 gal. Actual flush: 1132 gal.

TUBING ANCHOR: 6151.1' KB 5534'-5537' 2/8/03 503T-5096' Frac D3 and C sands as follows:

NO. OF JOINTS: 1 jts (31.1') 5544'-5550' 22,468#20/40 sand in 204 bbis YF 125

SEATING NIPPLE: 2-7/8" (1.10') 5556'-5561, fluid. Treated @avg. pressure of3351 psi
w/avg, rate of 17.9 BPM.

SN LANDED AT: 6185' KB 5566'-5580 5/8/03 Pump Change. Update rod and tubing detail.

NO. OF JOINTS: 2 jts (62.4') 5586'-5605 10/12/05 Pump Change (Lower EOT)

TOTAL STRING LENGTH: EOT @6249' KB 5609'-5665' 11/14/05 Pump Change (Lower EOT)

570l'-5709, 12/08/05 Tubing Leak. Detail tubing and rod update.

11/9/2009 Pump change. Update rod and tubing detials.

PERFORATION RECORD

SUCKER RODS 5850'-5852: 7/10/90 5609'-5665' 4 JSPF 224 holes

POLISHED ROD: l-l/2" x 22' SM polished rods
7/10/90 5586'-5605' 4 JSPF 76 holes
7/12/90 5379'-5386' 4 JSPF 28 holes

SUCKER RODS:1-6', 1-4" X ¾ Pony rods 89-3/4" guided rods, 152-3/4" 5932'-5940' 7/14/90 4473'-4509' 4 JSPF 144 holes

slick rods, 4-1 ½" weight rods. L 5946'-5950, 2/4/03 6225'-6228' 4 JSPF 12 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x lTx 0"RHAC
2/4/03 6190'-6204' 4 JSPF 56 holes

2 5983'-5990' 2/4/03 6177'-6180' 4 JSPF 12 holes

STROKE LENGTH: 102" 2/4/03 6163'-6168' 4 JSPF 36 holes

PUMP SPEED, SPM: 4
2/4/03 6154'-6158' 4 JSPF 36 holes

Anchor @615 l' 2/4/03 5983'-5990' 4 JSPF 28 holes
2/4/03 5946'-5950' 4 JSPF 48 holes

SN @6185' 2/4/03 5932'-5940' 4 JSPF 48 holes
6154'-6158' 2/4/03 5850'-5852' 4 JSPF B holes

6163'-6168' 2/4/03 5701'-5709' 4 JSPF 32 holes

6177'-6180' 2/4/03 5566'-5580' 4 JSPF 76 holes
2/4/03 5556'-556l' 4 JSPF 76 holes

6190'-6204' 2/4/03 5544'-5550' 4 JSPF 36 holes

EOT @6249' 2/4/03 5534'-553T 4 JSPF 36 holes
2/4/03 5357'-5367' 4 JSPF 52 holes

6225'-6228' 2/4/03 5346'-5349' 4 JSPF 52 holes
2/4/03 5244'-5254' 4 JSPF 56 holes
2/4/03 5206'-5210' 4 JSPF 56 holes

Top ofFill @6290' 2/4/03 5091'-5096' 4 JSPF 20 holes

NEWFIELD
PBTD@6315= 2/4/03 505l'-5057' 4JSPF 36holes

2/4/03 5037'-5040' 4 JSPF 36 holes

SHOEITD @6400'

Federal #33-33B
1857 FSL & 1883 FEL
NWSE Section 33-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31268; Lease #U-49092

08



L""$°Ji'io.s.es Federal 34-33B-8-16
Put on Injection: 1-11-95 Initial Production:580 BOPD,

GL: 5715' KB: 5730' Irijection Diagram oMcFPD, 249BWPD

FRACJOB

SURFACE ÇASING 5879*-5926' SO,000#20/40 sand45,000 # 16/30 sand,

CSO SIZE: 9-Sís., 41,300gal gel

GRADE: L-80,N-80
5682'-5773' 30,600#20/40sand46,400# 16/30 sand,

824 bb1sfluid
WEIGHT 47#, 53.$# 5564'-SS78' 30,100#20/40 sand 39,800#16/30sand ,

LENGTH 7 JTS(293.8') 663 bols fluid

DEVIH LANDED 310'
5119*-5246' 31,000#20/40 sand40,900# 16/30sand,

HOLESIZE; 12-1/4"
729 bbis fluid

CEMENTDATA: 165 skx Class "G"emt, est ? bbis to sudace
4948'-SO49' 65,100#20/40 sand46,100# 16/30sand

11-04-94 Convert to Injection weli

7-00 5 yr MIT

6-6.05 5 yr MIT

5-5-10 5 yr MIT

PRODUCTIONCASING
CSO SIZE S-l/2" / 17#l K-55

LENGTK 5564'

CSGSIZE 5-1/2"/ 17# / N-80

LENGTIt SS64' - 6410'

SETAT 6392' KB

HOLESIZE 7-7/8"

CEMENTDATA 125sks Hi-Lift& 500 Class "G" cement.

CEMENTTOP AT:2405'

TUBING
SIZE/GRADElWT;2-7/8",1-55,6.5#

NO. OF JOINTS: 158jts (4853.4')

SEATINGNIPPLE 2-7/8"

SNLANDEDAT: 4867.5' KB

CE@4871'

TOTALSTIONGLENGTH:EOT @4872" KB

PERFORATION RECORD
5879'-5925' 4 JSPF ? holes
5682'-5773' 4 JSPF ? holes
5564'-5578' 4 JSPF ? holes

Packer @437P 5119'-5266' 4 JSPF ? holes

.

EOT@4872• 4948'-5049' 418PF ?holes

4948 -5049' D

5119'-5246' C

$564'-5578' LODC

5682'-57T3' LODC

5879'-5925' CP

NEWFIELD

Federal 34-33B-8-16
614 FSL 1885FEL
SWSESection33-TSS-RI6E
DuchesneCo, Utah
API #43-013-31269;Lease



ATTACHMENTE-/3
SpudDate:9/5/89

,
Federal #43-33B

ut on Production:11/10/89 Initial Production: 240 BOPD,

Put on Injection: 1/11/95 Injection Wellbore 0 MCFPD, 126 BWPD

GL: 5673' KB: 5686' Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 9-5/8" 5596'-5705' 1933bbl fluid 73,100# 20/40 sand, 84,900#

GRADE: K-55
16/30 sand

WEIGHT: 36#
5420'-5450' 1095 bbl fluid 45,900#20/40 sand, 74,300#

16/30 sand
LENGTH: 306.09' 5280'-5288' 676 bbl fluid 26,000# 20/40 sand, 44,000#

DEPTH LANDED: 309' 16/30 sand

HOLE SIZE: 12-1/4" 5136'-5144' 685 bb1fluid 32,800# 20/40 sand, 10,200#

CEMENT DATA: 165 sxs cmt
16/30 sand

4978'-4998' 942 bbl fluid 41,080#20/40 sand, 55,215#

16/30 sand

10/29/94 Convert to injector.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: K-55

WEIGHT: 17#

LENGTH: 648 1.5'

DEPTH LANDED: 6483'

HOLE SIZE: 7-7/8"

CEMENT DATA: 1045 sks cement

CEMENT TOP AT: Sfc

TUBING
SIZE/GRADE/WT : 2 7/8" / 6.75#/ J-55

Packer @ 4862'

SN LANDED AT: 4831' KB 4514'-4520' GB6

NO. OF JOINTS: 1jts (29.41')

PACKER: 4862' KB
4978'-4998' Dl

TOTAL STRING LENGTH: EOT @4865' KB 5078'-5082' D3

5136'-5144' C

5280'-5288' B2

5420'-5450' Al

5596'-5602' LODC PERFORATION RECORD

5604'-5642' LODC 5596'-5705' 2 JSPF 132 holes
5420'-5450' 4 JSPF 80 holes

5646'-5652' LODC 5280'-5288' 4 JSPF 32 holes
Sl36'-5144' 4 JSPF 32 holes

5675'-5678' LODC 4978'-4998' 4 JSPF 80 holes

5682'-5686' LODC

5690'-5694' LODC

5698-5705' LODC

5870'-5882' CP5

5918'-5922' CPS

6198'-6204' BS

NEWFIELD
SN@4831'KB

EOT@4865'KB

Federal #43-33B
6363'

\ TD@6501'

1837 FSL & 590 FEL
NESE Section 33-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31240; Lease #U-49092

BDH



ATTACHMENTE /
Travis Fed. #J-33-8-16

Spud Date: 7/17/08
Put on Production: 8/25/08 Wellbore Diagram

GL: 5563' KB: 5575'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 8/14/08 6302-6310' Frac CP5 sds as follows:

GRADE: J-55
Frac w/24,029#20/40 sand in 419 bbis of

WEIGHT: 24#
Cement Top @50'

Lightning 17 fluid. Treated w/ ave pressure of
2445 psi w/ ave rate of21.5 BPM. ISIP 2267

LENGTH: 7 jts (313.64')
psi. Actual flush: 5796 gals.

DEPTH LANDED: 325.49'
8/14/08 6058-6068' Frac CP2, CP1 & CP.5 sds as follows:

Frac w/99,661# 20/40 sand in 776 bbis of

HOLE SIZE: 12-1/4" Lightning 17 fluid. Treated w/ ave pressure of

CEMENT DATA: To surface with 160 sx Class 'G' cmt
1966 psi w/ ave rate of22.4 BPM. ISIP 2184

psi. Actual flush; 5515 gals

8/14/08 5832-5842' Frac LODC sds as follows:
Frac w/42,105# 20/40 sand in 446 bbls of
Lightning 17 fluid. Treated w/ ave pressure of
2325 psi w/ ave rate of21.2 BPM. ISIP 2519

psi. Actual flush; 5410 gals,

PRODUCTION CASING
8/14/08 5740-5768' Frac LODC sds as follows:

Frac w/79,304# 20/40 sand in 643 bbis of

CSG SIZE: 5-l/2" Lightning 17 fluid. Treated w/ ave pressure of

GRADE:1-55
2428 psi w/ ave rate of21.5 BPM. ISIP 3098

psi. Actual flush: 5250 gals.

WEIGHT: 15.5# 8/15/08 5388-5392' Frac B2 sds as follows:

LENGTH: 162 jts Frac w/51,086#20/40 sand in 489 bbis of

DEPTH LANDED: 6390.86,
Lightning 17fluid. Treated w/ ave pressure of
2120 psi wl ave rate of21.0 BPM. ISIP 2471

HOLE SIZE: 7-7/8" psi. Actual flush: 4880 gals.

CEMENT DATA: 325 sx Premlite II and 450 sx 50/50 Poz 8/15/08 5230-5240' Frac C sds as follows:

CEMENT TOP AT: 50,
Frac w/33,904#20/40 sand in 373 bb1sof

Lightning 17 fluid. Treated w/ ave pressure of
2354 psi w/ ave rate of21.3 BPM. ISIP 3630

psi. Actual flush; 4641 gals.

TUBING
8/15/08 4690-4696' Frac PB7/PBS sds as follows:

Frac w/73,012# 20/40 sand in 595 bbls of

SIZE/GRADE/WT.: 2-7/8"/1-55/ 6.5# Lightning 17 fluid. Treated w/ ave pressure of

NO. OF JOINTS: 191 jts (5870.89') 4690-4696, 2462 psi w/ ave rate of22.2 BPM. ISIP 2830
psi. Actual flush: 4303 gals.

TUBING ANCHOR: 5882.89'

NO. OF JOINTS: 2 jts (61.92')
4728-4746'

SEATING NIPPLE: 2-7/8" (1.10') 5230-5240'

SN LANDED AT: 5947.61'

NO. OF JOINTS: 1 jts (30.92') 5388-5392'

TOTAL STRING LENGTH: EOT @6108.68'
5398-5410'

5740-5768'

SUCKER RODS 5832-5842'

POLISHED ROD: 1-1/2" x 26' polished rod 5846-5856'

SUCKER RODS: 1 ½" x 26' polished rod, 1-4',6',8' x 7/8" pony rods, 231-7/8" PERFORATION RECORD
guided rods (8 per), 4-1 ½" weight bars Anchor @5883'

PUMP SIZE: 2 1/2" xl 3/4" x 16' x 19' RHAC pump CDI 5980-5986, 8/15/08 4690-4696' 4 JSPF 24 holes

STROKE LENGTH: 84"
8/15/08 4728-4746' 4 JSPF 72 holes
8/15/08 5230-5240' 4 JSPF 40 holes

PUMP SPEED, SPM: 5 6022-6038'
8/14/08 5388-5392' 4 JSPF 16holes
8/14/08 5398-5410' 4 JSPF 48 holes

6058-6068' 8/14/08 5740-5768' 4JSPF l12holes

SN @5947' 8/14/08 5832-5842' 4 JSPF 40 holes
8/14/08 5846-5856' 4 JSPF 40 holes

EOT @6109' 8/14/08 5980-5986' 4 JSPF 24 holes
8/14/08 6022-6038' 4 JSPF 64 holes
8/14/08 6058-6068' 4JSPF 40holes

8/14/08 6302-6310' 4JSPF 32holes
6302-6310'

NEWFIELD
PBTD @6375'

Travis Federal #J-33-8-16
TD @6400'

681' FNL & 659' FEL

NW/NW Section 33-T8S-Rl6E

Duchesne Co, Utah

API #43-013-33707; Lease #UTU-34173 TL



ATTACHMENTE
Wells Draw Federal R-33-8-16

Spud Date: 7/29/2009
Put on Production: 9/28/2009

GL: 5673' KB: 5685'
Wellbore Diagram

FRAC JOB
9-29-09 6228-6252' Frac BLK SH sands as follows:

Frac with 35390# 20/40 sand in 232 bb1s
SURFACE CASING Cement Top @48' Lightning 17 fluid.

CSG SIZE: 8-5/8" 9-29-09 5916-5991' Frac CP2, CP.5, & CP1 sands as
follows: Frac with 29840# 20/40 sand in

GRADE: J-55 251 bbls Lightning 17 fluid.

WEIGHT: 24# 9-29-09 5616-5741' Frac LODC sands as follows:

LENGTH: 7 jts. (308.67') Frac with 60359#20/40 sand in 367 bbls

DEPTH LANDED: 320.52'
Lightning 17 fluid.

HOLE SIZE: 12-1/4"
9-29-09 5458-5475' Frac Al sands as follows: Frac with

35455#20/40 sand in 226 bb1sLightning

CEMENT DATA: 160 sxs Class "G" emt 17fluid.

9-29-09 5023-5117' Frac D2, D1, & D3 sands as follows:
Frac with 80474# 20/40 sand in 484 bbis

4558-4563, Lightning 17 fluid.

PRODUCTION CASING 9-29-09 4558-4563' Frac GB6 sands as follows: Frac with

CSG SIZE: 5-1/2" 16887# 20/40 sand in 140 bb1sLightning

GRADE: J-55
5023-5025'

17fluid.

WEIGHT: 15.5#

LENGTH: 144jts. (6421.69')
5028-5030'

HOLE SIZE: 7-7/8" 5067-5069'

TOTAL DEPTH: 6434,94' 5077-5079'
CEMENT DATA: 250 sxs Prem. Lite 11mixed & 425 sxs 50/50 POZ

CEMENT TOP AT: 4g
5112-5117'

TUBING
5458-5461'

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#
5468-5475'

NO. OF JOINTS: 192 jts (6034.3')

TUBING ANCHOR: 6046.3'

NO. OF JOINTS: 2 jts (63.2')
5616-5618'

SEATINGNIPPLE:2-7/8"(l.l') 5640-5642'
SN LANDED AT: 6112.2' KB

NO. OF JOINTS: 1jts (31.4'), 3 jts (94.8')
5688-5692'

TOTAL STRING LENGTH: EOT @6246' 5725-5728'

5737-5741'

SUCKER RODS

POLISHED ROD: 1 ½" x 26 5916-5918'

SUCKER RODS: 1 - 2' x 7/8", 1 -4' x 7/8", 1- 8" x 7/8" pony rods, PERFORATION RECORD
239 - 7/8" 8 per guided rods, 4-1 ½" weight bars 5950-5954' 6250-6252' 3 JSPF 6 holes
PUMP SIZE: 2 ½" xl ¾" x 20' RHAC 5986-5991, 6236-6242' 3 JSPF 18holes

STROKE LENGTH: 168 6228-6230' 3 JSPF 6 holes

PUMP SPEED: SPM 6 5986-5991' 3 JSPF 15holes
Anchor @6046.3' 5950-5954' 3 JSPF 12 holes

5916-5918' 3 JSPF 6 holes
SN @6112.2' 5737-5741' 3 ]SPF 12 holes

6228-6230' 5725-5728' 3 JSPF 9 holes

6236-6242' 5688-5692' 3 JSPF 12 holes
5640-5642' 3 JSPF 6 holes

EOT @6246'
5616-5618' 3JSPF 6holes

6250-6252' 5468-5475' 3 JSPF 21 holes
5458-5461' 3 JSPF 9 holes

NEWFIELD
PBTD@6348'

SII2-5IlT 3JSPF I5holes

5077-5079' 3 JSPF 6 holes
5067-5069' 3 JSPF 6 holes

\ TD @6440' 5028-5030' 3 JSPF 6 holes
5023-5025' 3 JSPF 6 holes

Wells Draw Federal R-33-8-16 4558-4563' 3 JSPF 15 holes

NWSE 1823' FSL & 1916' FEL
Section 33-T8S-Rl6E

Duchesne Co, Utah
API # 43-013-34068; Lease # UTU-49092

LCN



ATTACHMENTE-Ma

Wells Draw Federal S-33-8-16
Spud Date: 08/01/2009
Put on Production: 09/22/2009

GL: 5673' KB: 5685'
Wellbore Diagram

FRAC JOB
9-23-09 5921-6013' Frac CP1, CP.5 & CP2 sands as

SURFACE CASING
follows: Fracwith30433#20/40sand in

Cement Top @20' 258 bbls Lightning 17 fluid.

CSG SIZE: 8-5/8" 9-23-09 5602-5795' Frac LODC sands as follows: Frac

GRADE: J-55
with 20l574#20/40 sand in 1228 bbis
Lightning 17 fluid.

WEIGHT: 24# 9-23-09 5204-5338' Frac B2 & C sands as follows: Frac

LENGTH: 7 jts. (308.78') with 15016#20/40 sand in 123 bbls

DEPTH LANDED: 320.63'
Lightning 17fluid.

HOLE SIZE: 12-1/4
9-23-09 5015-5082' Frac D2 & D1 sands as follows: Frac

with 150403#20/40 sand in 945 bbis

CEMENT DATA: 160 sxs Class "G" cmt Lightning 17 fluid.

9-23-09 4541-4545' Frac GB6 sands as follows: Frac with
1491l#20/40 sand in 131 bbis Lightning
17 fluid.

PRODUCTION CASING 4541-4545'

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 143 jts.(6411.39')

HOLE SIZE: 7-7/8" 5015-5018'

TOTAL DEPTH: 6424.64'

CEMENT DATA: 300 sxs Prem. Lite II mixed & 425 sxs 50/50 POZ.
5026-5028'

CEMENT TOP AT: 20' 5075-5082'

5204-5206'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5328-5330'

NO. OF JOINTS: 188 jts (5985')

TUBING ANCHOR: 5997, 5334-5338'

NO. OF JOINTS: 1 jts (31.6')

SEATING NIPPLE: 2-7/8" (1.1')

SN LANDED AT: 6031.4' KB 5602-5605'
NO. OF JOINTS: 2 jts (63.2')

TOTAL STRING LENGTH: EOT @6096' 5678-5681'

5711-5714'

SUCKER RODS

POLISHED ROD: 1-1/2" x 30' 5792-5795'
SUCKER RODS: 1 - 2' x 7/8", 1 - 4' x 7/8" pony rods, 236 - 7/8" guided rods,
4-1 ½" weight bars

PUMP SIZE: 2 ½" xl ¾" x 20' RHAC

STROKE LENGTH: 168 5921-5925'

PUMP SPEED: SPM 6

5969-5971' PERFORATION RECORD
SN @6031' Anchor @5997' 6008-6013' 3 JSPF 15holes

5969-5971' 3 JSPF 6 holes
6008-6013' 5921-5925' 3 JSPF 12 holes

5792-5795' 3 JSPF 9 holes
5711-5714' 3 JSPF 9 holes
5678-5681' 3 JSPF 9 holes

EOT @6096' 5602-5605' 3 JSPF 9 holes
5334-5338' 3 JSPF 12holes

NEWFIELD PBTD @6352' 5328-5330' 3 JSPF 6 holes

TD @6435, 0 o es

5026-5028' 3 JSPF 6 holes

Wells Draw Federal S-33-8-16 5015-5018' 3 JSPF 9 holes

1836' FSL & 1899' FEL 4541-4545' 3 JSPF 12holes

NW/SE Section 33-T8S-Rl6E
Duchesne Co, Utah

API # 43-013-34067; Lease # UTU-49092
LCN



ATTACHMENTE-l7

t
nDar u/ctio/n9:59/12/95 Monument Butte Fed. #5-34-8-16

Put on Injection: 10/7/97 Initial Production: 218 BOPD,
GL: 5631' KB: 5644' Injection Wellbore 124 MCFD, 9 BWPD

Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 8/30/95 5663'-5693' Frac zone as follows:

GRADE: J-55
14,933#20/40 sand + 130,948# 16/30 sand
in 738 bb]s Boragel frac fluid. Treated @avg

WEIGHT: 24# press of2650 psi w/avg rate of33 BPM. ISIP

LENGTH: 7 jts. (298')
2970 psi. Calc flush; 5663 gal. Actual flush;
5628 gal.

DEPTH LANDED: 296' KB 9/01/95 5442'-5486' Frac zone as follows:

HOLE SIZE:12-l/4" 88,000# 20/40 sand + 40,000# 16/30 sand

CEMENT DATA: 120 sxs Class "G" cmt, est 4 bbis cmt to surf.
in 548 bbls Gelled frac fluid. Treated @avg
press of ? psi w/avg rate of ? BPM. ISIP
2030 psi. Calc flush: 5442 gal. Actual flush;
5398 gal.

9/03/95 5263'-5344' Frac zone as follows:
58,000# 16/30 sand in 548 bbls Gelled frac
fluid. Treated @avg press of ? psi wlavg rate

of? BPM. ISIP 3537 psi. Calc flush: 5263 gaL

PRODUCTION CASING Actual flush: 1519 gal.

CSG SIZE: 5-1/2" 9/08/95 5044'-5052' Frac zone as follows:

GRADE: J-55
52,000# 16/30 sand in 459 bbis Gelled frac
fluid. Treated @avg press of ? psi w/avg rate

WEIGHT: 15.5#
of? BPM. ISIP 2097 psi. Cale flush: 5044 gal.

LENGTH: ? jts. (6152')
Actual flush: 5000 gal.

DEPTH LANDED: 6148' KB
9/27/97 Convert to injector.

HOLE SIZE: 7-7/8,,
7-13-05 Re-completion and MIT.

CEMENT DATA: 340 sxs Hifill & 345 sxs Cal-Seal.
5884-5894' Frac zone as follows:

19,640# 16/30 sand in 209 bbls of Lightning

CEMENT TOP AT: ? per CBL
17 frac fluid. Treated @avg press of2970 psi
w/avg rate rate of 14.3 BPM. ISIP 1725 psi.

Calc flush: 1589 gal Actual flush: 1470 gal.

7-13-05 5154-5164' Fraczoneasfollows:
TUBING 14,568#20/40sandin172bbisofLightning

SIZE/GRADE/WT.: 2-7/8" / J-55 /6.5#
17 frac fluid. Treated @avg press of3359 psi
w/avg rate of 14.3 BPM. ISIP 2850 psi. Calc

NO OF JOINTS: 140 jts (4440.03') flush: 1820 gal. Actual flush: 1218 gal.

SEATING NIPPLE: 2-7/8" (1.10') 7-14-05 4510-4526' Frac zone as follows:

SN LANDED AT: 4453.03' KB
14,210# 20/40 sand in 181 bbls of Lightning

PACKER AT: 4457.48' KB
Packer @4457'

v7hfracfluid Trea2ted@Ma pre20 Of3 5 si

TOTAL STRING LENGTH: EOT @4461.68' KB C 4510'-4516'GB6
flush: 1166 gal. Actual flush: 1134 gal.

11/15/06 Workover: Acidize B2 sands

4520'-4526'GB6

5044'-5052'D2

5154'-5164'C

5263'-5274'Bl PERFORATION RECORD
5288'-5294'B2

5322'-5326'B2 8/29/95 5663'-5693' 4 JSPF 120holes

5328'-5330'B2
8/31/95 5460'-5486' 4 JSPF 104 holes

8/31/95 5455'-5458' 4 JSPF 12 holes

8/31/95 5442'-5452' 4 JSPF 40 holes
5332'-5344'B2 9/2/95 5332'-5344' 4 JSPF 48 holes

9/2/95 5328'-5330' 4 JSPF 24 holes
5442'-5452'A3 9/2/95 5322'-5326' 4 JSPF 16 holes

9/2/95 5263'-5274' 4 JSPF 44 holes
5455'-5458'A3 9/7/95 5044'-5052' 4 JSPF 32 holes

5460'-5486'A3

5663'-5693'LODC

5884'-5894'CPS

NE WFIELD
PBTD@6102'

Monument Butte Fed. #5-34-8-16 / -

1980' FSL & 660' FWL
SWNW Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31499; Lease #U-62848

JP



ATTACHMENTE
Travis Federal 4-33R-8-16

Spud Date: 10-03-05 Initial Production: BOPD,

Put on Production: 11-28-05 Wellbore Diagram MCFD, BWPD

GL: 5677' KB: 5689'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 01-17-06 5893-5940' Frac CP.5, & CP1 sands as follows:

GRADE: J-55
50464#20/40 sand in 518 bbis Lightning 17

frac fluid. Treated @avg press of 1833 psi

WEIGHT 24# Cement top @210' -
' w/avg rate of24.9 BPM. ISIP 2000 psi. Calc

LENGTH: 7 jts (279')
flush: 5891 gal. Actual flush: 5880 gal.

DEPTH LANDED: 290.85' KB
01-17-06 5172-5260' Frac B,5, & C sands as follows:

69439#20/40 sand in 647 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1922psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4.5 bbIs cmt to surf.
wlavg rate of24.9 BPM. ISIP 1950 psi. Calc
flush: 5170 gal. Actual flush: 5208 gal.

- 01-17-06 5010-5106' Frac D1, & D2 sands as follows:
120342#20/40 sand in 842 bbls Lightning 17

frac fluid. Treated @avg press of 1760 psi

wlavg rate of24.8 BPM. ISIP 2270 psi. Cale
flush: 5008 gal. Actual flush: 4998 gal

PRODUCTION CASING
CSG SIZE: 5-1/2,,

01-17-06 4503-4510' Frac GB4 sands as follows:
17280#20/40 sand in 270 bb1sLightning 17

GRADE J-55 frac fluid. Treated @avg press of2155 w/

WEIGHT: 15.5#
avg rate of24.9 BPM. ISIP 2420 psi. Calc
flush: 4501 gal. Actual flush: 4410 gal.

LENGTH: 145jts. (6117.49') 07/06/06 Clean fill out. Update rod and tubing details.

DEPTH LANDED: 6116.74' KB
05-20-08 Stuck pump. Pump change updated.
8/24/09 Parted rods. Updated rod & tubing details.

HOLE SIZE: 7-7/8" 4503-4510'

CEMENT DATA: 315 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 210'

TUBING
5010-5026'

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5# 5079-5083'

NO. OF JOINTS: 185 jts (5890.08')

TUBING ANCHOR: 5902.08' KB
5098-5106'

NO, OF JOINTS: 1 jts (32.44') 5172-5180'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5937.32' KB
5204-5208'

NO. OF JOINTS: 2 jts (65.21') 5256-5260'

TOTAL STRING LENGTH: EOT @6004.08' KB

5893-5898'

Anchor @5902' PERFORATION RECORD
SUCKER RODS

SN 5937 5930-5940' 01-12-06 5930-5940' 4 JSPF 40 holes
01-12-06 5893-5898' 4 JSPF 20 holes

POLISHED ROD 1-1/2" x 22' SM 01-17-06 5256-5260' 4 JSPF 16 holes
SUCKER RODS: 1-4', 2-6',1-8' X ¾" pony rods, 96- ¾" guided rods, 104- ¾" 01-17-06 5204-5208' 4 JSPF 16holes
slick rods, 30-¾" guided rods, 6-1 ½" weight rods. 01-17-06 5172-5180' 4 JSPF 32 holes
PUMP SIZE 2-1/2" x 1-1/2" x 16' RHAC w/SM plunger 01-17-06 5098-5106' 4 JSPF 32 holes

STROKE LENGTH: 86" 01-17-06 5079-5083' 4 JSPF 16holes

PUMP SPEED, SPM: 4 SPM 01-17-06 5010-5026' 4 JSPF 64 holes
01-17-06 4503-4510' 4]SPF 28holes

NEWFIELD
EOT@6004

PBTD @6072'

SHOE@6117'

Travis Federal 4-33R-8-16

826' FNL & 691' FWL
TD @6155'

NW/NW Section 33-T8S-Rl6E

Duchesne Co, Utah

API #43-013-30754; Lease #UTU-34173
DF



ATTACHMENTE '

Wells Draw 8-32-8-16
Spud Date: 4/27/2004 Initial Production: BOPD,

Put on Production: 7/9/2004 Wellbore Diagram MCFD, BWPD

GL: 5711' KB:5723'
FRAC JOB

Cement Top @surface - - 6/28/04 5914'-6054' Frac CP4, 3, 2 AND 1 sands as follows:

SURFACE CASING
78,979#20/40 sand in 610 bbls lightning Frac
17fluid. Treated @avg press of 1635 psi

CSG SIZE: 8-5/8"
w/avg rate of24.7 BPM ISIP 2000 psi. Cale

GRADE: J-55
flush; 5912 gal. Actual flush: 5914 gal.

6/29/04 5594'-5684' Frac LODC sands as follows:
WEIGHT: 24# 99,277# 20/40 sand in 725 bbls lightning Frac

LENGTH: 7 jts. (312.77') 17 fluid. Treated @avg press of2360 psi

DEPTH LANDED: 322.77' KB
a ratSeo2g247 BPM. IS 3555900psiCalc

HOLE SIZE: 12-1/4" 6/30/04 5403'-5438' Frac A3 and I sands as follows:

CEMENT DATA: 150sxs Class "G" cmt, est I bbl emt to surf 44,757# 20/40 sand in 416 bbis lightning Frac
17 fluid. Treated @avg press of 1775 psi
w/avg rate of24.6 BPM. ISIP 2025 psi. Cale
flush: 5401 gal. Actual flush: 5401 gal.

6/30/04 5208'-5272' Frac B2 and .5 sands as follows:
PRODUCTION CASING 54,668#20/40 sand in 460 bbis lightning Frac

CSG SIZE: 5-1/2" 17fluid. Treated @avg press of 1640 psi

GRADE: J-55
w/avg rate of24.8 BPM. ISIP 2150 psi. Calc

WEIGHT: 15.5#
4412-4418, flush: 5206 gal. Actual flush: 5204 gal.

6/30/04 4412'-4418' Frac GB4 sands as follows:

LENGTH: 149 jts. (6349.39') 36,665#20/40 sand in 326 bbis lightning Frac

DEPTH LANDED: 6347.39' KB 5208-5212' lavg t
oem2e4d@av prS 4127009p0si

alc

HOLE SIZE: 7 7/8" flush: 4410 gal. Actual flush: 4326 gal.

CEMENT DATA: 300 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ mix 5265-5272, 1/6/05 Stuck pump Update rod details.

CEMENT TOP AT: Surface l1/16/07 Major Workover Rod & Tubing details updated.

5403-5414'
1/20/09 Parted rods. Updated R & T details.

07/19/10 Parted rods. Rod & Tubing updated.

TUBING 5432-5438' 09/02/10 Pump Change. Rod & tubing detail updated.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 189 jts (5954.23') 5594-5604'

TUBING ANCHOR: 5966.23' KB

NO. OF JOINTS: 2 jts (63,20') 5664-5684'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 6032.20' KB
5914-5924' PERFORATIONRECORD

NO. OF JOINTS: 2 jts (63.20') 5952-5958'
6/28/04 6046-6054' 4 JSPF 32 holes

TOTAL STRING LENGTH: EOT @6096.50' w/ 12' KB Anchor @5966' 6/28/04 6022-6026' 4 JSPF 16 holes
6/28/04 5952-5958' 4 JSPF 24 holes

6022-6026'
6/28/04 5914-5924' 4 JSPF 40 holes

SN @6032'
6/29/04 5664-5684' 4 JSPF 80 holes
6/29/04 5594-5604' 4 JSPF 40 holes

SUCKER RODS 6046-6054' 6/30/04 5432-5438' 4 JSPF 24 holes

POLISHED ROD: 1 1/2" x 22'
6/30/04 5403-5414' 4 JSPF 44 holes

EOT @6097' 6/30/04 5265-5272' 4 JSPF 28 holes

SUCKER RODS: 1- 2', 1-6', 2-8', x 3/4" pony rod, 100-3/4" guided rods; 86-
3/4" Sucker rods, 48- 3/4" guided rods, 6-1 1/2" sinker bars.

6/30/04 5208-5212' 4 JSPF 16 holes

PUMP SIZE: 2 1/2" x 1 1/2" x 16' RHAC pump w/ SM Plunger
6/30/04 4412-4418' 4 JSPF 24 holes

STROKE LENGTH: 86"

PUMP SPEED, SPM: 5 SPM

NEWFIELD Top or Fill a rsTo o saos

SHOE @6347'

Wells Draw Unit 8-32-8-16 TD @6371'

1969' FNL & 710' FEL

SE/NE Section 32-T8S-Rl6E TW 10/10/10
Duchesne Co, Utah

API #43-013-32219; Lease



ATTACHMENTE-

Federal #13-33B-8-16
Spud Date: 6/22/90 . .Initial Production: 116 BOPD,
Put on Production: 10/3/90 0 MCFPD, 181 BWPD
GL: 5710' KB: 5725' Wellbore Diagram

FRAC JOB

5925'-5950' 29,100# 20/40, 43,000# 16/30.

SURFACE CASING 5437'-5473' 47,000#20/40,68,000#16/30.

CSG SIZE: 8-5/8" / K-55 / 24# 4966'-5045' 81,600# 20/40, 101,400# 16/30.

DEPTH LANDED: 306' KB 1758'-1780' Acidize w/3000 gal 15% HCIacid w/Cla-

HOLE SIZE: 12-1/4,,
- Sta & iron seq. Perfs broke @2027 psi, avg

15 bpm, 2200 psi avg press, 3850 psi max

CEMENT DATA: 210 sx Class "G"emt w/2% CaCl2 press. Run 130 balls, good ball action.

1624'-1715' Pump 6000 gal 15% HCl acid w/Cla-Sta &
iron seq & 225 ball sealers, very little ball
action. Well was on vac @end of

PRODUCTION CASING
treatment.

5140'-5200' Frac w/l l8,300#20/40 sd in 508 bbis Delta
CSG SIZE: 5-1/2" / K-55 / 17# Frac. Perfs broke dn @3960 psi. Treated

SET AT: 6384'
-

- @ave sfc press of 6700 psi w/ave rate of27

HOLE SJZE: 7-7/8" 1624'-1642' (Sqad)
bFom.baSc n21324/5psi, 5 n 8 p2

rd

CEMENT DATA: Lead 180 sx Hi-Lift, tail w/445 10-0 RFC
1668'-l678' (Sqzd) died. Rec 19 BTF (est 4% of load).
1688'-1696' (Sqzd)

CEMENT TOP AT: 970' - a a - 2/5/02 Tubing leak. Update rod and tubing details.
-« a- 1704'-1715'(Sqzd)
-$ $ 2 1758'-l780' (Sqzd) 9/10/02 Tubing leak. Updated rod and tubing details.

2/26/03 6122'-6184' Frac BS and CP5 sands as follows:
40,735# of20/40 sand in 330 bbls YF 125
fluid. Treated @ave pressure 4193 psi
W/ave rate of 17 BPM. ISIP-2349psi. Calc.

TUBING flush: 1610 gals. Actual flush: 1405 gals.

SIZE/GRADE/WT: 2-7/8" / J-55 / 6.5# 2/2703 5572'-5597' Frac LODC sands as follows:

NO. OF JOINTS: J-55 109 jts. (3365.29')
31,897#of20/40 sand in 288 bbis YF 125

fluid. Treated @ave pressure 4621 psi

NO. OF JOINTS: 68 jts (2186.12') Wlave rate of 17.1 BPM. ISIP-3400 psi.

TUBING ANCHOR: 2.80' @5566.41'KB
Calc. flush: 1439 gals. Actual flush: 1253
gals.

NO. OF JOINTS: 1jts. 31 40' 2/27/03 4743'-4750' Frac PB11 sands as follows:

SEATING NIPPLE: 1.10' @5600.71'KB 31,200# of20/40 sand in 267 bbis YF 125

NO. OF JOINTS: 2 jts 63.45'
fluid. Treated @ave pressure3639 psi
W/ave rate of 16.7 BPM. ISIP-2245 psi.

TOTAL STRING LENGTH: EOT @5665.61' Cale. flush: 1240 gals. Actual flush: 888

gals.

2/27/03 4482'-4488' Frac GB6 sands as follows:
21,091# of20/40 sand in 206 bb1sYF 125

fluid. Treated @ave pressure3487 psi
W/ave rate of 16.8 BPM, ISIP-2122 psi.
Calc. flush: 1150 gals. Actual flush: 993

gals.

9/21/04 Patted Rods, updated rod & tubing detail.

SUCKER RODS

POLISHED ROD: 1 ½' X 22" 4482'-4488'

SUCKER RODS: 2-8', 1-4', 1-2' x 7/8" pony rods, 85-7/8" scrapered rods, 49-

3/4" plain rods, 22-3/4" scrapered rods, 5-1 5/8" weight bars, 1-1 1/2" weight
4743'-4750' PERFORATION RECORD

bars.
4966'-4971'

PUMP SIZE: 2-l/2"x1-l/2"x 14.5' RHAC
4973'-4984' 5925'-5950' 4 JSPF 100 holes
5017'-5028' 5462'-5473' 4 JSPF 44 holes

STROKE LENGTH: 60" | 5036'-5045' 5437'-5449' 4 JSPF 48 holes

PUMP SPEED, SPM: 7 SPM 5140'-Sl47 5036'-5045' 4 JSPF 36 holes
Sl91'-5200= 5017'-5028' 4 JSPF 44 holes

LOGS: DIGL, CDL-DSN, CBL 4973'-4984' 4 JSPF 44 holes
543T-5449' 4966'-4971' 4 JSPF 20 holes

$462'-5473' 1758'-1780' 4 JSPF 88 holes Squeezed 4/10/94

Anchor @5566' 1704'-1715' 4 JSPF 44 holes Squeezed 4/10/94

5572'-5578' 1688'-1696' 4 JSPF 32 holes Squeezed 4/10/94

5595'-5597' 1668'-1678' 4 JSPF 40 holes Squeezed 4/10/94

SN @5600 EOT @5665., 1624'-1642' 4 JSPF 72 holes Squeezed 4/10/94

5191'-5200' 4 JSPF 36 holes 3/ll/98

5925'-5950' 5140'-5147' 4 JSPF 28 holes 3/11/98
4482'-4488' 4 JSPF 24 holes 2/25/2003

6122'-6126' 4743'-4750' 4 JSPF 28 holes 2/25/2003

6176'-6184' 5572'-5578' 4 JSPF 24 holes 2/25/2003

NE WFIELD 5595'-5597' 4 JSPF 8 holes 2/25/2003

-
6122'-6126' 4 JSPF 16 holes 2/25/2003
6176'-6184' 4 JSPF 32 holes 2/25/2003

PBTD @6289'

Federal #13-33B-8-16 SHOE/TD @6384'

1972' FSL & 652' FWL

NW/SW Section 33-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31277; Lease #U-49092
LN



ATTACHMENTF
oM

Multi-Chem Group, LLC .

Multi-Chem Analytical Laborator
1553 East Highway 40
Vernal, UT 84078 mUlt i-che

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-35260
Well Name: Monument Butte injection

Sample Point: Before Desilter
Sampie Date: 1 li I2010

Sales Rep: Randy Huber
Lab Tech: John Keel

Test Date: yst2010 Cations mg/L Anions mg/L
Calcium (Ca): 40.00 Chloride (CI): 6000.00

Temperature ( F} 90 Magnesium (Mg): 24.40 Sulfate (SO 4): 140.00

Sample Pressure (psig): 0 Barium (Ba): 14 00 Dissolved CO2: -

Specífic Gravity (g/cm*) 1.0040 Strontium (Sr): - Bicarbonate (HCO a): 780.00
pH: 9.1 Sodium (Na): 4139.00 Carbonate (CO a)
Turbidity (NTU): - Potassium (K): - H2S:

Iron (Fe). 129 Phosphate (PO 4): -

Manganese (Mnr 0.15 Silica (SiO2):

Calculated T.D.S. (mg/L): 11140 Lithium(Li) · Fluoride (F):

Molar Conductivity(µS/cm): 16ÉŸ9 Aluminum (At) - Nitrate (NO3

Resitivity(Mohm): 0.5925 Ammonia NHa. - Lead (Pb):
Zinc (Zn):
Bromine (Br):
Boron (B):

Test Conditions
Temp Gauge Press.

"F pal Sat index Scale Sat Index Scale Sat index Scale Sat index Scale Sat index Scale psi
90 0 23 17 69.04 0.00 -2379 40 0.00 2621 80 - - 55 72 23 32 0 01
80 0 21.03 68 87 0.00 48.75 0.00 2691 60 - - 68 23 2341 0 01
oo o 2iei is e ooo sief o.oo 255 so 4iis di2f ääi

120 0 i 27.06 67 47 0.00 53.11 0.00 2284 10 - - 30.04 22 93 0 01

180 0 24 21 57 33 0 01 46 0.01 00 7C - 10 2 001
200 0 21 32 48 01 0 01 38 70 0.01 1130 70 - - 7 20 2 001
220 2.51 18 06 38 69 0.01 30 92 0.02 -903.3 - - 5 11 18 72 0 01
240 10 3 15 10 30 38 0.01 23 66 0 03 698 20 - - 3 72 16 87 O01
260 20 76 12 37 23 68 0.01 17.47 0 04 526 95 - - 2 73 14 44 0 01

Conclusions: Notes:
Calcium Carbonate scale is indicated at all temperatures from 80'F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate scalingIndex is negative from 80 F to 300°F

Strontium 5ulfate scaling was not evaluated
Barium Sulfate scale is indicated at all temperatures from 80°F to 300'F

Multi-Chem Production Chemicals Thursday. January 07. 2010

Ethics Commitment Page 1 of 2 Excellence



ATTACHMENTF

Multi-Chem Group, LLC
Multi-Chem Analytical Laborator
1553 East Highway 40 multi-cher
Vernal, UT 84078

Scale Prediction Graphs

Well Name: Monument Butte injection Sample ID: WA-35260

Calcium Carbonate CaCO3 Gypsum CaSO4 2H2O
30 - 80 0 0 012 -
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Militi-Ghem Production Chemicals Thursday, January 07, 2010
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ATTACHMENTF

Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory _ .

1553 East Highway 40 multi-che
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-48306

Well Name: federal 7-33-8-16
Sample Point: tank
Sample Date: 10/1512010

Sales Rep: Monty Frost
Lab Tech: Peter Poulsen

Test Date (W18/2oio Cations ing/L Anions eng/L
Calcium (Ca) 5.71 Chloride (CI): 4000.00

Temperature ("F) 100 Magnesium (Mg): 1.18 Sulfate (SO4): 67.32
Sample Pressure (psig) O Barium (Ba): 34.69 Dissolved CO2: -

Specific Gravity (g/cm') 1.0046 Strontium (Sr): - Bicarbonate (HCOs): 1883.00
pH: 8.1 Sodium (Na): 3223.00 Carbonate (COs): -

Turbidity (NTU): . Potassium (K): - H2S: -

Iron (Fe): 1.05 Phosphate (PO47 -

Manganese (Mn): 0.09 Silica (SiO2): -

Calculated T.D S. (mg/L) 9016 Lithium (Li): - Fluoride (F): -

Molar Öonductivity(µS/crn): 13661 Aluminum (AI): - Nitrate (NOa): -

liesitivity (Mohm): 0 7320 Ammonia NHa: - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

9 pti Et Ind0N 8810 it Ind0N MIS 88 Ind0N $6510 881IndSR 0810 it IndSM MIO OBi
100 0 1.48 2.89 0.00 -2268 70 0.00 -2392 90 - - 67.33 57.53 0.34
80 I O 1.13 1.04 0.00 -9 48 0 00 -2547.50 - - 102.01 58.01 0.17
100 0 1.48 2.89 0 Ò0 -5 63 Ò.00-5392.90 - 67.33 57.53 0.21
120 0 1 80 3 85 Ò00 -3 2 Ò00 -2166 40 45.46 Š6.85 0 23
140 0 2.10 4.30 0.00 -1 72 0.00 -1900 00 31.32 55.92 0.26
Ï60 0 2 Š5 À4Š Ò00 -Ò89 0.00 -(621.00 21.99 54.67 Ò.29
180 0 2.53 4.39 0.00 -0 45 0.00 -1350.00 - - i 15.70 53.03 0.32
200 0 2.65 4.29 0.00 -0.24 0.00 -1100.60 - - 11.38 50.94 0.32
220 2.Ši 2 Š8 59 0.00 -0.17 0.00 -890 19 - - 8.20 48.i3 0.32
240 Í0.Š 2.66 i Ò00 -Ò5 Ò.00-Ÿ0i Š - 6 0Ÿ ÄÀ8Ö 0.33
260 20.76 2.58 4.04 Ò.Ò0 Ò1Ÿ Ò.00 5Ä396 - - 4.54 4Ò.73 0.33
280 34.54 2.46 3.98 0.00 -0.22 0 00 -415 70 - - 3.42 35.83 0.33
300 52.34 2 ŠÏ Š8Ÿ Ò.Ò0 -Ò29 Ò01 -Š1Š 00 - - 2.58 29.95 0.34

Conclusions: Notes:
Calcium Carbonate scale is indicated at alltemps from 80°F to 300°F

Gypsum 5caling Index is negative from 80'F to 300'F
Calcium Sulfate Scaling index is negative from 80°F to 300°F

Strontium Sulfate scalingwas not evaluated
Barium Sulfate scale is indicated at all temps from 80°F to 300'F

IWIuiti Chem ProcIlletion Chemicals Thurstiay October 2L 2010

Ethics Commitment Page 1 of 2 Excellence



ATTACHMENTF

Multi-Chem Group, LLC
Multi-ChemAnalytical Laboratory
1553 East Highway 40 multi-che
Vernal. UT 84078

Scale Prediction Graphs

Well Name: federal 7-33-8-16 Sample ID: WA-48306

Calcium Carbonate CaCO3 Gypsum CaSO4 2H2O
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Multi-Chem ProdLiction Chemicals Thursday. October 21, 2010
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Attachment "G"

Travis Federal 7-33-8-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
6348 6362 6355 2251 0.79 2210
6198 6268 6233 2281 0.80 2241
6020 6122 6071 2041 0.77 2002
5864 5894 5879 3451 1.02 3413
5544 5560 5552 2376 0.86 2340
5406 5414 5410 2058 0.81 2023
5286 5294 5290 2632 0.93 2598
5164 5174 5169 2226 0.86 2192
4814 4820 4817 2317 0.91 2286
4602 4636 4619 2064 0.88 2034

Minimum 2002

Calculation of Maximum Surface injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion
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Dail Activity Report ATTACHMENTG-
Format For Sundry

TRAVIS 7-33-8-16
7/1/2008 To 11/30/2008

9/17/2008 Day: 1 Completion

Rigless on 9/16/2008 - Install 5m frac head. NU 6" 5K Cameron BOP. RU H/O truck
& pressure test casing, blind rams, frac head, csg & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @ 6470' & cement
top @ 43'. Perforate stage #1, CP5 sds @ 6348-62' w/ 3-1/8" Slick Guns (19 gram,
.49"EH. 120°) w/ 4 spf for total of 50 shots. 155 BWTR. SWIFN.

9/19/2008 Day: 2 Completion

Rigless on 9/18/2008 - Stage #1 CP5 sds. RU BJ Services. O psi on well. Frac CPS
sds w/ 29,930#'s of 20/40 sand in 433 bbis of Lightning 17 fluid. Broke @ 2949 psi.
Treated w/ ave pressure of 2290 psi w/ ave rate of 22.3 BPM. ISIP 2251 psi. Leave
pressure on well. 588 BWTR. Stage #2 CP3|CP4 sds. RU The Perforators, IIc WLT,
crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug
& 2- S' perf guns. Set plug @ 6300'. Perforate CP3 sds @ 6198-6206' & CP4 sds @
6260-68' w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for total of 64
shots. RU BJ Services. 1866 psi on well. Frac CP3/CP4 sds w/ 41,069#'s of 20/40
sand in 437 bbis of Lightning 17 fluid. Broke @ 2408 psi. Treated w/ ave pressure of
2043 psi w/ ave rate of 22.3 BPM. ISIP 2281 psi. Leave pressure on well. 1025
BWTR. Stage #3 CP.5/CP1/CP2 sds. RU The Perforators, IIc WLT, crane & Lubricator.
RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 1- 4', 14', 2- 6'
perf guns. Set plug @ 6140'. Perforate CP.5 sds @ 6020-24' & CP1 sds @ 6060-74' &
CP2 sds @ 6098-6104' & 6116-22' w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/
4 spf for total of 120 shots. RU BJ Services. 2168 psi on well. Frac CP.5/CP1/CP2 sds
w/ 80,655#'s of 20/40 sand in 655 bbis of Lightning 17 fluid. Broke @ 2168 psi.
Treated w/ ave pressure of 1716 psi w/ ave rate of 27.2 BPM. ISIP 2041 psi. Leave
pressure on well. 1680 BWTR. Stage #4 LODC sds. RU The Perforators, 11cWLT,
crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug
& 1- 6', 12' perf guns. Set plug @ 5930'. Perforate LODC sds @ 5888-94' & 5864-76'

w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for total of 72 shots. SWIFN.

9/20/2008 Day: 3 Completion

Rigless on 9/19/2008 - Stage #4 LODC sds. RU BJ Services. 1095 psi on well. Frac
LODC sds w/ 60,618#'s of 20/40 sand in 544 bbis of Lightning 17 fluid. Broke @
4100 psi. Treated w/ ave pressure of 2884 psi w/ ave rate of 22.0 BPM. ISIP 3451
psi. Leave pressure on well. 2224 BWTR. Stage #5 A1 sds. RU The Perforators, IIc
WLT, crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through
frac plug & 16' perf gun. Set plug @ 5660'. Perforate A1 sds @ 5544-60' w/ 3-1/8"
Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for total of 64 shots. RU BJ Services.
1955 psi on well. Frac A1 sds w/ 50,355#'s of 20/40 sand in 466 bbis of Lightning
17 fluid. Broke @ 2416 psi. Treated w/ ave pressure of 2193 psi w/ ave rate of 26.0
BPM. ISIP 2376 psi. Leave pressure on well. 2690 BWTR. Stage #6 B2 sds. RU The
Perforators, IIc WLT, crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite
flow through frac plug & 8' perf gun. Set plug @ 5450'. Perforate B2 sds @ 5406-14'

w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for total of 32 shots. RU BJ
Services. 1812 psi on well. Frac B2 sds w/ 35,472#'s of 20/40 sand in 386 bbis of
Lightning 17 fluid. Broke © 2797 psi. Treated w/ ave pressure of 1917 psi w/ ave
rate of 20.2 BPM. ISIP 2058 psi. Leave pressure on well. 3076 BWTR. Stage #7 C

http://www.inewfield.com/denver/SumActRpt.asp?RC=600159745&API=430133279800...



Sùmmary Rig Activity Page 2 of 3

ATTACHMENTI
sds. RU The Perforators, IIc WLT, crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K
composite flow through frac plug & 8' perf gun. Set plug @5330'. Perforate C sds @
5286-94' w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for total of 32
shofs. RU BJ Services. 1583 psi on well. Frac C sds w/ 34,983#'s of 20/40 sand in
380 bbis of Lightning 17 fluid. Broke @ 4089 psi. Treated w/ ave pressure of 1890
psi w/ ave rate of 25.6 BPM. ISIP 2632 psi. Leave pressure on well. 3456 BWTR.
Stage #8 D2 sds. RU The Perforators, IIc WLT, Crane & Lubricator. RIH w/
Weatherford 5-1/2" 6K composite flow through frac plug & 10' perf gun. Set plug @
5200'. Perforate D2 sds @ 5164-74' w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°)
w/ 4 spf for total of 40 shots. RU BJ Services. 1421 psi on well. Frac D2 sds w/
40,293#'s of 20/40 sand in 412 bbis of Lightning 17 fluid. Broke @ 2604 psi. Treated
w/ ave pressure of 1722 psi w/ ave rate of 22.2 BPM. ISIP 2226 psi. Leave pressure
on well. 3868 BWTR. Stage #9 PB10 sds. RU The Perforators, IIc WLT, crane &
Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 6'
perf gun. Set plug @ 4900'. Perforate PB10 sds @ 4814-20' w/ 3-1/8" Slick Guns
(.49"EH, 19 gram, 120°) w/ 4 spf for total of 24 shots. RU BJ Services. 1497 psi on
well. Frac PB10 sds w/ 24r266#'s of 20/40 sand in 348 bbis of Lightning 17 fluid.
Broke @ 2662 psi. Treated w/ ave pressure of 2195 psi w/ ave rate of 24.1 BPM.
ISIP 2317 psi. Leave pressure on well. 4216 BWTR. Stage #10 PB10 sds. RU The
Perforators, IIc WLT, crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite
flow through frac plug & 14', 4' perf guns. Set plug @ 4700'. Perforate GB6 sds @
4602-16' & 4632-30' w/ 3-1/8" Slick Guns (.49"EH, 19 gram, 120°) w/ 4 spf for
total of 72 shots. RU BJ Services. 1715 psi on well. Frac GB6 sds w/ 31,811#'s of
20/40 sand in 366 bbis of Lightning 17 fluid. Broke @ 2688 psi. Treated w/ ave
pressure of 1819 psi w/ ave rate of 22.4 BPM. ISIP 2064 psi. Open well to pit for
immediate flowback @ approx. 3 bpm. Well flowed for 6 hrs & died off. Recovered
700 bbis. SWIFN.

9/23/2008 Day: 4 Completion

Leed #712 on 9/22/2008 - MIRU Bleed off well. ND Cameron BOP 8e 5m frac head.
NU 3m production head & Schafer BOP. RIH w/ 4 3/4" chomp bit, bit sub & new 2
7/8" tbg. from pipe rack (tallying & drifting). SWIFN.

9/24/2008 Day: 5 Completion

Leed #712 on 9/23/2008 - Bleed off well. Cont. RIH w/ tbg. Tag sand @ 4670'. RU
powerswivel & pump. C/O to CBP @ 4700'. DU CBP in 25 min. Cont. RIH w/ tbg. Tag
sand @ 4860'. C/O to CBP ® 4900'. DU CBP in 17 min. Cont, RIH w/ tbg. Tag sand @
5110'. C/O to CBP @ 5200'. Well started flowing oil-filled flat tk. Tie into flowline &
let bleed to tks overnight. Heated & transferred oil from flat tk. Gained est 150 BW
today. Est 3712 BWTR.

9/25/2008 Day: 6 Completion

Leed #712 on 9/24/2008 - Bleed off well-flowing oil. RU & circ we11 to production
tks. Well stays flowing moderately. Con't C/O sd & drill out composite bridge plugs
as follows (using conventional circulation): plug @ 5330' in 40 minutes; plug @
5450' in 45 minutes; plug @ 5660' in 45 minutes; sd @ 5743'. C/O sd to plug @
5930'. Circ hole clean. Having to stop & transfer oil from flat tk to production tks.
Hang back swivel & pull EOT to 5912'. Gained est 250 BW during cleanout. SIFN W/
est 3462 BWTR,

9/26/2008 Day: 7 Completion

Leed #712 on 9/25/2008 - Bleed off well-flowing oil. RU & circ well to production

http://www.inewfield.com/denver/SumActRpt.asp7RC=600159745&API=430133279800...
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ATTACHMENTG
tks. Well stays flowing moderately. Con't C/O sd & drill out composite bridge plugs
as follow,s (using conventional circulation): plug @ 5930' in 42 minutes; sd @ 6036',
plug @ 6140' in 32 minutes; no sd, plug @ 6300' In 39 minutes. Con't swivelling jts
in h6Ie to tag fill @ 6358', Drill plug remains & sd to PBTD @ 6508'. Circ hole clean.
Gained est 200 BTF during cleanout. RD swivel & pull EOT to 6443'. Let well flow to
pit for sand cleanup. Rec est 130 BTF in 2 hrs W/ Ig tr oil, light gas & no sand. SIFN
W/ est 3132 BWTR.

9/27/2008 Day: 8 Completion

Leed #712 on 9/26/2008 - Bleed well off to production tks while RU HO trk & circ
well W/ 200 bbis hot 10# brine wtr. Gained est 200 add'I BW. Moniter well--still

flowing small amount f/ both sides. TIH W/ tbg f/ 6443' to tag fill @ 6497' (11' new
fill). C/O fill to PBTD @ 6508' & Circ well clean. Small flow seems manageable. LD
excess tbg. TOH W/ 100 jts tbg. Well blew in. Circ well, flowing strong. Strip back in
hole W/ tbg. Stopped & re-circulate well 3 times to get EOT to 6400'. RU adjustable
choke to tbg. Open to treater on 20/64" choke @ 6:00 PM. Est 2932 BWTR.

9/30/2008 Day: 9 Completion

Leed #712 on 9/29/2008 - Well flowed est 825 BW & 200 BO over weekend. Tbg
dead this AM. Bleed annulus off. RU & circ well W/ 200 bbis 10# brine wtr. Rec est
150 add'I BW & 40 BO during circulation. Well static. TOH W/ tbg f/ 6400'-LD bit.
TIH W/ BHA & production tbg as follows: 2 7/8 NC, 1 jt tbg, SN, 2 jt tbg, new CDI 5
1/2" TA (45K) & 205 jts 2 7/8 Brd 6.5# J-55 tbg. Well still static. ND BOP. Set TA @
6306' W/ SN @ 6369' & EOT @ 6402'. Land tbg W/ 16,000# tension. NU wellhead.
SIFN W/ est 1957 BWTR.

10/1/2008 Day: 10 Completion

Leed #712 on 9/30/2008 - Bleed sm amt gas off tbg. RU & pump 60 bbis 10# brine
dn tbg (circulated back). PU & TIH W/ pump and "A" grade rod string as follows:
new CDI 2 1/2" X 1 3/4" X 20' RHAC pump, 1 5/8" shear cpig (21K), 4-1 1/2"
weight rods, 250-7/8" scrapered rods (Norris 78 W/ 8 scrapers/rod), 1-8', 1-6' & 1-

2' X 7/8" pony rods and 1 1/2" X 26' polished rod. Seat pump & RU pumping unit.
Fill tbg W/ 2 BW. Pressure test tbg & pump to 200 psi. Stroke pump up W/ unit to
800 psi. Good pump action. RDMOSU. Est 1959 BWTR. Place we!I on production @
4:00 PM 9/30/2008 W/ 122" SL @ 5 SPM. FINAL REPORT!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600159745&API=430133279800...



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4552'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 189' balance plug using 22 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14 sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 46 sx Class "G" Cement down 5-1/2" casing to 383'

The approximate cost to plug and abandon this well is $42,000.

Travis Federal



ATTACHMENTR I
Travis Federal 7-33-8-16

Spud Date: 8/11/08
Put on Production: 9/30/08
GL: 5675' KB: 5687' Proposed PR A

SURFACE CASING
V.ellboreDia/,r2m

CSG SIZE: 8-5/8"

GRADE: J-55
Cement Top @43'

WEIGHT: 24#
Pump 46 sx Class "G" Cement down 5-1/2" casing to 383'

LENGTH: 7 jts (314.42') Casing Shoe @333'

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sxs Class "G" emt

120' balance plug using 14 sx Class "G" cement 60'

above Uinta/Green River and extending 60' below
(1700'- 1820')

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55
189' balance plug using 22 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of

WEIGHT: 15.5# Mahogany Oil Shale (3138'-332T)

LENGTH: 152 jts. (6553.48')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6585'

CEMENT DATA: 350 sk Prem. Lite II mixed & 475 sxs 50/50 POZ.

CEMENT TOP AT: 43' 100' (12 sx) Class G Cement plug on top of CIBP

CIBP @4552'

4602-4616'
4632-4636'

4814-4820'

5164-5174'

5286-5294'

5406-5414'

5544-5560'

5864-5876'
5888-5894'

6020-6024'

6060-6074'

6098-6104'

6116-6122'
6198-6206'

6260-6268'

6348-6362'

PBTD @6508'

NEWFIELD
SHOE @6553'

Travis Federal 7-33-8-16 TD @6585'

1997' FNL & 1976' FWL
SENW Section 33-T8S-Rl6E

Duchesne Co, Utah
API #43-013-32798, UTU-34173 JL



FORM 3160-5 UNITED STATES FORM APPROVED

(August2007) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-34173
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

GliBU
l. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.

2. Name of Operator TRAVIS FEDERAL 7-33-8-16

NEWFIELD PRODUCTION COMPANY n pi gy y.
3a. Address Route 3 Box 3630 3b, Phone (include are code) 4301332798

Myton, UT 84052 435646 3771 10 Fieirl anri Pool or Fvnlaratorv Aren

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) GREATER MB UNIT

1997 FNL 1973 FWL l1. County or Parish, State

SWNE Section 33 T8S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off

Notice of Intent O ^iter casing O Practure Treat O acciamation a weliintegrity

O Subsequent Report Casing Repair Q New Construction Q Recomplete O Other

Change Plans O Plug & Abandon Q Temporarily Abandon

Final Abandonment Convert to Injector Q Plug Back O Water Disposal

13. Describe Proposed or Completed Operation:(Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. Ifthe

proposal is to deepen directionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of aff pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the Bond No. on Glewith BLM/BIA. Required subsequent reports shall be filed within 30 days following completion

of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shan be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determinedthat the site is ready for fmal

inspection.)

Newfield Production proposes to convert the above mentioned well from a producing oil well to an injection well,

I hereby certify that the foregoing is true and Title

correct (Printed/ Typed)
Eric Sundber

Regulatory Lead

Signatu Datel/18/2010

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved.bv ..
. Title Date

Conditions of approval, if any, are attached. Approval ofthis notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office

which would entitle the avolicant to conduct overations thereon.

Title 18U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agency ofthe United

States anv false fictitions and fraudulent statements or reoresentations as to anv matter within its iurisdiction

(Instructions on page



BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-370

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 33 AND 34,
TOWNSHIP 8 SOUTH, RANGE 16 EAST, SECTION 15, TOWNSHIP 9 SOUTH, RANGE 15 EAST,
AND SECTIONS 1, 3, AND 14, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY,
UTAH, AS CLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company for
administrative approval of the following wells located in Duchesne County, Utah, for conversion to
Class II injection wells:

Greater Monument Butte Unit:
Federal 6-33 well located in SE/4 NW/4, Section 33, Township 8 South, Range 16 East
Travis Federal 7-33-8-16 well located in SE/4 NW/4, Section 33, Township 8 South, Range 16 East
Monument Butte Federal 4-34(I) well located in NW/4 NW/4, Section 34, Township 8 South, Range 16 East
Ashley Federal 8-15-9-15 well located in SE/4 NE/4, Section 15, Township 9 South, Range 15 East
Monument Butte 1-43 well located in NE/4 SE/4, Section 1, Township 9 South, Range 16 East
Monument Butte 1-34 well located in SW/4 SE/4, Section 1, Township 9 South, Range 16 East
South Wells Draw 6-3-9-16 well located in SE/4 NW/4, Section 3, Township 9 South, Range 16 East
South Wells Draw Federal 10-3-9-16 well located in NW/4 SE/4, Section 3, Township 9 South, Range 16 East
Jonah Federal 10-14-9-16 well located in NW/4 SE/4, Section 14, Township 9 South, Range 16 East

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 13th day of December, 2010.

STATE OF UTAH
DIVISION OF IL, GAS & MINING

Brad Hill
Permitting



Newfield Production Company

FEDERAL 6-33, TRAVIS FEDERAL 7-33-8-16,
MONUMENT BUTTE FEDERAL 4-34(I), ASHLEY FEDERAL 8-15-9-15,

MONUMENT BUTTE 1-43, MONUMENT BUTTE 1-34,
SOUTH WELLS DRAW 6-3-9-16, SOUTH WELLS DRAW FEDERAL 10-3-9-16,

JONAH FEDERAL 10-14-9-16.

Cause No. UIC-370

Publication Notices were sent to the following:

Newfield Production Company
1001 17th Street, Suite 2000 Bruce Suchomel
Denver, CO 80202 US EPA Region 8

MS 8P-W-GW
Uintah Basin Standard 1595 Wynkoop Street
268 South 200 East Denver, CO 80202-1129
Roosevelt, UT 84066
via e-mail ubs ubstandard.com SITLA

675 East 500 South
Salt Lake Tribune Salt Lake City, UT 84102-2818
PO Box 45838
Salt Lake City, UT 84145 Newfield Production Company
via e-mail naclegal@mediaoneutah.com Rt 3 Box 3630

Myton, UT 84052
Vernal Office
Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Duchesne County Planning JA A
PO Box 317
Duchesne, UT



Page 1 of 1

Jean Sweet - Re: Notice of Agency Action Newfield Cause UIC-370

From: Cindy Kleinfelter <classifieds@ubstandard.com>

To: Jean Sweet <jsweet@utah.gov>

Date: 12/15/2010 1:44 PM
Subject: Re: Notice of Agency Action Newfield Cause UIC-370

On 12/14/2010 12:43 PM, Jean Sweet wrote:

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,
once only, as soon as possible. Please notify me via e-mail of the date it will be published.
My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple, Suite 1210
Salt Lake City, UT
801-538-5329
sweet@,utah.gov

This notice will be published Dec. 21. Thank you.
Cindy

file://C:\Documents and Settings\OGMUSER\Local Settings\Temp\XPgrpwise\4DO8C64...



' State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
Executive Director

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

December 14, 2010

Via e-mail: ubsCa),ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-370

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

ean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gOV OIL, GAS &
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Jean Sweet - RE: Notice of Agency Action Newfield Cause UIC-370

From: "NAC Legal" <naclegal@mediaoneutah.com>

To: '"Jean Sweet'" <jsweet@utah.gov>

Date: 12/14/2010 2:43 PM
Subject: RE: Notice of Agency Action Newfield Cause UIC-370

Ad #647204 is scheduled to run December 18 in Salt Lake Tribune, Deseret News and
Online utahlegals . com .

Total charge is $250.28. Please check the ad in the papers.

Thank you,

Lynn Valdez

MediaOne of Utah,

a Newspaper Agency Company

4770 South 5600 West

West Valley City, Utah 84118

Ph.: 801-204-6245

Email: naclegal@mediaoneutah.com

From: Jean Sweet [mailto:jsweet@utah.gov]
Sent: Tuesday, December 14, 2010 12:46 PM
To: naclegal@mediaoneutah.com
Subject: Notice of Agency Action Newfield Cause UIC-370

file://C:\Documents and Settings\OGMUSER\Local Settings\Temp\XPgrpwise\4DO7827...



State of Utah
DEPARTMENT OF NATURAL RESOURCES

--Ãf),9,s* NHCHAEL R. STYLER

GARY R. HERBERT
Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA

Lieutenant Govemor Division Director

December 14, 2010

VIA E-MAIL naclegal mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-370

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

ean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (80 l) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwmogm.utah.gov OIL, GAS &
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AFFIDAVIT OF PUBLICATION

AS NEWSPAPER AGENCY CORPORATION LEGAL BOOKER, J CERTIFY THAT THE ATTACHED ADVERTISEMENT OF BEFORE TH

GAS AND MINING DEPARTMENT OF NATURAL RESOURCES ST
UIC-370 IN THE

MATTER OF THE APPLICA FOR DIV OF OIL-GAS & MINING, WAS PUBLISHEDBY THE NEWSPAPER AGENCY CORPORATION, AGENT FOR THE

SALT LAKE TRIBUNE AND DESERET NEWS, DAILY NEWSPAPERS PRINTED IN THE ENGLISH LANGUAGEWITH GENERAL CIRCULATIONIN UTAH.

AND PUBLISHED IN SALT LAKECITY. SALT LAKE COUNTY IN THE STATE OF UTAH. NOTICE IS ALSO POSTED ON UTAHLEGALS.COMON THE SAME

DAY AS THE FIRST NEWSPAPER PUBLICATION DATE AND REMAINS ON UTAHLEGALS.COM INDEFINATELY

Start 12/18/2010 End 12/18/2010

PUBLISHED ON

SIGNATURE

12/20/2010

THIS IS NOT A STÀTEMENT BIJT
PLEASE PAY FROM
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Travis Federal 7-33-8-16

Location: 33/8S/16E API: 43-013-32798

Ownership Issues: The proposed well is located on BLM land and is within the Greater
Monument Butte Unit. The well is directionally drilled, with a bottom hole location
approximately 1,350 feet east of the surface location. The area of review (AOR) consists of the
combined areas of two largely overlapping circles, each of a half-mile radius. One circle centers
on the surface location, and the other centers on the bottom hole location. Lands in the AOR are
administered by the BLM and the State of Utah. The Federal Government and the State of Utah
are the mineral owners within the AOR. Newfield and other various individuals hold the leases
in the unit. Newfield has provided a list of all surface, mineral and lease holders in the AOR.
Newfield is the operator of the Greater Monument Butte Unit. Newfield has submitted an
affidavit stating that all owners and interest owners have been notified of their intent.

Well Integrity: Inasmuch as the well is directionally drilled, the measured depths are not equal
to the true vertical depths. The measured total depth of the well is 6,585 feet versus a true vertical
depth of 6,403 feet. The depths expressed here are in terms of measured depth. The proposed
well has surface casing set at 333 feet and has a cement top at the surface. A 5½ inch production
casing is set at 6,553 feet. A cement bond log demonstrates adequate bond in this well up to
3,468 feet. A 2 7/8 inch tubing with a packer will be set at 4,552 feet. Higher perforations will be
opened at a later date. A mechanical integrity test will be run on the well prior to injection. On
the basis of surface locations, within the combined AOR, there are 8 producing wells, 1 shut-in

well and 7 injection wells. Additionally, there are 2 producing wells which have been
directionally drilled from surface locations outside the AOR to bottom hole locations inside the
AOR. All of the existing wells have evidence of adequate casing and cement.

Ground Water Protection: As interpreted from Technical Publication No. 92, the base of
moderately saline water is at a depth of approximately 500 feet. Injection shall be limited to the
interval between 4,381 feet and 6,508 feet (measured depth) in the Green River Formation.
Information submitted by Newfield indicates that the fracture gradient for the 7-33-8-16 well is
0.77 psi/ft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 2,002 psig. The requested
maximum pressure is 2,002 psig. We intend to permit this well at a maximum pressure of 2,000
psig. The anticipated average injection pressure is 1100 psig. Injection at this pressure should



Travis Federal 7-33-8-16
page 2

initiate any new fractures or propagate existing fractures in the adjacent confining intervals. Any
ground water present should be adequately protected.

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

March 3, 2011

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Travis Federal 7-33-8-16, Section 33, Township 8 South, Range 16
East, SLBM, Duchesne County, Utah, API Well # 43-013-32798

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

ohn Rogers
Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Duchesne County umH
Newfield Production Company, Myton DNRWell File

N:\O&G Reviewed Docs\ChronFile\UIC

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114-5801
OIL, GAS & MININGtelephone(801) 538-5340 • facsimile(801) 359-3940 • TTY (801) 538-7458 .
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Sundry Number: 41654 API Well Number: 43013327980000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:

DIVISION OF OIL, GAS, AND MINING UTU-34173

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7 UMNITU(rGCRARAGREEMENTNAME:

FOR PERMIT TO DRILL form for such proposals.
1. TYPE OF WELL 8. WELL NAME and NUMBER:

Oil Well TRAVIS FED 7-33-8-16

2. NAMEOF OPERATOR: 9. API NUMBER:
NEWFlELD PRODUCTIONCOMPANY 43013327980000

3. ADDRESSOF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1997 FNL 1976 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 33 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXESTO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approxlmate date work will start:

CHANGEWELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/20/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

O REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLINGREPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/19/2013. On 08/20/2013 Chris Jensen with the Utah Division of
State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 08/20/2013 the casing was pressured up to 1480 Date: September 18, 2013
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 200 psig during the sy: e
test. There was not a State representative available to witness the test.

NAME(PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE . DATE
N/A 8/22/2013

RECEIVED: Aug. 22,



Sundry Number: 41654 API Well Number: 43013327980000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date /gi 2 Time rh
Test Conducted by: Ñr
Others Present:

T_ime Casing Pressure

0 min / psig
5 | psig

10 f) psig
15 / O psig
20 / O psig
25 ) psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig

60 min psig

Tubing pressure: psig

Result Pass Fall

Signature of Witness:

Signature of Person Conducting



Sundry Number: 41654 API Well Number: 43013327980000

L



Sundry Number: 41654 API Well Number: 43013327980000' Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry
TRAVIS 7-33-8-16

6/1/2013 To 10/30/2013
8/19/2013 Day: 1 Conversion

WWS #5 on 8/19/2013 - MIRU, pump 60 bbls H20 down CSG remove head and unseat pump
- MIRU, pump 60 bbls H20 down CSG remove head and unseat pump 14000over string Wt
flush rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

MIRU, pump 60 bbls H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

TOOH Breaking every connection W/147 jts 2 7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC
stopped once and flushed W/ 30 BBLS H20 PU & TIH W/ reentry guide Xn nipple 4' sub X-over
arrow set pkr on/off tool psn & 147 jts 2 7//8 TBG pump 10 bbls pad circ sv to psn test tbg to
3000psi leave over weekend SWDFN @ 5:30 - TOOH Breaking every connection W/147 jts 2
7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC stopped once and flushed W/ 30 BBLS H20 PU
& TIH W/ reentry guide Xn nipple 4' sub X-over arrow set pkr on/off tool psn & 147 jts 2 7//8
TBG pump 10 bbis pad circ sv to psn test tbg to 3000psi leave over weekend SWDFN © 5:30 -

MIRU, pump 60 bbis H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

MIRU, pump 60 bbis H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

TOOH Breaking every connection W/147 jts 2 7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC
stopped once and flushed W/ 30 BBLS H20 PU & TIH W/ reentry guide Xn nipple 4' sub X-over
arrow set pkr on/off tool psn & 147 jts 2 7//8 TBG pump 10 bbis pad circ sv to psn test tbg to
3000psi leave over weekend SWDFN @ 5:30 - TOOH Breaking every connection W/147 jts 2
7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC stopped once and flushed W/ 30 BBLS H20 PU
& TIH W/ reentry guide Xn nipple 4' sub X-over arrow set pkr on/off tool psn & 147 jts 2 7//8
TBG pump 10 bbis pad circ sv to psn test tbg to 3000psi leave over weekend SWDFN @ 5:30 -

TOOH Breaking every connection W/147 jts 2 7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC
stopped once and flushed W/ 30 BBLS H20 PU & TIH W/ reentry guide Xn nipple 4' sub X-over
arrow set pkr on/off tool psn & 147 jts 2 7//8 TBG pump 10 bbls pad circ sv to psn test tbg to
3000psi leave over weekend SWDFN @ 5:30 - TOOH Breaking every connection W/147 jts 2
7/8 TBG LD 61 jts LD 51/2 8-2 TAC PSN & NC stopped once and flushed W/ 30 BBLS H20 PU
& TIH W/ reentry guide Xn nipple 4' sub X-over arrow set pkr on/off tool psn & 147 jts 2 7//8
TBG pump 10 bbis pad circ sv to psn test tbg to 3000psi leave over weekend SWDFN @ 5:30 -

MIRU, pump 60 bbis H20 down CSG remove head and unseat pump 140000ver string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

MIRU, pump 60 bbis H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

TOOH Breaking every connection W/147 jts 2 7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC
stopped once and flushed W/ 30 BBLS H20 PU & TIH W/ reentry guide Xn nipple 4' sub X-over

http://www.inewfld.com/denver/SumActRpt.asp?RC=159745&API=4301332798&MinDa...



Sundry Number: 41654 API Well Number: 43013327980000' Summary Rig Activity Page 2 of 3

arrow set pkr on/off tool psn & 147 jts 2 7//8 TBG pump 10 bbis pad circ sv to psn test tbg to
3000psi leave over weekend SWDFN @ 5:30 - TOOH Breaking every connection W/147 jts 2
7/8 TBG LD 61 jts LD 51/2 B-2 TAC PSN & NC stopped once and flushed W/ 30 BBLS H20 PU
& TIH W/ reentry guide Xn nipple 4' sub X-over arrow set pkr on/off tool psn & 147 jts 2 7//8
TBG pump 10 bb\s pad circ sv to psn test tbg to 3000psi leave over weekend SWDFN @ 5:30 -

MIRU, pump 60 bbls H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00. -

MIRU, pump 60 bbis H20 down CSG remove head and unseat pump 14000over string Wt flush
rods W/40 BBLS H20 fill and test TBG to 3000psi ok. LD 1 1/2x 30 polish rods 1-6' 1-4'
2.2'7/8 8 per 4-1/2 Wt bars LD 2 1/2X 1 3/4 X 20 rods coi pump, stopped once & flushed W/
25 BBLS H20 ND wellhead TAC not set, strip on 5000# bop ru floor & tbg works CWI @5:00.
Finalized
Daily Cost: $0
Cumulative Cost: $17,062

8/20/2013 Day: 3 Conversion

WWS #5 on 8/20/2013 - CK pressure on tbg 1100psi bump back up to 3000psi for 30 minutes
ok, - CK pressure on tbg 1100psi bump back up to 3000psi for 30 minutes ok, RU & RIH W/
sandline RET Sv POOH & Rack out sandline. RD floor & TBG works. Strip off #5000 bops land
TBG W/B-1 adapter flange, pump 60 bbis fresh H20 & packer fluid set 5 1/2 arrow set packer
W/ 15000 tension @ 4537 psn @ 4531 EOT @ 4548 land tbg W/ B-1 adaptor NU wellhead,
test W/ B-1 Adpator NU wellhead, test CSG & pkr to 1400psi for 30 minutes, good test, RDMO
- CK pressure on tbg 1100psi bump back up to 3000psi for 30 minutes ok, RU & RIH W/
sandline RET Sv POOH & Rack out sandline. RD floor & TBG works. Strip off #5000 bops land
TBG W/B-1 adapter flange, pump 60 bbis fresh H20 & packer fluid set 5 1/2 arrow set packer
W/ 15000 tension @ 4537 psn @ 4531 EOT @ 4548 land tbg W/ B-1 adaptor NU wellhead,
test W/ B-1 Adpator NU wellhead, test CSG & pkr to 1400psi for 30 minutes, good test, RDMO

- CK pressure on tbg 1100psi bump back up to 3000psi for 30 minutes ok, RU & RIH W/
sandline RET Sv POOH & Rack out sandline. RD floor & TBG works. Strip off #5000 bops land
TBG W/B-1 adapter flange, pump 60 bbis fresh H20 & packer fluid set 5 1/2 arrow set packer
W/ 15000 tension @ 4537 psn @ 4531 EOT @ 4548 land tbg W/ B-1 adaptor NU wellhead,
test W/ B-1 Adpator NU wellhead, test CSG & pkr to 1400psi for 30 minutes, good test, RDMO
- CK pressure on tbg 1100psi bump back up to 3000psi for 30 minutes ok, RU & RIH W/
sandline RET Sv POOH & Rack out sandline. RD floor & TBG works. Strip off #5000 bops land
TBG W/B-1 adapter flange, pump 60 bbls fresh H20 & packer fluid set 5 1/2 arrow set packer
W/ 15000 tension @ 4537 psn @ 4531 EOT @ 4548 land tbg W/ B-1 adaptor NU wellhead,
test W/ B-1 Adpator NU wellhead, test CSG & pkr to 1400psi for 30 minutes, good test, RDMO
Finalized
Daily Cost: $0
Cumulative Cost: $27,781

8/21/2013 Day: 4 Conversion

Rigless on 8/21/2013 - Conduct initial MIT - On 08/20/2013 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 08/20/2013
the casing was pressured up to 1480 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 200 psig during the test.
There was not a State representative available to witness the test. - On 08/20/2013 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 08/20/2013 the casing was pressured up to 1480 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure

http://www.inewfld.com/denver/SumActRpt.asp?RC= l 59745& API=430 1332798&MinDa... 8/22/20



Sandry Numb.er: 41654 API Well Number: 43013327980000' Summary Rig Activity Page 3 of 3

was 200 psig during the test. There was not a State representative available to witness the
test. - On 08/20/2013 Chris Jensen with the State of Utah DOGM was contacted concerning
the initial MIT on the above listed well. On 08/20/2013 the casing was pressured up to 1480
psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 200 psig during the test. There was not a State representative
available to witness the test. - On 08/20/2013 Chris Jensen with the State of Utah DOGM was
contacted concerning the initial MIT on the above listed well. On 08/20/2013 the casing was
pressured up to 1480 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 200 psig during the test. There was not a
State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $59,993

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SunactRpt.asp?RC=l59745&API=4301332798&MinDa...



Sundry Number: 41654 API Well Number: 43013327980000

SpudDate:8/fli08 TTRVIS Federal 7-33-8-16
Put on Production: 9/30/08

GL; 5675' KB: 5687' Injection

SURFACE CASING Me lbore Dia ytm

CSG SIZE: 8-5/8" 9/18/08 6348-6362' Frae CPS sands as follows: Frac with
GRADE J-55

Cement Top@ 43'
- 29930 #'s of 20/40 sand in 433 bbis

Lightning 17 fluid Treat at an ave pressure
WEIGHT: 24# of 2290 psi @22 3 BPM [SIP 2251 psi
LENGTH: 7 jts. (314 42') CasingShoe@333= 9/l8/08 6198-6268' Frac CP3/CP4 san<Is as follows Frac with
HOLE SIZE 12-1/4" 41069 #'s of 20/40 sand in 437 bbis

Lightning 17 fluid Treal at an ave pressure
CEMENT DATA 160sxs Class "G" cmt 2043 psi @22 3 BPM ISIP 228 l psi

9/18/08 6020-6122' Frae CP.S/CP1/CP2 sands as follows
Frac with 80655 #'s of 20/40 sand in 655
bbis Lightning 17 Iluid Treat at an ave
pressureof 1716 psi @227 2 BPM ISIP
2041 psi

9/19/08 5864-5894* Frac LODC sands as follows: Frac with
606 lB #'s of 20/40 sand in 544 bbis
Lightning 17 tluid Treat at unave pressure

PRODUCTIONCASING of2884psi@220BPMISIP3451psi
CSG STZE 5-l/2" 9/19/08 5544-5560' Frac A1 sands as follows: Frac with 50355
GRADE J-55 #'s 20/40 sand in 466 bbls Lightning 17

fluid Treat at an ave pressure of 2193 psi
WEIGHT IS 5# @26 0 BPM ISIP 2376 psi
LENGTH: 152 jts. (6553 48') 9/19/08 5406-5414' Frac B2 sands as follows: Frac with

HOLE SIZE: 7-7/8" SN @453 l, 35472 #'s 20/40 sand in 386 bbis Lightning
17 tluid Treat at an ave pressure of 1917

TOTAL DEPTH 6585' On Off Tool @4532' psi @20 2 BPM ISIP 2058 psi

CEMENT DATA. 350 sk Prem Lite II mixed & 475 sxs 30/50 POZ Packer@ 4537, 9/19/08 5286-5294' Frac C sands as follows: Frac with34983

CEMENT TOP AT 43' #'s 20/40 sand in 380 bbis Lightning 17

X/N Nipple @4546- fluid Treatat an ave pressure of 1890 psi

EOT@ 4548• @25 6 BPM ISIP 2632 psi
4602-46161 9/19/08 5164-5174' Frac D2 sands as follows: Frac with 40293
4632-4636, #'s 2O!40 sand in 412 bbis Lightning 17

fluid Treatat an ave pressure of 1722 psi
TIJBING @22 2 BPM ISIP 2226 psi
SIZE/GRADE/WT 2-7/8" /1-55 / 6 5# 48 14-4820, 9/19/08 4814-4820' Frue PB10 sands as follows: Frac with

NO OF JOINTS 147 jts (4519')
24266 # s 20/40 sand in 348 bbis Lightning
17 fluid TreaLat an ave pressure of 2195

SEATING NIPPLE 2-7/8"(I LO') psi @24 I BPM ISIP 2317 psi

SN LANDED AT 453 l' KB 9/19/08 4602-4636' Frae GB6 sands as follows: Frac with
5 I64-5 174' 3 18 1I #'s 20/40 sand in 366 bb1sLightning

ONIOFF TOOL KI 4532 1 5286-5294, 17 fluid Treat at an ave pressure of 1819
ARROW #I PACKER CE AT 4537 4' psi @22 4 BPM IS1P 2064 psi

XO 2-3/8 x 2-7/8 J-55 AT: 4541 5' 05/03/1I Pump Change Rod & tubing updated

TBG PUP 2-3/8 J-55 AT 4542 l' 01/30/12 Pump Change Rod & tubing updated

X/N NIPPLE AT 4546 2'
5406-5414'

2/8/12 Pump Change. Rod & tubing updated

TOTAL STRINGLENGTF1 EOT@ 4547 72
5544-5560'

08/19/13 Convert to Injection Well
08/20/13 Conversion MlT Finalized - update tby

detail

5864-5876'

5888-5894

6020-6024

6060-6074

6098-6104' PERFORATION RECORD
4602-4616' 41SPF 56holes6116-6122' 4632-4636' 4]SPF 16holes

6198-6206 48 14-4820' 4 JSPF 24 holes
5164-5174' 4 JSPF 40 holes

6260-6268' 5286-5294' 4 JSPF 32 holesNEWFIELD 5406-5414' 4JSPF 32holes
6348-6362' 5544-5560' 4 JSPF 64 holes

5864-5876' 4 JSPF 48 holes
5888-5894' 4 JSPF 24 holes

Travis Federal 7-33-8-16 6020-6024' 4 JSPF is holes

1997' FNL & 1976' FWL 2,
SENW Section33-T8S-RL6E PBTD@6508' 6116-6122' 4JSPF 24holes

Duchesne Co, Utah SHOE @6553'
API #43-0 13-32798; UTU-34173 | \

TD @6585, 6348-6362' 4 JSPF 56 holes

LCN



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-370

Operator: Newfield Production Company

Well: Travis Federal 7-33-8-16

Location: Section 33, Township 8 South, Range 16 East

County: Duchesne

API No.: 43-013-32798

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on March 3, 2011.

2. Maximum Allowable Injection Pressure: 2,000 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,381' - 6,508')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by:
' JoÏiËRoýrs Date

Associate Direct

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton uTANDuchesne County DNRWell File

N:\O&G Reviewed Docs\ChronFile\UIC
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (80I) 538-7458 • www.ogm.utakgov
OIL, GAS &



Sundry Number: 43297 API Well Number: 43013327980000

FORM 9

STATE OF UTAH
DEPARTMENTOF NATURALRESOURCES 5.LEASE DESIGNATIONAND SERIAL NUMBER:

DIVISIONOF OIL, GAS, AND MINING UTU-34173

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILLform for such proposals.
GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:

Water Injection Well TRAVIS FED 7-33-8-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELDPRODUCTIONCOMPANY 43013327980000

3. ADDRESSOF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:

Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1997 FNL 1976 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 33 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECKAPPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/27/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF Si TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 11:00 AM on Accepted by the
09/27/20 1 3. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 07, 2013

NAME(PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 10/4/2013

RECEIVED: Oct. 04,



SpudDate:8/ll/08 TTSVIS Federal 7-33-8-16
Put on Production: 9/30/08

GL: 5675' KB: 5687' Injection

SURFACE CASING Wellbore-Diarr im
FPAr Ing

CSG SIZE: 8-5/8" 9/18/08 6348-6362' Frac CP5 sands as follows: Frac with

GRADE: J-55
Cement Top @43'

-" • 29930 #'s of 20/40 sand in 433 bbis
Lightning 17 fluid. Treat at an ave pressure

WEIGHT: 24# of 2290 psi @22.3 BPM. ISIP 2251 psi.

LENGTH: 7 jts. (314.42') Casing Shoe @326' 9/18/08 6198-6268' Frac CP3/CP4 sands as follows Frac with
41069 #'s of 20/40 sand in 437 bbis

DEPTH LANDED: 326.27' Lightning 17 fluid. Treat at an ave pressure
HOLE SIZE: 12-1/4" 2043 psi @22.3 BPM. ISIP 2281 psi.

CEMENT DATA: 160 sxs Class "G" cmt 9/18/08 6020-6122' Frac CP.5/CP1/CP2 sands as follows
Frac with 80655 #'s of 20/40 sand in 655
bbls Lightning 17 fluid. Treat at an ave
pressure of 1716 psi @227.2 BPM. ISIP
2041 psi.

9/19/08 5864-5894' Frac LODC sands as follows: Frac with
60618 #'s of 20/40 sand in 544 bb1s
Lightning 17 fluid. Treat at an ave pressure

PRODUCTION CASING of 2884 psi @22.0 BPM. ISIP 3451 psi.
CSG SIZE: 5-1/2" 9/19/08 5544-5560' Frac A1 sands as follows: Frac with 50355

GRADE: J-55 #'s 20/40 sand in 466 bbls Lightning 17
fluid. Treat at an ave pressure of 2193 psi

WEIGHT: 15.5# @26.0 BPM. ISIP 2376 psi.

LENGTH: 152 jts. (6566.73') 9/19/08 5406-5414' Frac B2 sands as follows: Frac with

HOLE SIZE: 7-7/8" 1Í SN @4531' 35472 #'s 20/40 sand in 386 bb1sLightning
17 fluid. Treat at an ave pressure of 1917

DEPTH LANDED: 6566.73' On Off Tool@ 4532' psi @20.2 BPM. ISIP 2058 psi.

CEMENT DATA: 350 sk Prem. Lite II mixed & 475 sxs 50/50 POZ Packer @4537' 9/19/08 5286-5294' Frac C sands as follows: Frac with 34983

CEMENT TOP AT: 43'
#'s 20/40 sand in 380 bbls Lightning 17

X/N Nipple @4546' fluid. Treat at an ave pressure of 1890 psi
EOT @4548> @25.6 BPM. ISIP 2632 psi.

4602-4616' 9/19/08 5164-5174' Frac D2 sands as follows: Frac with 40293

4632-4636' #'s 20/40 sand in 412 bbls Lightning 17
fluid. Treat at an ave pressure of 1722 psi

TUBING @22.2 BPM. ISIP 2226 psi.

SIZE/GRADE/WT.: 2-7/8" / J-SS / 6.5# 4814-4820, 9/19/08 4814-4820' Frac PB10 sands as follows: Frac with
24266 #'s 20/40 sand in 348 bb1sLightning

NO. OF JOINTS: 147jts (4519') 17 fluid. Treat at an ave pressure of 2195

SEATINGNIPPLE: 2-7/8" (1.10') psi @24.1 BPM. ISIP 2317 psi.

SN LANDED AT: 4531' KB 9/19/08 4602-4636' Frac GB6 sands as follows: Frac with

ONIOFF TOOL AT: 4532.1'
5164-5174 31811 #'s 20/40 sand in 366 bb1sLightning

5286-5294' 17 fluid. Treat at an ave pressure of 1819

ARROW #1 PACKER CE AT: 4537.4' psi @22.4 BPM. ISIP 2064 psi.

XO 2-3/8 x 2-7/8 J-55 AT: 4541 5, 05/03/11 Pump Change Rod & tubing updated.

TBGPUP 2-3/8 J-55 AT: 4542.1' 5406-5414'
01/30/12 Pump Change. Rod & tubing updated

X/N NIPPLE AT: 4546.2' -
,

2/8/12 Pump Change. Rod & tubing updated
5544-5560

08/19/13 Convert to Injection Well
TOTAL STRING LENGTH: EOT @4547.72'

08/20/13 Conversion MIT Finalized - update tbg
detail

5864-5876'

5888-5894'

6020-6024'

6060-6074'

6098-6104' PERFORATION RECORD
4602-4616' 4 JSPF 56 holes6116-6122' 4632-4636' 4 JSPF 16holes

6198-6206' 48 14-4820' 4 JSPF 24 holes
5164-5174' 4 JSPF 40 holes

6260-6268' 5286-5294' 4 JSPF 32 holes
NEWFIELD 5406-5414' 4JSPF 32holes

6348-6362' 5544-5560' 4 JSPF 64 holes
5864-5876' 4 JSPF 48 holes
5888-5894' 4 JSPF 24 holes

Travis Federal 7-33-8-16 6020-6024' 4 JSPF 16 holes

1997' FNL & 1976' FWL 5

SENW Section 33-T8S-R16E PBTD @6508' 6116-6122' 4 JSPF 24 holes

Duchesne Co, Utah SHOE @6567' 0
F

API #43-013-32798; UTU-34173 \
TD @6585' 6348-6362' 4 JSPF 56 holes

LCN


